## Version History

**SDG&E Generation Interconnection Handbook**

<table>
<thead>
<tr>
<th>Update</th>
<th>Section(s)</th>
<th>Date</th>
</tr>
</thead>
<tbody>
<tr>
<td>Original</td>
<td>All</td>
<td>July 2000</td>
</tr>
<tr>
<td>Updated and reformatted the entire handbook</td>
<td>All</td>
<td>August 21, 2008</td>
</tr>
</tbody>
</table>
| - Inserted reference that optical metering unit CT’s and PT’s can be used under special circumstances  
- Inserted web-link to California Public Utility Commission (CPUC) Electric Rule 2  
- Inserted reference to reactive power support and voltage control requirements for Small Generator | 1.4  
2.4  
3.1 | August 24, 2010 |
| Deleted reference to California Public Utilities Commission (CPUC) Rule 21 interconnection requirements | 3.5.2 | June 22, 2011 |
| - Updated Section 2.4.1 to include the SDG&E Addendum for the “no taps practice”  
- Updated the applicability portion of Section 4  
- Added version history  
- Formatting Changes | 2.4.1  
4  
All | January 22, 2016 |
| - Added a new Section 3 titled “Substation Requirements”  
- Updated Sections 1, 2, 4, 5 and 6 | All | November 30, 2016 |
| - Updated Section 2.5.3  
- Changed terminology from “SPS” to “RAS” when applicable | All | December 18, 2017 |