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1 Executive Summary  
As greenhouse gases  build up in the atmosphere, extreme weather events are expected to 
intensify. Population growth, agricultural advances, in dustrial production, and technological 
progress have driven global development but intersect with climate systems in complex 
ways.  
 
ÄĆøĊĊƇßĐĊƇĊÍĆğßÄÍƇĐÍĆĆßĐøĆĦśƇp·óƇ0ßÍÚøƇ@·ĊƇưƇ4ìÍÄĐĆßÄƇŪŷp0@ư4ŸƇøĆƇŷĐÞÍƇ+øòă·óĦŸūƇßĊƇ·ìĆÍ·ÉĦƇ

experiencing increas ing extreme heat, wildfire risk, drought, and sea level rise (SLR). For 
example , the 2022 Labor Day heat  wave produced over a week of sustained temperature s 
above 85  °F in the region , while the remnants of Hur ricane Kay (2022)  generated record -
breaking  wind gusts at numerous  SDG&E weather network sites. 1 Given the chang es in climate 
hazards, it is important for SDG&E to update its understanding of current and projected 
vulnerability across the service area.  
 
SDG&E operates across the San Diego and southern Orange counties of California, supplying 
electricity and gas to 3.7 million customers .2 With  more than  140 years of experience in the 
region, the company remains  deeply committed to the safe and reliable  delivery  of clean 
energy, making significant investments  in grid  resilience , operations, and planning  to 
thoughtfully adapt to the changing climate.  
 
In compliance  with the  direction s issued by the California Public Utilities Commission (CPUC), 
this  Climate Adaptation and Vulnerability Assessment (CAVA) represents a key milestone  in 
SDG&4źĊƇadaptation and resilience journey. It evaluates  the potential impacts of major 
climate hazards  øóƇĐÞÍƇÄøòă·óĦźĊƇassets , operations , and services.  
 
Through this CAVA, SDG&E evaluated the climate vulnerability of its electrical and gas assets 
and operations  to specific climate hazards. In doing so, the Company measured exposure  
(the degree to which  assets  or regions may experience climate hazards  based on their 
physical locations ) as well as sensitivity (ĐÞÍƇÉÍÚĆÍÍƇĐøƇĠÞßÄÞƇ·óƇ·ĊĊÍĐźĊƇßóĐÍÚĆßĐĦƇøĆƇøăÍĆ·ĐßøóƇ
could be adversely impacted in the event of hazard exposure ). SDG&E also looked at 
adaptive capacity, defined as the degree to which ·óƇ·ĊĊÍĐźĊ vulnerability is reduced due to 
ĐÞÍƇ·ÃßìßĐĦƇĐøƇòßĐßÚ·ĐÍƇÄìßò·ĐÍƇÞ·Ĭ·ĆÉĊźƇóÍÚ·ĐßğÍƇøĔĐÄøòÍĊƇÃ·ĊÍÉƇøóƇĐÞÍƇøăÍĆ·Đßøó·ìƇò·ĐĔĆßĐĦ 
of the organization . The SDG&E CAVA analysis uses wherever possible global climate model 
(GCM) simulation results performed under the latest  Coupled Model Intercomparison Project 
Phase 6 (CMIP6) protocol , which informed  both the United Nations  (UN) Intergovernmental 
Panel on Climate Change  (IPCC) Sixth Assessment Report  (AR6) and the Fifth National 
Climate Assessment  (NCA5).  



 

4 
CLIMATE ADAPTATION AND VULNERABILITY REPORT 

 
The latest CMIP6- based climate projections  indicate that  temperature is expected to  
gradually increase across the SDG&E service territory  over time , but the rate of temperature 
increase could  accelerate  toward  the latter half of the 21st  century . Relative to the observed 
baseline period, there are some areas in the inland and mountain regions of the service 
territory  that could experience substantial warming in the upcoming decades. The coastal 
region is expected to undergo more modest temperature increase . 
 
Unlike temperature, there is a considerable  level of uncertainty  over future precipitation 
projection , with CMIP6 GCMs exhibiting quite a large variability over the service territory . 
Overall, there are indications  that  in comparison to the observed baseline period, some part s 
of the inland and mountain  regions (e.g., inland valleys and western slopes of the mountains ) 
could  see an increase  in precipitation , especially during the  second  half of the century , 
leading to greater inland flooding  potential .3 Change in precipitation  elsewhere  is projected 
to s tay  mostly  small relative to the baseline.  
 
Conditions that are conducive to  large wildfire s (sometimes referred to  as elevated  fire 
danger days)  Ų which are closely related to temperature and precipitation , as well as 
humidity Ų are expected  to  worsen  over the years , with a greater  rate of change more likely 
during the latter half of the 21st century. A larger increase in  elevated fire conditions  is 
projected in the  inland and mountain regions  of the service territory . 
 
Sea level is expected to rise gradually  over the upcoming decades, with faster rates  projected 
in the latter half of the 21st century , which could lead to potential flooding in isolated coastal 
locations around  Mission Bay, San Diego Bay, and San Luis Rey River estuary.  Changes to 
landslide  risk are not projected to be significant, with modest  impact to isolated  areas 
expected.  
 
Figure 1 shows a sample of the major asset classes that were analyzed . On the electrical side, 
SDG&EźĊƇfive major asset classes were  analyzed, including  electrical distribution, 
transmission, substation, communication, and facilities assets . Four key climate hazards  were 
ĔĊÍÉƇĐøƇÍğ·ìĔ·ĐÍƇÍ·ÄÞƇÍìÍÄĐĆßÄ·ìƇ·ĊĊÍĐźĊƇğĔìóÍĆ·ÃßìßĐĦ: extreme heat, wildfire, inland flooding 
and coastal flooding.  For gas assets, namely high- pressure pipes, medium - pressure pipes, 
regulators, compressors, and valves, five climate hazards were evaluated: wildfire, coastal 
flooding, inland flooding, landslides, and coastal erosion. SDG&E also assessed the 
vulnerability of the following  operations and services to the same climate hazards: asset 



 

5 
CLIMATE ADAPTATION AND VULNERABILITY REPORT 

management, vegetation management, emergency response, communications, safety 
operations, reliability planning, and supply management.  

 
Figure 1. Sample of assets analyzed in the vulnerability assessments  

 
Figure 2 outlines  some of the projected changes in specific hazards and the ir respective  
impact on the vulnerability of SDG&E assets.   For a detailed description of climate hazards 
impact  on p0@ư4źĊƇ·ĊĊÍĐĊƇøğÍĆƇĐÞÍƇ+ ¦ ƇĐßòÍƇÞøĆßĬøóƇŪbaseline- 20 70)  refer to section  3.2. 
Through this analysis, the  Company identified transmission overhead lines, pad - mounted 
transformers and switches, substation voltage regulators, overhead transformers , and 
communication centers as the assets most vulnerable to extreme heat  across all time 
horizons. In terms of  operations and services, SDG&E found that asset management, 
communications, and supply managemen t were most vulnerable to extreme heat . The 
Company further found that progress could be made towards reducing the vulnerability of 
these operations through the consistent inclusion of projected changes in high- impact 
weather  condition s, focused  investment in tech nology and personnel training, and 
stakeholder engagement dedicated to this specific hazard. In addition , the analysis 
determined that  transmission overhead lines, voltage regulators, overhead fiber 
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communication assets , and communication centers are the most vulnerable assets to 
wildfire. At the same time,  asset management was found to have the highest projected 
operational vulnerability to wildfire.  SDG&E further determined a limited and localized 
increase in asset exposure to inland and coastal flooding in the future . In regard  to gas assets, 
the Company identified regulators, high pressure pipes, and controllable gas valves as the 
assets with the highest vulnerabilities across all time horizons, ex periencing a gradual, but 
steady increase in vulnerability to inland flooding, wildfire, and landslides from 2030 to 2070 .  
 

Figure 2. iĆøéÍÄĐÍÉƇÍĥ·òăìÍĊƇøÙƇßòă·ÄĐĊƇøÙƇÉßÙÙÍĆÍóĐƇÄìßò·ĐÍƇÞ·Ĭ·ĆÉĊƇøóƇp0@ư4źĊƇ·ĊĊÍĐĊ 

                                             
Based on the results of the vulnerability analysis, SDG&E identified potential  adaptation 
measures designed to mitigate the impact of climate hazards on  its assets and operations. 
The identified measures  attain four key objectives:  

(1) Strengthen assets and operations to withstand the adverse impacts of a climate 
hazard event,  

(2)  IóÄĆÍ·ĊÍƇĐÞÍƇĊĦĊĐÍòźĊƇ·ÃßìßĐĦƇĐøƇ·óĐßÄßă·ĐÍƇĠÞÍóƇ·ƇÄìßò·ĐÍƇÞ·Ĭ·ĆÉƇÍğÍóĐƇò·ĦƇøÄÄĔĆƇ
and absorb its effects,  

Extreme heat, wildfire, and inland flooding are 
projected to cause increased vulnerability to 
electrical and gas assets:  
 
By 2030:  
¶ 12% of overhead transformers scored 

high vulnerability to extreme heat.  
¶ 41% of regulators, compressors, and 

valves scored medium vulnerability to 
inland flooding.  

By 2050   
¶ 24% of overhead transformers scored 

high vulnerability to extreme heat.  
¶ 31% of high- pressure pipes scored 

medium vulnerability to landslides.  

By 2070   
¶ 41% of overhead transformers scored 

high vulnerability to extreme heat.  
¶ 77% of high- pressure pipes scored 

medium vulnerability to inland flooding.  
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(3)  BøìĊĐÍĆƇĐÞÍƇĊĦĊĐÍòźĊƇ·ÃßìßĐĦƇĐøƇąĔßÄêìĦƇĆÍĊăøóÉƇ·óÉƇĆÍÄøğÍĆƇßóƇĐÞÍƇ·ÙĐÍĆò·ĐÞƇøÙƇ·Ƈ
climate hazard event, and  

(4)  Advance and adapt the system to address a continuously changing threat landscape 
and perpetually improve resilience.   

A list of adaptation measures was developed and categorized by resilience objective, asset 
type, and climate hazard.  For example, the  installation of additional cooling systems could 
help to control the temperature of sensitive components, the targeted undergrounding of 
communication cables  to  protect from wildfires , and the elevation of critical assets above 
projected flood level could mitigate the risk of inland flooding and sea level rise. Across 
operations and services  and for most hazards , the analysis determined that their resilience  
could be enhanced by  integrating both  historical and projected high- impact weather  
conditions  and improving on climate - hazard communication and feedback with in the 
Company, regulatory agencies, communities , and customers served.  
 
The SDG&E CAVA analysis includes  substantial contributions from  subject matter experts 
(SMEs) across SDG&E. In addition, Southern California Gas (SCG) SMEs were consulted for 
the vulnerability analysis of gas assets . External collaborators  included expert teams from 
ICF, Accenture, San Diego Regional Climate Collaborative (SDRCC), University of  California 
San Diego Scripps Institution  of Oceanography , San Jose State University  (SJSU), and 
Argonne National Laboratory .  
 
2 Introduction  
2.1 Overview of the SDG&E System 
An innovative San Diego- based energy company, SDG&E serves the people and businesses 
of San Diego and southern Or ange counties with natural gas and electricity. SDG&E has 
operated in the region  for more than 140 years , deliver ing reliable energy to homes and 
businesses, supporting  the shift to electrification , and championing  the local economy by 
working with diverse suppliers. At present, the Company  serves a population of 1.4 million 
business and residential accounts spread across a 4,100 square - mile serv ice area, as shown 
in Figure 3. The service area spans 17 sovereign Tribal Nations  (18 reservations ), as well as two 
counties. It serves approximately 3.7 million customers through 1.49 million electric meters 
and 905,000 natural gas meters in San Diego and southern Orange counties.  
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Figure 3. SDG&E's service territory  map  

 
 

 
Today, California is leading efforts to address the challenges of a changing climate . The 
climate conditions in the  SDG&E service area are projected to continue shifting  in the coming 
decades. Resulting extreme weather events will have the potential to cause substantial 
economic and societal damage, with far - reaching acute and chronic consequences for the 
state and its residents. 4 This has prompted the CPUC to prioritize climate adaptation planning 
at the state level, as detailed in Section 2.2. Similarly, it has motivated  investor - owned utilities 
(IOUs) such as SDG&E to update their understanding of  the potential vulnerability of their 
assets and operations to climate - related events. Th is CAVA assesses the vulnerability of 
p0@ư4źĊƇ·ĊĊÍĐĊƇ·óÉƇøăÍĆ·ĐßøóĊƇĐøƇprojected climate hazards and supports efforts  to build 
resilience toward ensuring the safe and effective provision of electricity and gas to  the 
+øòă·óĦźĊƇÄĔĊĐøòÍĆĊƇ·óÉƇÄøòòĔóßĐßÍĊŚ 
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2.2 Industry and Regulatory Context  
In many jurisdictions across the United States (U.S.), e fforts  are underway  to understand 
climate change vulnerabilities and to  build resilience in the energy utility sector . For example, 
following  Hurricane  Sandy (2012), Con Edison completed  a detailed vulnerability study in 2019 
and a Climate Change Implementation Plan (CCIP) in 2020. Similarly, Duke Energy published 
a Climate Resilience and Adaptation Report in September 2023 .5 The report  summarized 
climate change vulnerability and risk analysis for its transmission and distribution ( T&D) 
·ĊĊÍĐĊƇ·óÉƇăĆÍĊÍóĐÍÉƇăĆøéÍÄĐßøóĊƇøóƇÞøĠƇĐÞÍĊÍƇÄÞ·óÚÍĊƇò·ĦƇßòă·ÄĐƇĐÞÍƇĔĐßìßĐĦźĊƇ·ĊĊÍĐĊƇ·óÉƇ
planning practices. Some of these resilience efforts have been state - mandated, most notably 
outside of California are those  in Connecticut, Maine, New York, and Oregon. 6 In 2022 , the 
Public Utilities Regulatory Authority of Connecticut introduced a reliability and resilience 
framework to inform the planning and implementation of  electric distribution companies ź 
(EDCs) capital - based programs. In Maine, legislation was passed requiring utilities to submit 
a 10- year plan that outlines actions to address climate impacts on their T&D system. The 
New York State Public Service Commission mandated electric  IOUs to submit a Climate 
Change Vulnerability Study (CCVS) along with a Climate  Change Resilience Plan (CCRP). In 
Oregon, the Public Utility Commission established requirements for utilities to assess climate 
risks, including an assessment of climate risks posed to generation and distribution capacity 
in their Integrated Resource Plans (IRPs).  As the effects of climate change worsen throughout 
the U.S., utility r egulators expect  utilities  to mitigate  substantial  associated costs and 
safeguard the safe and reliable service to customers.  
 
California is among th ose states t aking direct action to respond to the threat  of climate 
change and support energy utilities in their effort  to become more resilient to those events . 
On April 26, 2018, the CPUC initiated an Order Instituting Rulemaking (OIR) R.18- 04 - 019 on 
climate adaptation, which defined  climate change adaptation for energy utilities and 
promoted  efforts to ensure the provision of reliable and resilient service to customers. As a 
result of this proceeding , the Commission issued two subse quent decisions 7 in September 
2020  (see Figure 4 for an overview of the regulatory timeline ). The decisions  promote the 
ĔĊÍƇøÙƇĐÞÍƇŷÃÍĊĐƇ·ğ·ßì·ÃìÍƇÄìßò·ĐÍƇĊÄßÍóÄÍŸƇĐøƇò·êÍƇßóÙøĆòÍÉƇÉÍÄßĊßøóĊƇĐøĠ·ĆÉƇÃĔßìÉßóÚƇ
resilient infrastructure and services to tackle climate change.  Specifically, decision 19 - 10-
054 defines climate change adaptation for energy utilities in California, identifies data 
sources, and specifies planning standards. Decision 20 - 08 - 046 defines Disadvantaged 
Vulnerable Communities (DVCs), outlines specific req uirements for the CAVA and 
+øòòĔóßĐĦƇ4óÚ·ÚÍòÍóĐƇiì·óƇŪ+4iūśƇ·óÉƇĆÍąĔßĆÍĊƇÍóÍĆÚĦƇĔĐßìßĐßÍĊƇĐøƇÉÍĊßÚó·ĐÍƇŷÄìßò·ĐÍƇ
ÄÞ·óÚÍƇĐÍ·òĊŸŚƇ 
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Figure 4. CA OIR t imeline  overview  

 
 
The CPUC not only defines DVCs but also  mandates robust utility engagement to empower 
and support these communities in building resilience.  Under this framework, DVCs are  
identified using a combination of socioeconomic and environmental factors . A census tract 
or area mee ting any of the following  four criteria qualifies it as a DVC : 

¶ Top 25% of Census Tracts in CalEnviroScreen 4.0 : This tool measures cumulative 
pollution burden and socioeconomic vulnerability across California n communities.  

¶ Tribal Lands : Recognizing the unique vulnerabilities and historical marginalization of 
Native American communities.  

¶ Low- Income Households : Defined as census tracts or areas where median household 
incomes fall below 60% of the statewide median.  

¶ Pollution Burdened Areas : Census tracts or areas scoring in the highest 5% of 
pollution burden according to CalEnviroScreen 4.0 but excluded from an overall score 
due to unreliable health or socioeconomic data.  

The decision  also requires  IOUs to submit a CAVA, a Community Engagement Plan (CEP), and 
a Disadvantaged Survey Report. Each of these filings is to be submitted on a four - year cycle. 
The CEP is filed one year before the CAVA , and the Survey Report is filed one year after. The 
CAVA and p0@ư4źĊƇlßĊêƇ ĊĊÍĊĊòÍóĐƇXßĐßÚ·ĐßøóƇiÞ·ĊÍ (RAMP) applications are to be filed 
one year apart  in future cycles , CAVA prior to RAMP, due to an updated Decision .8 
Additionally, the updated Decision introduc es the  adoption of a Global Warming Level (GWL) 
approach for future CAVA submission s starting in 2026  and mandat es the use of Shared 
Socioeconomic Pathway  (SSP) 3- 7.0 as the reference scenario for the current cycle.  
  
SDG&EźĊ CAVA addresses the requirements set forth in the CPUC Climate Adaptation OIR 
(R.18- 04 - 019) and follows industry best practices for assessing physical climate vulnerability . 
Table 1 below describes the specific regulatory requirements as set out by the CPUC , the 
category of vulnerability it relates to  (Community Vulnerability, or Infrastructure, Operations 
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& Services Vulnerability) , and the corresponding sections of the  CAVA that address  those 
requirements.  
 

Table 1. CPUC regulatory requirements and related sections in SDG&E's CAVA  
Category  Regulatory Requirement  Dedicated CAVA Section  

Infrastructure, 
Operations & Services 
Vulnerability  

* In addition to reviewing 
infrastructure, conduct an 
exposure analysis on 
services and operations, 
to identify which will be 
included for further 
analysis. 

Section 3.2 describes the findings 
of vulnerability for infrastructure 
and operations and services.  

Community 
Vulnerability  

* Include the plan for 
engaging DVCs and 
community engagement.  

Included in Section 2.4  and 4 

Community 
Vulnerability  

* Include an analysis of 
how IOUs promote equity 
in DVCs based on the 
ÄøòòĔóßĐßÍĊźƇ·É·ăĐßğÍƇ
capacity  

Included in Section 4  

Community 
Vulnerability  

* Include a summary of 
community engagement 
before, during, and after 
the CAVA process  

Include in Section 4.2 

Infrastructure, 
Operations & Services 
Vulnerability  

* Combine exposure, 
sensitivity and adaptive 
capacity to determine 
vulnerability.  

The vulnerability assessment 
methodology is described in 
Section 3.  

Infrastructure, 
Operations & Services 
Vulnerability  

* Include an array of 
options for dealing with 
vulnerabilities, ranging 
from easy fixes to 
complicated, long - term 
mitigation as well as green 
and sustainable remedies 
for vulnerable 
infrastructure.  

Included in Section 5.  
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Category  Regulatory Requirement  Dedicated CAVA Section  

Infrastructure, 
Operations & Services 
Vulnerability  

* Include off - ramps for 
assets with low climate 
risk and a mechanism for 
reassessment as climate 
changes 

Explained in Section 3.1 and results 
shown in Section 3. 

Infrastructure, 
Operations & Services 
Vulnerability  

* The CAVA covers the 
core period of 20 - 30 
years, while also looking at 
the near- term timeframe 
of 10Ų20  years and a 
long- term timeframe of 
30 - 50 years.  

The climate data used, and results 
presented cover each of these 
timeframes as described in Section 
3. 

Infrastructure, 
Operations & Services 
Vulnerability  

* Consider an analysis of 
temperature, sea - level 
rise, variations in 
precipitation, wildfire, and 
cascading events for 
utility - owned 
infrastructure & 
contracts.  

The analyzed hazards are defined in 
Section 3.1.1. 

Infrastructure, 
Operations & Services 
Vulnerability, and 
Community 
Vulnerability  

** Use the Share d 
Socioeconomic Pathway 
(SSP) 3- 7.0 as the 
reference scenario.  

The results presented in Section 3.2 
focus on SSP3- 7.0. 

Infrastructure, 
Operations & Services 
Vulnerability, and 
Community 
Vulnerability  

** Third party  analyses or 
datasets used by the 
IOUs should continue to 
be derived from or  based 
on the same climate 
scenarios and projections 
as the most recent 
Statewide  Climate 
Change Assessment . 

Section 3.1.1 lists the data sources 
used for the analysis.  

Infrastructure, 
Operations & Services 

** Shall include 
comprehensive and clear 

The analysis was conducted at an 
individual - asset resolution, and the 
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Category  Regulatory Requirement  Dedicated CAVA Section  

Vulnerability, and 
Community 
Vulnerability  

source data summary 
tables, clearly name the 
infrastructure data set 
used and last time it was 
updated, and consistent 
with that used for Wildfire 
Mitigation Plans. Strive to 
conduct the analysis at 
the smallest  spatial 
resolution feasible.  

infrastructure analyzed is listed in 
Sections 3. 1 and 3.2. 

* From Decision 20 - 08 - 046, September 3, 2020 (R. 18 - 04 - 019) 
** From Decision 24 - 08 - 005, August 12, 2024 (R. 18- 04 - 019) 

 
2.3 SDG&4źĊƇ+limate Actions  
SDG&E is committed to the safe delivery of electricity and gas to its customers . To that 
effect, the Company has geared its efforts to ward  addressing climate risks and vulnerabilities 
in the past, with the goal of strategically improving grid resilience across its service territory.  
 
In 2014, SDG&E joined the Department of Energy Partnership for Energy Sector Climate 
Resilience, which led the organization to  produc e its first Climate Vulnerability Report and 
form the SDG&E Climate Advisory Group  a year later .9 In line with the guidelines issued by 
the CPUC, SDG&E published its RAMP filing in 2016 , which includ es actions  to address  
climate - related risks, and participate d in the California Energy Commission ( CEC)- funded 
climate vulnerability study from 2016 to  2018. In 2018, given the heightened threat posed by 
wildfires across ĐÞÍƇ+øòă·óĦźĊ service territory, SDG&E formed the Fire Science and Climate 
Adaptation team .  
 
Moving forward, SDG&E intends to  grow and refine its efforts to address and enhance 
resilience. Some of the more recent works include the installation of a tide gauge and real -
time coastal flood modeling , the analysis of outage data in connection with  weather events , 
expanding fire science and integrating artificial intel ligence to model fire behavior , and the 
system - wide vulnerability assessment and community engagement efforts presented in this 
report.  
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2.4 Community Engagement Plan  and Considerations of Vulnerable Customers  
SDG&E understands the importance of building resilience with and for the communities and 
Tribal Nations throughout San Diego and southern Orange counties. This CAVA will help 
SDG&E identify and characterize the potential impacts that climate change will bring to its 
service area and  will help the Company to  start identifying and implementing solutions and 
·É·ăĐ·ĐßøóƇ òÍ·ĊĔĆÍĊŚƇ p0@ư4źĊƇClimate Adaptation C EP (published in 2024) 
comprehensively details its engagement with local communities and t ribes  (also see 
Appendix V  Ų Community Engagement Plan (CEP) . 
 
p0@ư4źĊ community engagement approach , as detailed in the CEP, centers around  key 
foundational principles. This include s partnering with trusted Community - Based 
Organizations (CBOs) to facilitate mutually beneficial networks . p0@ư4źĊ approach  also 
includes working with Tribal Nations , centering the twoȤway exchange of information between 
SDG&E and t ribes for  which the foundation is reciprocity and respect.  Additionally, it includes 
considering a set of elements in the organization of outreach events, such as the provision of 
both in - person and virtual meeting options, the availability of food while upholding  support  
to local vendors, the potential inclusion of incentives in the form of giveaways or raffles, and 
the creation of partnership s and the use of trusted community spaces.  
 
In 2023, SDG&E founded the Equity - First Community Climate Coalition (EC3), a collective of 
local organizations collaborating to advance climate resilience and equity goals with SDG&E 
and the communities that it serves. The EC3 has developed a range of outreach opportuni ties 
designed to incorporate community feedback into the present CAVA. At the same time, 
SDG&E has engaged regularly with local governments and other stakeholders, like the San 
Diego Association of Governments (SANDAG) and the Port of San Die go. The Company also 
became a member of the San Diego Regional Climate Collaborative (S 0l++ūźĊƇSea Level Rise 
(SLR) Working Group and the Adaptation Policy Working Group, two forums designed to 
promote innovation and information sharing as the region collectively works to adapt.  Among 
a larger suite of outreach efforts, SDG&E hosted four Climate Readiness Information 
Sessionsųdesigned to educate residents about the potential climate change impacts for the 
region, to inform them of SDG&E źĊ work on the CAVA and the CEP, and to garner feedback 
on topics of concern ųand rolled out a survey to assess the awareness of and concerns 
ĆÍì·ĐÍÉƇĐøƇÄìßò·ĐÍƇÄÞ·óÚÍƇ·óÉƇp0@ư4źĊƇ·É·ăĐ·ĐßøóƇĠøĆêŚ 
 
Beyond initiatives that specifically touch on climate adaptation and resilience, SDG&E 
continues to play an active role in support of the communities it serves  across San Diego and 
southern Orange counties.  The Company has set up the SDG&E Community Assistance Fund, 
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a $10- million shareholder funded grant program that provides local nonprofit organizations 
with support of up to $1 million . This is the largest one - year charitable initiative ever launched 
by SDG&E. The grant recipients selected offer services in the areas of food security and 
housing stability . 
 
2.5 Organization of the CAVA  
This CAVA is composed of three main parts:  

1. Infrastructure  and  Operations  & Services Vulnerability  (Section 3) . This section 
ăĆøğßÉÍĊƇĐÞÍƇĆÍĊĔìĐĊƇøÙƇp0@ư4źĊƇÄìßò·ĐÍƇğĔìóÍĆ·ÃßìßĐĦƇ·ó·ìĦĊßĊƇøÙƇÍìÍÄĐĆßÄal assets and 
infrastructure, gas assets, and operations & services. It begins with an introduction of 
the vulnerability methodology, definitions for each of the components in the 
vulnerability equation , and the assets included in the analysis.  It also presents 
forward - looking climate projection - based  exposure  scores  by climate hazard in  
Subsection 3.2  with details for each of the asset types  and combine s them with  
sensitivity and adaptive capacity scores to determine vulnerability  to extreme heat, 
wildfire, inland flooding, coastal flooding,  and winter weather . The vulnerability to 
cascading events is also discussed qualitatively . 
 

2. Community Vulnerability  (Section 4) . This section summarizes how SDG&E 
developed a Community Vulnerability Index alongside information on the lived 
experiences of communities and tribes to better understand  community vulnerability. 
The findings  presented in this section prepare SDG&E to conduct robust long - term 
resilience planning and identify localized interventions through a lens of equity.  

 
3. Adaptation and Resilience Measures  (Section 5) . This section identifies  examples 

of resilience measures to address the projected vulnerabilities  for asset - hazard 
combinations that were identified  as priorities, for both physical  assets and 
operations. These measures, in coordination with findings from the community 
vulnerability  analysis, support SDG&EźĊƇadaptation to the projected climate hazards.  

 
3 Infrastructure , Operations, & Services  Vulnerability  
3.1 Vulnerability Assessment Methodology  
The methodology used in the SDG&E CAVA analysis is aligned with +iz+źĊƇguidance  to 
consider (1) asset exposure to climate hazards, (2) system sensitivity  to each climate hazard , 
and (3) utility adaptive capacity  to determine vulnerability . The components of the 
methodology assessment and how they are combined to arrive at vulnerability scores are 
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shown in Figure 5. Each component is  defined below, with a dditional detail provided in the 
next section of this report .  

¶ Vulnerability:  The susceptßÃßìßĐĦƇøÙƇp0@ư4źĊƇßóÙĆ·ĊĐĆĔÄĐĔĆÍƇ·óÉƇøăÍĆ·ĐßøóĊƇĐøƇĐÞÍƇ
change in frequency and/or magnitude of climate hazards.  

¶ Exposure:  the degree to which assets or regions may experience climate hazards 
based on their physical locations.  

¶ Sensitivity: ĐÞÍƇÉÍÚĆÍÍƇĐøƇĠÞßÄÞƇ·óƇ·ĊĊÍĐźĊƇßóĐÍÚĆßĐĦƇøĆƇoperation  could be adversely 
impacted in the event of hazard exposure.  

¶ Adaptive Capacity:  the degree to which the vulnerability of an asset  is reduced due 
to  the abilit y to  òßĐßÚ·ĐÍƇ Äìßò·ĐÍƇ Þ·Ĭ·ĆÉĊźƇ óÍÚ·ĐßğÍƇ øĔĐÄøòÍĊƇ Ã·ĊÍÉƇ øóƇthe 
øĆÚ·óßĬ·ĐßøóźĊ operational maturity.  

Figure 5. Framework for assessing asset vulnerability  

 
 
Climate  vulnerability refers to the susceptibility of SDG&E's infrastructure and operations to 
the change in frequency and/or magnitude of climate hazards. This encompasses factors 
such as the exposure of gas pipelines to flooding and landslides, the  sensitivity of power lines 
to extreme heat and severe weather, and the capacity of the utility to adapt to these evolving 
challengesųfactors that are extensively explored in this CAVA analysis.  
 
In contrast, climate risk refers to the consequences for human and ecological systems (as 
defined in IPCC AR6), stemming from the vulnerability of infrastructure and o perations. Risk 
is evaluated by combining the likelihood of climate hazards with the potential consequences 
for the utility and the community it serves. While vulnerability focuses on the inherent 
characteristics that render the utility susceptible to harm , risk incorporates both the 
probability of climate events and the broader implications o f energy delivery disruptions.  
 
It is important to note that CAVA is exclusively focused on climate vulnerability. While climate 
risk is an essential consideration, it is evaluated within separate frameworks designed to 
address broader risk implications. These efforts that build upon the CAVA are evolving as 
SDG&E addresses emerging  climate - related challenges.  
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3.1.1 Overview and Definitions  
p0@ư4źĊƇğĔìóÍĆ·ÃßìßĐĦƇ·ĊĊÍĊĊòÍóĐƇăĆøÄÍĊĊƇßÉÍóĐßÙies asset and operational vulnerabilities 
based on the exposure to climate hazards, asset sensitivity ·óÉƇĐÞÍƇĊĦĊĐÍòźĊƇ·É·ăĐßğÍƇ
capacity . Climate hazard  exposure, sensitivity, and adaptive capacity scores are calculated 
at an individual - asset  level of granularity . These scores are then  multiplied as in Figure 5 to 
generate final asset - specific vulnerability scores. The following subsections detail the scoring 
methodology employed to calculate each variable of the vulnerability assessment equation . 
 
3.1.1.1 Exposure 
Exposure is the degree to which assets and operations  may experience climate hazards 
based on their physical locations . Exposure calculations are performe d wherever possible 
with the most recent CMIP6 - based datasets  that have been generated with the support from 
the State of California  or the U.S. federal government. The CMIP6 GCM simulations have been 
examined to  develop  the most up - to - date projections for  the  latest  zYźĊ IPCC 6 th 
Assessment Report and the 5 th National Climate Assessment , as well as the upcoming 5 th 
California Climate  Assessment . The CMIP6 protocol uses the Shared Socioeconomic Pathway 
(SSP) framework, and exposure scores are calculated at  asset  location s for future time 
period s using three SSPs: SSP3- 7.0, which is the designated reference  SSP scenario by the 
CAVA OIR, and SSP2- 4.5 and SSP5- 8.5 when appropriate .  
 
Table 2 below describes the datasets  that are  used to quantify  exposure to various climate 
hazards, many of which were  calculated  using the Localized Constructed Analogs (LOCA) 
version 2  for California (hereafter , LOCA2- CA) data . The LOCA method is a  statistical  
procedure that transforms coarse - resolution GCM simulation output into  high- resolution  
downscaled estimates via a multiscale spatial matching scheme to  find analog days from the 
historical observation al dataset . The LOCA2- CA dataset has been generated with  fifteen  of 
the best - per forming CMIP6 models over California ,10 which have differing  numbers of 
realizations /ensembles  that can be as high as 10  members.  The SDG&E CAVA analysis uses 
all of the available  ensemble members to  generate more robust projection statistics  by 
better resolv ing changing hazard trends in the SDG&E service territory  and tail - end exposure 
levels. 
 
Projections for each metric variable are developed using the 20 - year band  approach . For 
example, to  make a projection for the likely condition for 2030, the  20 years between 2020 -
2039  are examined , inclusive. Similarly for 2050 and 2070, 20 40 - 2059 and 2060 - 2079  are 
used, respectively. The very first step of calculating a m etric  variable  is to calculate it 
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separately for  each year  in a 20 - year period  using all of the available ensemble realizations  
for all GCM simulations . The average of all ensemble realizations is  used to be the 
representative condition of a GCM model.  To help quantify uncertainty  in the projections, 
two types of percentiles are often  calculated  in the analysis  Ų across  time/year dimension  
within the 20 - year bands  and across different GCM  model dimension. To help differentiate 
these different percentile types,  the percentiles along the time/year dimension within the 
20 - year bands will be referred to as time - P (for example , time - P50 and time - P95 for the 
50t h and 95th percentile s). The percentiles along the GCM model dimension will be referred 
to as model - P (for example, model - P50 and model - P90 for the 50th and 90th percentiles).  
 
The future projections are compared to the baseline  (also referred to as the observed)  
period, which is defined to be 1995 - 2014, as the historical simulation period of the CMIP6 
experiments  ends in 2014. Most of the metric variables for the baseline period are calculated 
from the  high- resolution dynamic downscaling of the fifth generation ECMWF Reanalysis 
(ERA5) that has been performed using the  Weather Research and Forecasting  (WRF) model 
(hereafter  referred to as ERA5WRF11). The ERA5WRF dataset has the same  horizontal 
resolution of 3 km  as in the LOCA2 - CA dataset.  To increase spatial resolution , the gridded 
LOCA2- CA- based results were interpolated from the native 3- km resolution to a hexagonal 
grid with approximately 800 - meter  resolution, using a nearest - neighbor interpolation. The 
spatial granularity achieved through this approach allows for  granular (i.e., individual - asset 
resolution ) exposure results. 12  
 

Table 2. Description of the data sources used for exposure , and related description s 

Hazard  Dataset  Data Source  Description  

Extreme 
Heat 

LOCA2- CA 3 
km gridded 
temperature 
projections 13 

Cal- Adapt 
Analytics 
Engine AWS 
S3 Data 
Catalog 14 

Gridded temperature projections were 
derived from the LOCA2- CA data set  
using its daily maximum and minimum 
temperature variables .  

Wildfire  

Canadian 
Forest Fire 
Weather Index 
(FWI)15 and 
historical burn 
probability data  

Cal- Adapt 
Analytics 
Engine AWS 
S3 Data 
Catalog 
 
USDA/USFS 
Wildfire Risk 

At the time of the SDG&E CAVA report, 
the CMIP6- based California wildfire 
projections by University of California 
Merced are not publicly available.  
Instead, SDG&E leveraged historical burn 
probability data and the Canadian FWI 17. 
The Canadian FWI accounts for daily 
temperature, relative  humidity, wind 
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Hazard  Dataset  Data Source  Description  

to 
Communities 
Dataset 16 

speed, and precipitation to provide an 
understanding of how conducive the 
projected conditions are to wildfire 
development.  
To understand the current  and future 
exposure to wildfire, SDG&E CAVA 
evaluated the following variables for the 
vulnerability assessment: historical burn 
probabilities and annual change in the 
number of days above the 95 th percentile 
FWI. The historical relative wildfire 
likelihood was obtained from the USDA 
and USFS Wildfire Risk to Communities 
dataset.  The Canadian FWI was 
calculated using the LOCA2 - CA dataset.  

Inland 
Flooding 

LOCA2- CA 
Variable 
Infiltration 
Capacity (VIC) 
3 km gridded 
runoff and 
LOCA2- CA 3 
km gridded 
precipitation 
projections  

CEC AWS S3 
Data Catalog 18 

LOCA2- CA VIC runoff projections are 
calculated based on meteorological data 
from 13 LOCA2- CA models that are used 
to drive the VIC land surface model. 
Runoff represents excess water that 
flows over the surface into adjacent 
bodies of water from precipitation, 
snowmelt, and irrigation that is not 
absorbed into the land.  
LOCA2- CA gridded precipitation 
projections follow the same approach as 
temperature projections described 
above. 

Landslide  

California 
DEC/Geological 
Survey Deep 
Landslide 
Susceptibility 
Rating and 
LOCA2- CA 3 
km gridded 

CEC AWS S3 
Data Catalog 19 
 
California 
Department of 
Environmental 
Conservation 
and California 

LOCA2- CA gridded precipitation 
projections follow a similar approach as 
temperature projections described 
above  for the SSP3- 7.0 50 th percentile 
scenario only.  
To understand present day and future 
exposure to landslides for gas assets , 
SDG&E evaluated the following variables 
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Hazard  Dataset  Data Source  Description  

precipitation 
projections  

Geological 
Survey 

for the vulnerability assessment: change 
in annual maximum 60 - day total 
precipitation  and historical landslide 
susceptibility . The historical relative 
landslide susceptibility  was obtained 
from the California DEC and California 
Geological Survey  Landslide 
Susceptibility Rating  dataset.  

Coastal 
Flooding 

Coastal Storm 
Modeling 
System 
(CoSMoS) 
storm  surge20  
and CMIP6 tide 
gauge SLR 
projections for 
the southern 
California coast 
at La Jolla tide 
gauge 

CoSMoS 
 
California SLR 
Guidance: 
2024 Science 
and Policy 
Update 21 

CoSMoS models inundation depths as a 
result of SLR and the 100 - year and 20 -
year storms (note that as such, the 
baseline/0  SLR just shows the 100- year 
or 20 - year storm) for 2030, 2050, and 
2070 under intermediate - high SLR 
scenarios. 
CoSMoS inundation depth layers are 
available in 25  cm (~10 inches ) SLR 
increments. The closest SLR depth layer 
is used for each SLR scenario.  
Coastal flood data used in this workbook 
are generated as a part of the USGS 
CoSMoS,22 and SLR increments chosen 
for the study correspond with the 
updated 2024  SLR guidance from 
+·ìßÙøĆóß·źĊƇ^ÄÍ·óƇiĆøĐÍÄĐßøóƇ+øĔóÄßìƇ
(OPC). 
 

Coastal 
Erosion 

CoSMoS 
projected cliff 
retreat and 
shoreline 
conditions , as 
well as CMIP6 
tide gauge SLR 
projections  

CoSMoS 
 
California SLR 
Guidance: 
2024 Science 
and Policy 
Update 23 

CoSMoS models geospatial cliff retreat 
and shoreline conditions  for 2030, 2050, 
and 2070 SLR scenarios  under 
intermediate - high and high sea level 
scenarios. 
SLR increments chosen for the study 
correspond with the updated 2024  SLR 
ÚĔßÉ·óÄÍƇÙĆøòƇ+·ìßÙøĆóß·źĊƇ^ÄÍ·óƇ
Protection Council (OPC).  
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Hazard  Dataset  Data Source  Description  

 

Land 
Subsidence  

USGS land 
subsidence in 
California  

USGS Areas of 
Land 
Subsidence in 
California 24 
 

The USGS- developed map provides an 
overview of areas of recorded 
subsidence (historical and current) 
across California. Additionally, the map 
provides classifications for the causes of 
subsidence. The majority of land 
subsidence across the state is caused by 
groundwater pumping.  

 
SDG&E select ed threshold  values for each metric  that represents each climate hazard . The 
thresholds are used to score exposure levels on a 0 - to - 5 scale. A value of  0 represents no 
exposure and 5 represents  maximum exposure.  The hazard- specific exposure thresholds 
were selected using  20 th, 40 th, 60 th, 80 th percentiles as shown in  Table 3. Exposure threshold 
percentiles are derived from  all grid cells in the SDG&E service territory using the historical 
and CAVA OIR reference  SSP3- 7.0 projections between the center years  of 2015- 2090.  
Climate variable projections use  sliding 20 - year window s starting with a center year 2015 
(2005 - 2024) and ending with a center year 2090  (2080 - 2099) to reduce the effects of 
natural ly occurring  internal  climate varia bilities , such as the El- Niño Southern Oscillation s 
(ENSO). When determining exposure threshold percentile s, the projections that examine 
50th percentile in a 20 - year period ( time - P50) and 50th percentile across the GCM  model 
dimension (model - P50) are typically used at each grid cell . The climate - variable specific 
thresholds and scores are presented in section 3.2. Vulnerability Analysis.  
 

Table 3. Exposure scoring using  distribution of climate projections 25 
Percentiles  Exposure Score  

0  0  
>0 - 20% 1 

>20- 40% 2 
>40- 60% 3 

>60- 80% 4 
>80% 5 

 
In some cases, quantiles were not sufficient to separate exposure scoring buckets and an 
expert evaluation of climate change was used to adjust the relative range of exposure across 
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the service territory, using precedent from past vulnerability and risk assessments performed 
across North America and reviewing SDG&E SME input on design standards and risk 
tolerance. Exposure score thresholds remain constant and do not change over time. Scores 
are designed to capture the relative change in climate hazard distributions over time and 
assume that present - day exposure represen ts an acceptable level of risk. As the climate 
changes, however, SDG&E may be willing to accept a level of risk that e xceeds the present 
day. This study helps to  identify an acceptable level of risk based on the vulnerability scoring 
and monitor exceedance of those levels over time.  
 
Climate hazard projections and exposure were mapped and summarized in Section  3.2. 
Vulnerability Analysis across the SDG&E service territory and by using four distinct regions, 
which are defined using the National Weather Service ( NWS) Public Forecast Zones: Coastal, 
Inland, Mountain, and Desert , as shown in Figure 6. To visualize different emissions scenario s 
and model uncertainty in the climate projections , a representative location  is used for each 
region: San Diego Downtown  for Coastal,  Escondido  for  Inland, Julian for Mountain , and 
Borrego Valley Airport (in Borrego Springs) for Desert. 
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Figure 6. National Weather Service (NWS) zones in SDG&E service territory 26 

 
 
SDG&E recognizes that the GWL framework  will be required  for any future CAVA filings with 
the CPUC, starting in 2026 .27 GWLs provide signposts for  the level of increase in average 
global surface temperature over time , measured as anomalies relative to the pre- industrial 
reference temperature  level. While the current SDG&E CAVA submission uses the most up -
to - date, advanced climate science projections for  California that are  available to the utilities  
at the time of this filing  (e.g., CMIP6, LOCA2- CA), SDG&E is still in the process of evaluating 
the use of a standardized GWL approach as the basis for CAVA planning , with the ultimate 
goal to align with  how this framework is interpreted and established  by CaliforniaźĊƇFifth 
Climate Change Assessment  (or other state - issued policies ) that examines the  authorized 
datasets made available via the Cal - Adapt Analytics Engine. SDG&E also want to ensure that 
the adoption of the GWL framework would not preclude alignment with peer utilities as well 
as national, state, and local agencies, who predominantly use the year- based  SSP projection 
framework as the basis for climate adaptation  and resilience planning.  
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Although the SDG&E CAVA analysis has been performed with the state - of- the - art  GCM 
simulations performed under the latest CMIP6 protocol,  it is important to emphasize that 
there still exists a considerable  level of inherent uncertainty  associated  with climate 
modeling , which  requires making a number of approximations and assumptions t o estimate 
the most likely  climate conditions for the Earth  system  for  future  years. This has led to several 
areas of discrep ancy between the observations  and model simulations , 28 as well as ĐÞÍƇŷhot 
modelŸƇproblem , where GCMs predict future conditions that are significantly warmer than  
the likely range inferred from multiple lines of evidence . 29 As part of the efforts to circumvent 
this inherent uncertainty associated with climate modeling, the SDG&E CAVA analysis uses 
all the available CMIP6- based datasets  and their realization/ensemble members  wherever 
possible to ensure that  projection  metrics are  targeting the most robust signals that are  
simulated across the  CMIP6 GCMs.  
 
3.1.1.2 Sensitivity  
pÍóĊßĐßğßĐĦƇĊÄøĆÍĊƇĆÍÙìÍÄĐƇĐÞÍƇÉÍÚĆÍÍƇĐøƇĠÞßÄÞƇ·óƇ·ĊĊÍĐźĊƇßóĐÍÚĆßĐĦƇøĆƇnormal operation  could 
be adversely impacted in the event of climate hazard exposure . The justification of  asset 
sensitivity scores to the exposure of each hazard was coordinated with SMEs for each asset 
type  included in the analysis . The assets included  are listed in Sections 3.1.2 and 3.1.3 for 
electrical and gas assets, respectively.  
 
Sensitivity was scored on a scale from 0 to 5, with 0 representing no impact in the event of 
hazard exposure and 5 representing significant impact . A general description that guided  the 
scoring for each asset - hazard combination is presented in Table 4. The sensitivity score 
justification s for each asset - hazard combination are provided in Appendix I Ų Sensitivity 
Scoring Results.  
 

Table 4. Sensitivity scoring matrix  

Score  Explanation  

N/A  
(0 ) 

Asset, operation, or system faces no adverse impacts from this hazard. In 
the event of hazard exposure, asset components remain fully operational.  

Minimal  
(1) 

Asset is rarely impacted from this hazard and when impacted, effects are 
minimal . Minor wear and tear to assets may occur but can be addressed by 
routine maintenance.  

Low  
(2)  

Asset typically face s minimal adverse impacts from this hazard. In the event 
of hazard exposure some long - term impacts may occur (e.g., accelerated 
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Score  Explanation  

aging, temporary stress). While there are no immediate threats to 
functionality, repairs may be required to prevent further deterioration.  

Moderate  
(3)  

Asset or system may incur moderate, repairable physical damage from high-
threshold hazard exposure, leading to short - term operational disruptions , 
with chronic impacts mitigated by certain factors.  

High 
(4)  

Asset or system may suffer immediate failure and significant physical 
damage from moderate hazard exposure, leading to prolonged operational 
disruptions and requiring extensive repairs.  

Severe  
(5)  

Asset  or system with limited tolerance to hazards may experience sudden 
failure , damage, and long- term outages, requiring replacement or major 
reconstruction. 5 

 
SDG&E derived a sensitivity score at the  asset - type  level with the definitions described 
above . SDG&E made the analysis more granular  by including specific information at the 
individual - asset level , such as material,  and asset health . For example, the sensitivity score 
of wooden poles to wildfire is higher than  that of steel poles . Similarly, SDG&E SMEs are aware 
that  their  4 kV distribution underground and overhead conductors are more sensitive to 
extreme heat. As a result , SDG&E increased the  sensitivity score to extreme heat for 4 kV 
conductors relative to oth er conductors .  
 
After modifying the asset  score based on these individual  characteristics , the integration of  
asset health postulates that assets that a re adequately maintained  and present no 
deficiencies  might be more resistant to exposure to climate hazards . To determine asset 
health, SDG&E ·ÄąĔßĆÍÉƇăĆøÃ·ÃßìßĐĦƇøÙƇÙ·ßìĔĆÍƇÉ·Đ·ƇÙĆøòƇp0@ư4źĊƇ ĊĊÍĐƇX·ó·ÚÍòÍóĐƇĐÍ·òƇ
for primary underground conductors, primary overhead conductors, overhead structures, 
and substations .30  Probability of failure was used as a proxy for  asset health, and asset health 
was added to the general asset  sensitivity score as follows: 

¶ Good health =  0 . If the probability of failure is between 0 and 40%. The original 
sensitivity value remains unchanged.  

¶ Fair health = 0.5 . If the probability of failure  is between 4 0  and 70%. The original 
sensitivity value increases by half a point.  

¶ Poor health = 1. If the probability of failure is between 70 and 100% , or if its probability 
of failure  is unknown. Conservatively, the  absence of health information was 
considered as detrimental as verified poor asset health. The original sensitivity value 
increases by one point.  
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It is important to note that the maximum possible sensitivity  score is 5 . When the SME asset 
sensitivity score is a 5, poor or unknown  asset health does not increase the score to a 6. The 
reasoning is that if an asset can experience sudden failure upon exposure to a climate hazard, 
then the condition of the asset is moot. For example, a pad- mount transformer that is not 
rated to be submersible, will experience adverse effects when exposed to inland or coastal 
flooding regardless of asset health.  
 
This sensitivity scoring  approach considers any previously implemented resilience strategies 
that reduce sensitivity (e.g., changing wooden poles to steel) or asset conditions that may 
exacerbate potential impacts (e.g., poor asset health).  
 
3.1.1.3 Adaptive Capacity  
Generally, adaptive capacity is defined as the broad range of responses and adjustments to 
daily and extreme climate change - related events to mitigate the impact of those events . This 
study  considers  the adaptive capacity of S DG&EźĊƇÃĔĊßóÍĊĊ as well as the adaptive capacity 
of the communities  it serves . Two distinct  methods are utilized  to evaluate these two types 
of adaptive capacity. The adaptive capacity of p0@ư4źĊƇÃĔĊßóÍĊĊ was scored based on SME 
input  within the operational maturity components and  is factored into the vulnerability 
methodology  equation  in Figure 5. Community adaptive capacity was evaluated by 
developing  the Community Vulnerability Index (CVI) . Methodology and application of the CVI  
are detailed in Section 4.1 -  Community Vulnerability Index (CVI) . 
 
Operational maturity is defined in this report as the level to which the Company  engages in 
best  practices that advance resilience to extreme weather . SDG&E evaluated the maturity 
level of  five resilience practices ,31 which it  arrived at after conducting research  on operational 
resilience topics , selecting the most relevant for this purpose , and modifying it to fit the 
ĊÄøăÍƇøÙƇĐÞßĊƇ·ĊĊÍĊĊòÍóĐƇ·óÉƇp0@ư4źĊƇøăÍĆ·ĐßøóĊƇ·óÉƇĊÍĆğßÄÍĊŜ 

1. Inclusion of weather projections , to expand or adapt risk management activities and  
long- term planning .  

2. Investment in new technology , to minimize negative impacts of extreme weather  and 
deliver better or more efficient performance .  

3. Accountability , by tracking performance metrics . 
4. Communication and feedback , both within the organization and to the public to 

enhance accountability and sharing of best practices.  
5. Workforce training , to maintain high quality , empower professional development , and 

foster dynamic and flexible workforces . 
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Operational maturity was scored from 0 to 5 by assessing each of the five resilience 
practices  listed above. A question for each practice was posed to SMEs to which they 
answered on a point scale from 0  to 1, through the lens of each climate hazard : 0 (strongly 
disagree), 0.5 (somewhat agree or disagree), or 1 ( strong ly agree). The points were then added 
for each operation for a minimum score of 0 or a max imum score of 5.  The questions  are 
presented in Table 5.   
 

Table 5. Resilience practices questionnaire  

Resilience Practice  Question posed to SMEs  

Inclusion of weather 
projections to build 
situational awareness  

Are historical  and projected weather due to climate change 
used to inform required updates?  

Investment in new 
technology  

Are there investments in new technologies and innovation to 
deliver better or more efficient performance?  

Accountability  
EĊƇĐÞÍƇĊĔÄÄÍĊĊƇøÙƇĐÞÍƇĐÍ·òĊźƇăÍĆÙøĆò·óÄÍƇĆÍì·ĐÍÉƇĐøƇĐÞÍƇÞ·Ĭ·ĆÉƇ
tracked through performance metrics?  

Communication and 
Feedback  

Is diverse internal and external stakeholder communication 
and feedback related to the hazard occurring?  

Workforce and Training  
Are the personnel involved regularly trained to be flexible, 
collaborative, and prioritize safety in preparation for extreme 
weather events?  

 
The operational maturity score for each operation and service was averaged by climate 
hazard. The resulting score was integrated into  the vulnerability formula by turning it into an 
adaptive capacity multiplier that ranges from 0 .95 to 1 through the following formula:  
 

ὃὨὥὴὸὭὺὩ ὧὥὴὥὧὭὸώ άόὰὸὭὴὰὭὩὶ
ρππὕὴὩὶὥὸὭέὲὥὰ ὓὥὸόὶὭὸώ ὛὧέὶὩ

ρππ
 

 
The interpretation  of the formula above is that  adaptive capacity can reduce the potential 
for impact (i.e., exposure x sensitivity)  score by up to 5  %, when the operational maturity 
score by climate hazard is 5. It should be noted that existing system hardening and asset 
condition are already considered as part of the sensitivity scores. Therefore, a  maximum 
reduction of 5  % was defined for adaptive capacity  to preserve a higher weighting on the 
exposure and sensitivity components of the equation.  The adaptive capacity multiplier is 
consistent for all electrical asset types, only changing by climate hazard. The results shown 
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in Table 6. Operational maturity scores by climate hazard  for electrical assets  were used to 
arrive at  the vulnerability results for each climate hazard  presented  in Section 3.2.  
 

Table 6. Operational maturity scores by climate hazard  for electrical assets  

^ăÍĆ·ĐßøóƇ·óÉƇ
pÍĆğßÄÍ 

+ø·ĊĐ·ìƇ
?ìøøÉßóÚ 
ŪøĔĐƇøÙƇŊū 

Eóì·óÉƇ
?ìøøÉßóÚ 
ŪøĔĐƇøÙƇŊū 

§ßìÉŀĆÍ 
ŪøĔĐƇøÙƇŊū 

4ĥĐĆÍòÍƇDÍ·ĐƇ
ŪøĔĐƇøÙƇŊū 

4òÍĆÚÍóÄĦƇ
lÍĊăøóĊÍ 

ŉŚŅ ŉŚŅ ŉŚŊ ňŚŊ 

+øòòĔóßÄ·Đßøó ŇŚŊ ŇŚŊ ŉŚŊ ŇŚŊ 
¦ÍÚÍĐ·ĐßøóƇ
X·ó·ÚÍòÍóĐ 

ŇŚŊ ŇŚŊ ŉŚŊ ňŚŅ 

p·ÙÍĐĦƇ^ăÍĆ·ĐßøóĊ ŉŚŅ ŉŚŅ ŉŚŊ ňŚŊ 
lÍìß·ÃßìßĐĦƇ
iì·óóßóÚ 

ŉŚŊ ŉŚŊ ŉŚŊ ŉŚŅ 

ĊĊÍĐƇ
X·ó·ÚÍòÍóĐ 

ŇŚŊ ŇŚŊ ŉŚŊ ŇŚŊ 

pĔăăìĦƇ
X·ó·ÚÍòÍóĐ 

ŇŚŊ ŇŚŊ ňŚŊ ŇŚŊ 

ğÍĆ·ÚÍ ňŚŇ ňŚŇ ŉŚŉ ňŚņ 
É·ăĐßğÍƇ
+·ă·ÄßĐĦƇ
XĔìĐßăìßÍĆ 

ƘŪņŅŅŰňŚŇūŧņŅŅū 
ƘƇŅŚŎŋō 

ƘŪņŅŅŰňŚŇūŧņŅŅ 
ƘƇŅŚŎŋō 

ƘŪņŅŅŰŉŚŉūŧņŅŅ 
ƘƇŅŚŎŊŋ 

ƘŪņŅŅŰňŚņūŧņŅŅ 
ƘƇŅŚŎŋŎ 

    
For gas assets, SDG&E adopted the adaptive capacity defin ition  by SCG.32 SCG determined 
if adaptive capacity was low, medium, or high  depending on the capability to manage the 
climate hazard  now and in the future.  SDG&E converted the qualitative scores into a 0 (low), 
3 (medium ), 5 (high)  scale for consistency. The adaptive capacity scores for gas assets are 
presented in Table 7. 
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Table 7. Adaptive capacity scores for gas assets  

Asset Type  
Coastal 
Flooding  
(out of 5)  

Inland 
Flooding  
(out of 5)  

Coastal 
Erosion  

(out of 5)  

Landslide  
(out of 5)  

Wildfire  

High- Pressure 
Pipes 

3 3 3 
3 
 

3 

Medium -
Pressure Pipes 

3 3 3 3 3 

Regulators, 
Compressors, 
Valves 

5 5 5 3 3 

Storage Fields*  3 3 1 3 3 
* There are no storage fields in the SDG&E service territory  

 
3.1.1.4 Vulnerability  
Vulnerability is the potential impact  for assets  and operations due to climate hazards , 
reduced by the ability to cope or mitigate negative outcomes (i.e., adaptive capacity) . The 
vulnerability scores were calculated at  the individual - asset level. This analysis equips SDG&E 
with a comprehensive list of assets  with their individual exposure, sensitivity, adaptive 
capacity and resulting vulnerability scores. The vulnerability scores were calculated for four 
t ime horizons ( baseline, 2030, 2050 , and 2070) ; three Shared Socioeconomic Pathways  
(SSP) scenarios (SSP2- 4.5, SSP3- 7.0, and SSP5- 8.5); two percentiles across time dimension 
in 20 - year bands  (50th and 95th , referred t o as time - P50 and time - P95); and two 
percentiles  50 th and 90 th percentiles across GCM model dimensio n (50 th  and 90th,  referred 
to as model - P50 and model - P90).  
 
This granular information allows SDG&E to identify assets, groups of assets, and geographical  
areas of concern to inform future planning. Assets can be ranked using the vulnerability 
scores to identify short - , medium- , and long- term interventions (i.e., resilience measures) 
that may be required for each asset type and climate hazard. The inherent  uncertainty of 
climate projections  is captured by  the range of results through time horizons and 
socioeconomic pathways. This detailed vulnerability assessment equip s SDG&E with inputs  
that can be integrat ed into existing processes for robust climate - resilience planning.   
 
Vulnerability  scores were summarized as  ŷìøĠŸśƇŷòÍÉßĔòŸƇøĆƇŷÞßÚÞŸ, based on the thresholds 
shown in Figure 7. The intervention timeline for a ssets within the ŷlowŸ vulnerability  category  
could be included in long - term  planning , assets in the ŷmediumŸ category could be included 
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in medium - term planning and assets in the ŷhighŸ category could be included in short - term 
planning. The vulnerability res ults by asset type are presented in Section 4. An example of 
how exposure, sensitivity, and adaptive capacity are integrated to arrive at a vulnerability 
score is shown in  Figure 7 below.  

 
Figure 7. Example of vulnerability scoring  

 
 
3.1.2 Electrical Assets  in Scope  
SDG&EźĊ electrical assets were grouped into five asset families: distribution, transmission, 
substations, communication , and facilities . These can be defined as follows:  

¶ Distribution assets deliver electricity to homes and businesses at voltages that 
typically range from 4.8 to 12.5 kilovo lts (kV) .  

¶ Transmission assets carry electricity over long distances , typically from generation 
facilities to substations, or between substations , at nominal operating voltages 
ranging from 69  to 500 kV.  

¶ Substations are facilities where one or more generation, transmission  or distribution, 
or transmission systems interconnect to supply electricity to other parts of the grid.  
Substations provide isolation , switching , and transformation functions to protect the 
grid, facilitate operations , and maintain acceptable voltage levels .  

¶ Communication assets  are property or equipment used primarily for voice and data 
communications . These assets are essential for enabling and maintaining 
communication networks .  

¶ Facilities refer to various types of building and center spaces that support p0@ư4źĊƇ
operations  including asset critical facilities (not to be confused with community 
critical facilities outlined  in section 4) . 

Table 8 provides a list of electrical components included  (i.e., individual assets) for each of 
the asset families  included in the assessment.  
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Table 8. List of electrical assets used in the vulnerability assessment 33 

Asset  Family  Components  

Distribution  

¶ Primary Underground Conductor s (11,182 miles) 
¶ Primary Overhead Conductor s (6,414 miles ) 
¶ Poles (232,551 count ) 
¶ Dynamic Protective Devices (6,733 count)  
¶ Switches (pad mount, underground , overhead) (13,466 count)  
¶ Transformer Device s (overhead, pad mount , subsurface)  (176,378 

count ) 
¶ Voltage Regulator s (419 count ) 
¶ Capacitors (PF correcting equipment) (1,359 count)  

Transmission  
¶ Overhead Line Sub Segment s (2,014 miles) 
¶ Underground Lines (200 miles ) 
¶ Poles and Towers (14,538 count ) 

Substation  

¶ Substation Transformers  (684  count ) 
¶ Substation Reactors  (1,291 count ) 
¶ Voltage Regulators  (37 count ) 
¶ Protection and Control Devices  (13 count ) 
¶ Switchgear, Circuit  Breakers, and Capacitor Banks  (1,131 count ) 

Commu nication  

¶ Overhead Fiber , Copper  (567 miles) 
¶ Underground Fiber, Copper  (192 miles) 
¶ Communication  Poles (10,087 count ) 
¶ SCADA (RTU) (3,293 count ) 
¶ Antennas  (2,593 count ) 

Facilities  

¶ Office Buildings (Headquarters, Call Centers, Training Centers, 
Warehouses, Generation admin offices)  (8 count ) 

¶ Construction & Operation Centers (includes battery storage 
facilities and microgrids)  (11 count ) 

¶ Communication Centers (56  count ) 
¶ Asset Critical  Facilities 34 (data centers , mission control grid 

operation center)  (2 count ) 

 
3.1.3 Gas Assets in Scope  
The analysis of gas assets in this CAVA focused on the following asset families: High Pressure 
(HP) pipes, Medium Pressure (MP) pipes, and Regulators, Compressors, and Valves. Table 9 
provides a list of gas components of the system included in the assessment, divided by asset 
family. 
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Table 9. List of gas assets used in the vulnerability assessment  

Asset  Family  Components  

High- Pressure (HP) 
Pipes 

¶ High- Pressure Pipes (579 miles)  
¶ High- Pressure Service Pipes (2.4 miles)  

Medium - Pressure (MP) 
Pipes 

¶ Medium - Pressure Pipes (7,948 miles)  
¶ Medium - Pressure Service Pipes (7,070 miles)  

Regulators, 
Compressors,  and 
Valves 

¶ Controllable Gas Valves  (23,175 count) 
¶ Non- Controllable Gas Valves  (2,203 count)  
¶ Regulators (666 count)  
¶ Moreno  compressor station (1 count)  

 
3.1.4 Operations and Services  
Beyond physical  assets, p0@ư4źĊƇøăÍĆ·ĐßøóĊƇ·óÉƇĊÍĆğßÄÍĊ ·ĆÍƇ·ƇÄĆĔÄß·ìƇă·ĆĐƇøÙƇĐÞÍƇ+øòă·óĦźĊƇ
ability to work as a coordinated and resilient system. Vulnerabilities across Operations and 
Services have the potential to result in delayed resp onse, inability  to quickly recover , or act 
toward improving resilience against  climate events. SDG&E reviewed the following  7 
operations and services  that are key to the organization : 

1. Asset Management  
2. Vegetation Management  
3. Emergency Response  
4. Communication s 
5. Safety Operations  
6. Reliability Planning 
7. Supply Management  

SDG&E identif ied how each of these operations and services could  be impacted by climate 
hazards to identify ones  that  would  require further analysis. For instance, the frequency with 
which some activities take place , the design standards  and asset replacement rates, or safety 
protocol might need to be adjusted to account  for projected weather conditions . The results 
of this analysis are  provided  in Section 3.2. Each of the operations and services are defined 
below . 
 
3.1.4.1 Asset  Management  
Asset management in an electrical utility involves the strategic and systematic process of 
developing, operating, maintaining, and upgrading electrical infrastructure assets to ensure 
their reliability, efficiency, and safety. This practice encompasses the compre hensive 
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management of assets throughout their lifecycle, integrating people, processes, data, 
analytics, and technology to mitigate risks and optimize performance. It includes the 
coordination of design standards, maintenance protocols, and interactions with exter nal 
entities , such as equipment manufacturers and regulatory bodies , to stay abreast of the 
latest industry standards and innovations.  
 
The SDG&E Asset Integrity Management (AIM) program, driven by the asset management 
organization, advances the development and implementation of a comprehensive, 
sustainable and risk - informed Asset Management System (AMS), encompassing people, 
process, data, analytics , and technology. 35 SDG&E uses tools like the DOBLE ARMS software, 
which compiles asset data and ranks assets based on their vulnerability while identifying 
those that may be at risk during wildfire and extreme heat events. Given that the risk of 
extreme heat events and wildfire conditions are projected to increase in the coming decades, 
there may need to be a shift in the asset management approach to account for these 
changes in climate change.  SDG&E also uses standard ratings for lines ; these specifications 
are required to be kept up to date by Western Electricity Coordinating Council ( WECC) for 
rating overhead and underground lines.  As the climate changes, line ratings may need to 
change to account for shifts in climate conditions.  

 
The asset management group coordinates design standards with operations, maintenance 
and engineering teams. The group interacts with external entities , like equipment 
manufacturers and industry standards (e.g., Institute of Electric al and Electronics Engineers), 
to stay informed on the latest requirements and recommendations.  
 
3.1.4.2 Vegetation  Management  
p0@ư4źĊƇğegetation management program  involves tracking and maintaining an inventory of 
trees and poles, patrolling lines, and pruning or removing hazardous trees. This program aims 
to reduce wildfire risk and maintain service reliability by ensuring trees do not contact power 
lines. It includes database management of tree characteristics, such as species, growth rates, 
and failure likelihood, to guide clearance activities. The program specifies trimming extents, 
such as a minimum post - trim clearance of 12 feet for high fire threat districts ( HFTD)36 and 
18 inches for non- HFTD areas, always ensuring tree clearance. SDG&E's robust vegetation 
management program trims or removes approximately 175,000 trees annually, focusing on 
avoiding risks within its service area.  
 
SDG&E currently uses several standards and procedures to guide its vegetation 
management practices , including data collection, workforce development, and clearance 
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requirements. The attributes of the approximately  500,000 trees in its service area  are 
uploaded to an ESRI powered database whenever an inspection is performed. Currently, 
SDG&E uses this ESRI powered database to keep track of trees and poles.  
 
While the database is comprehensive, including every tree and pole on a district/community 
level, SDG&E has not formally adopted any predictive analytics currently. This program could  
benefit by  incorporating remote sensing, LIDAR, and satellite imagery to help augment 
activities and data analytic modeling with its wildfire team to help prioritize and better 
predict areas where trimming is needed.  For all trees within an HFTD (66% of the service 
territory), inspections are performed three times per year. Tr ees within HFTDs have a strict 
minimum clearance of 12 feet at all times ; however , trimming always exceeds  this minimum 
to ensure asset safety. Although the trimming protocols are cycle d and not condition - based, 
the vegetation management team performs multiple , redundant activities within the annual 
cycles that ensure vigilance and routine inspection and corrective action where necessary .  
 
While SDG&E does not use any specific climate considerations for vegetation management, 
it does require that a portion of its workforce has a certain level of background with relevant 
topics such as tree health and biology, and should include topics such a s weather conditions, 
topography, etc. As the risk of wildfire grows, however, there may need to be a shift in the 
frequency of vegetation management practices to better mitigate projected increases in 
wildfire risk. Additionally, changes in the frequency and severity of winter storms can pose a 
risk as severe storms can lead to tree contact with lines. Accounting for projected climate 
change in vegetation management practices will be important for maintaining  safety and 
reliability.  
 
3.1.4.3 Emergency Response  
p0@ư4źĊ emergency response practice involves coordinated efforts to manage and mitigate 
the impacts of unforeseen events , such as wildfires, storms, and other natural disasters. The 
practice includes comprehensive planning and preparation, such as the development of 
emergency response plans that comply with regulatory requirements and may consider 
dynamic  climate hazard  emergencies. SDG&E employs technologies for communication and 
situational awareness, leveraging Emergency Operation Centers (EOCs), advance d virtual 
EOCs, and redundant communications technologies , such as radio and satellite phones. 
Routine training exercises, in collaboration with regional partners, ensure readiness for 
various hazards , including both historical and emerging threats . The practice also includes 
maintaining robust customer communication strategies, particularly with vulnerable 
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communities, to provide timely updates during events like Public Safety Power Shutoffs  
(PSPSs).  
 
The SDG&E General Order 166, 2021 Emergency Response Plan Compliance Report includes 
the W ildfire Mitigation Plan (WMP). The WMP explicitly includes consideration of climate 
change risk in compliance with the California CPUC statutory wildfire mitigation plan 
ĆÍąĔßĆÍòÍóĐƇøÙƇŷßóÄìĔÉßóÚƇÄøóĊßÉÍĆ·ĐßøóƇøÙƇÉĦó·òßÄƇÄìßò·tÍƇÄÞ·óÚÍƇĆßĊêŚŸƇvÞÍƇ§Xi team  is 
coordinating with  the Fire Science and Climate Adaptation (FS&CA) CAVA team  for alignment 
in the dataset s and methodology that will be used to examine the future projections of 
wildfire - related  risk/vulnerability  across the SDG&E service territory . Climate change is 
expected  to alter  the frequency and intensity  of various hazards, including  extreme heat , 
wildfires , and flooding  in p0@ư4źĊ region. These shifts may lead to increased demands on 
emergency response services, potentially straining this program and necessitating 
adaptations to address evolving climate conditions effectively.   
 
3.1.4.4 Communications  
p0@ư4źĊƇÄommunications group  encompasses  a wide range of activities aimed at ensuring 
clear, timely, and effective communication with customers, partners, and other stakeholders. 
The communications group uses  various technologies, including text, email, phone, and web 
portals to disseminate information before, during, and after events such as power outages, 
maintenance work, and emergency situations. The goal is to provide real - time insights and 
updates, maint ain situational awareness, and ensure that all affected parties, including 
vulnerable communities and first responders, are adequately informed and prepared. 
Effective communication is crucial for maintaining service reliability, safety, and customer 
trust , particularly in the face of increasing climate - related risks and the potential  need for 
more frequent PSPS events. 
 
SDG&E communicates with customers and partners (including first responders, tribal 
leaders, and hospitals) in 22 languages through text, email, and phone , as well as using the  
Public Safety Partner Portal . The procedures  in place  dictate that contact with customers 
should take place before, during, and after events.  
 
As climate change impacts the frequency and severity of different climate events, there may 
be a need for more frequent and targeted communications. For example, daily maximum 
temperatures above 104  °F are projected to increase across the service territory in the 
coming decades. This may require more targeted communications with communities, 
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particularly those most vulnerable to extreme heat, to both warn of looming events and 
communicate during events.  
 
3.1.4.5 Safety  Operations  
SDG&E's safety operations encompass a comprehensive framework designed to safeguard 
employees, contractors, and the community from various occupational hazards. The 
Company adheres to stringent standards set by the California Division of Occupational 
Safety and Health (CALOSHA), implementing measures like engineering controls, scheduling 
adjustments, and personal protective equipment (PPE) to mitigate risks associated with 
extreme heat, wildfire smoke, and other hazardous conditions. Emphasis is placed on 
contin ued training  with the goal of  empowering staff to recognize and respond to unsafe 
situations effectively. Furthermore, contractors must meet rigorous safety criteria, ensuring 
a unified commitment to maintaining a safe working environment across all operations.  
 
CALOSHA sets temperature thresholds for indoor and outdoor work  at  87 °F and 95 °F, 
respectively.  If the  indoor temperature thresholds are met  or exceeded , then engineering 
controls are implemented (air conditioning, fans, etc.). Additionally, SDG&EźĊ heat illness 
prevention safety standard outlines roles and responsibilities for different groups to prioritize  
employee safety for outdoor temperatures.  Given that extreme heat is projected to increase 
in the coming decades, the Company may need to invest more resources in cooling and 
safety protocols to continue to prioritize employee safety .  
 
In 2019, the Wildfire Smoke Protection Policy became a permanent regulation  in the State of 
California , setting guidelines for safe worker conditions in wildfire conditions. While climate 
change was not explicitly incorporated into the regulation, SDG&E is working with its wildfire 
team to consider the impacts of climate change to advance in particulate monitoring both 
independently and in coordination with San Diego County. Given that the risk of wildfire is 
projected to increase across the service territo ry, it is important to continue evaluating  the 
Wildfire Smoke Protection Policy to ensure that it accounts for projected changes in wildfire 
risk.  
 
Additionally,  tree contractors working with SDG&E must be registered with a safety clearing 
house and have an acceptable safety rating. SDG&E also mandates a ratio of supervisors to 
field workers and encourage s several mitigation measures , including scheduling (e. g., time 
limits of exposure), and PPE (e.g., cooling vests) , and train ing to understand unsafe conditions 
and take necessary safety - preserving  actions.  
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3.1.4.6 Reliability Planning 
Reliability planning at SDG&E is a critical process aimed at ensuring consistent and 
dependable electricity delivery to customers amidst various challenges, particularly those 
posed by weather conditions. It includes load forecasting and capacity planning practices.  
SDG&E's 2021 Annual Electric Reliability Report highlights weather as a major factor in 
unplanned outages over the past decade, with high winds, rainstorms, and wildfires being key 
contributors. By analyzing the vulnerability of assets to such e vents and conducting annual 
summer preparedness programs, SDG&E identifies circuits at risk of overloading and ensures 
readiness for peak demand periods. For example, the planning process incorporates a 
threshold of 100  °F ambient temperature and 2  feet per second  wind speed to model and 
predict the impact of extreme heat  on system performance. This approach helps to mitigate 
potential reliability issues and maintain service standards even as climate change alters the 
frequency and intensity of extreme weat her events.  
 
Capacity planning compares the existing delivery capacity of grid assets  to forecast power 
flows on those assets to  identify areas of the grid where demand growth could result in power 
flows  exceed ing asset ratings . For the identified asset s, the planning process determines the 
infrastructure  investments that will  align system capacity with expected customer demand. 
T&D capacity planning uses load forecasts and asset ratings as inputs. Asset ratings are 
themselves dependent on ambient temperature.  Ambient temperatures significantly above 
those assumed in planning, coupled with higher than projected peak demand, such as might 
occur during a heat wave, could result in equipment overloads which could impact reliability.  
 
Load forecasting projects peak demand and energy usage for future periods. For the CPUC-
jurisdictional  IOUs, including SDG&E, system - level electric load forecasts used in 
transmission and distribution planning are primarily provided by the California Energy 
Commission (CEC) via their annual Integrated Energy Policy Report (IEPR) . The +4+źĊƇE4il 
load forecasting process considers factors including demographic and macroeconomic 
concepts, weather, energy prices, building and appliances standards and saturation s, energy 
efficiency programs and other factors affecting consumption , such as changing technologies. 
DßĊĐøĆßÄ·ììĦśƇp0@ư4źĊƇĆøìÍƇßóƇÍìÍÄĐĆßÄƇ ìø·ÉƇÙøĆÍÄ·ĊĐßóÚƇÞ·ĊƇ ÃÍÍóƇĐøƇăĆøğßÉÍƇßóăĔĐĊƇ·óÉƇ
suggestions ÙøĆƇĐÞÍƇÉÍğÍìøăòÍóĐƇøÙƇĐÞÍƇE4ilźĊƇĊĦĊĐÍò- level electric load forecast and to 
ÉßĊ·ÚÚĆÍÚ·ĐÍƇ ĐÞÍƇ +4+źĊƇ ÙøĆò·ììĦƇ ·ÉøăĐÍÉƇ E4ilƇ ĊĦĊĐÍò- level forecast to individual 
substations and circuits.  SDG&E uses a variety of inputs for this disaggregation processing, 
such as observ ed heating  degree days, cooling  degree days , and relative humidity  
corresponding to recorded loads, as well as 30 - year historical averages for normalizing 
recorded loads to average weather conditions .  
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SDG&E conducts annual summer preparedness programs, creating a watch list of distribution 
circuits that could overload. This involves analyzing assumptions and data feeds to identify 
vulnerable areas and ensure readiness for high - demand periods.  If the reliability planning 
process does not adequately model the potential impact of increasing storms, wildfires, and 
heat waves on reliability, system performance could fall below acceptable levels in the future.  
 
3.1.4.7 Supply Management  
The Supply Management, Logistics, & Supplier Diversity department (Supply Management) is 
responsible for identifying, purchasing, and managing the procurement contracts of products 
and services needed to run the  +øòă·óĦźĊƇÃĔĊßóÍĊĊ. Supply Management delivers value to 
its business clients, and therefore ratepayers, by leveraging technology and tools to assess 
market and spend intelligence. This information assists in meeting purchasing needs, 
developing and executing strategies to red uce costs, and managing contract performance. 
Supply Management engages internal departments and external suppliers to optimize the 
value that SDG&E receives from its sourcing dollars .37 
 
Notable factors that influence costs in Supply Management are:  
¶ Increased company - wide capital spend ing, requiring more contracts . 
¶ Increased number of suppliers to provide products and service s. 
¶ Increased inventory of products to support major capital projects . 
¶ Comprehensive plan to incorporate sustainability within the supply chain . 
¶ Compliance with the CPUC Diverse Business Enterprises (DBEs) goals associated with 

General Order (GO) 156. 
 

3.2 Vulnerability Analysis 
This section provides the findings of the vulnerability assessment , organized by climate 
hazard. Each subsection  characterizes the climate hazard across the service territory to  
arrive at location - specific  exposure score s and describes the sensitivity of assets and 
operational maturity to arrive a t  vulnerability scores. Finally,  the vulnerability of operations 
and services is discussed.  
 
3.2.1 Extreme Heat  
Hazard Characterization  
Extreme temperatures and heat waves are  already  becoming more common and are 
expected to increase in frequency and intensity in the future years  due to  climate change. 
San Diego County has repeatedly broken maximum temperature records, most recently in 
September of 202 4. This recent heat  wave had daytime highs of 102 °F to 112°F at inland 
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locations and 90°F to 104°F in the mountain regions.38 During a 2022 heat wave, t emperatures 
soared to 95°F  at the coast and above 100 °F inland, leading to power outages for thousands 
of residents. The prolonged nature of above- average temperature , coupled with high 
humidity, made it particularly challenging as overnight temperatures remained 
uncomfortably high. Residents were urged to reduce energy consumption to alleviate the 
strain on the power grid .39 The average annual temperature in San Diego is expected to 
increase by 7 - 9°F by the late 21st  century. Coastal and inland areas ma y see temperatures 
as high as 100- 110°F and near 110- 125°F on the average hottest day of the year by the late 
century , respectively .40  
 
Variables and Methods  
In consultation with SDG &E engineers and SMEs, the following climate variables 41 were 
analyzed for extreme heat  and used for asset exposure :  
 
¶ Annual number of days with daily average temperature above 77°F  
¶ Annual number of days with daily maximum temperature above 100.4°F  
¶ Annual number of days with daily maximum temperature above 104°F  

 
SDG&E standards assume an average ambient temperature of 77°F (25°C) for distribution 
conductors  and a maximum ambient temperature  of 100.4 °F (38°C) for rating transmission 
conductors and 104°F (40 °C) for rating transformers , reactors , and voltage regulators . 
Standards are derived from the  Institute of Electrical and Electronics Engineers  (IEEE) 
standards .42  
 
Projected Change across the SDG&E Service Territory  
The following figures illustrate the baseline (1995- 2014) conditions  and projected change by 
2050 for each of these variables. Figure 8 shows the observed  baseline (1995- 2014) and 
projected change by 2050 in the annual number of days with average daily  temperature 
above 77°F under the reference SSP3 - 7.0 scenario . Historically, the Coastal region and high -
altitude portions of the Mountain region have experienced the fewest days with average 
temperature above 77°F, while the Desert region has experienced the most. By 2050, nearly 
all regions within the SDG&E service territory are projected to experience an increase in the 
annual number of days with daily average temperature above 77°F. Large portions of the 
Inland, Mountain, and Desert regions are projected to experience the largest increase in days, 
while much of the immediate coastal region is projected to experience no or small increases 
in days. 
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Figure 8. Baseline and projected  annual days with  average temperature  above 77°F 

Observed  baseline  (1995- 2014; left panels)  and projected changes  (right panels)  in the annual 
number of days with daily average temperature above 77  °F. Projected values represent median -
year (time - P50) 2050 with median - model (model - P50 ; upper right panel ) and extreme - model 

(model - P90 ; lower right panel ) views under the SSP3- 7.0 scenario . 

 

 
 
Figure 9 shows the observed and projected change by 2050 in the annual number of days 
with daily maximum temperature above 100.4 °F under the reference SSP3- 7.0 scenario. 
Historically, much of p0@ư4źĊƇCoastal and Mountain regions have experience d near zero days 
with daily maximum temperature above 100.4°F , while pockets  of the Inland region and much 
of the Desert region have experience d the most days . By 2050, increases in the number of 
days with daily maximum temperature above 100.4°F are projected to be highest in the 
Desert region  and low- lying areas in the Inland and Mountain regions  across all scenarios. 
Nearly the entire Coastal region is projected to experience no increase in the number of days 
with maximum temperature above 100.4°F . 
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Figure 9. Baseline and projected  annual days with  maximum temperature  above 100.4°F  

Observed  baseline  (1995- 2014; left panels)  and projected change  (right panels)  in the annual 
number of days with daily maximum temperature above 100.4°F. Projected values represent 

median - year (time - P50) 2050 with median - model (model - P50 ; upper right panel ) and extreme -
model (model - P90 ; lower right panel ) views under the SSP3- 7.0. scenario . 

 

 
 
Figure 10 shows the observed and projected change by 2050 in the annual number of days 
with daily maximum temperature above 104°F  under the reference SSP3- 7.0 scenario . 
Historically, tÞÍƇò·éøĆßĐĦƇøÙƇp0@ư4źĊƇĊÍĆğßÄÍƇĐÍĆĆßĐøĆĦƇhas experience d around zero days per 
year with maximum temperature above 104°F, with the exception being pockets of the Desert 
region around Borrego Valley and locations in the southeast. By 2050 the largest projected 
increases in the number of days with maximum temperature above 104°F are within the 
Desert region, while low- lying portions of the Inland and Mountain region are projected to see 
smaller increases a cross all scenarios.  
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Figure 10. Baseline and projected  annual days with  maximum temperature  above 104°F 
Observed  baseline ( 1995- 2014; left panels)  and projected change  (right panels)  in the annual 

number of days with daily maximum temperature above 104°F. Projected values represent  median -
year (time - P50) 2050 with median - model (model - P50 ; upper right panel ) and extreme - model 

(model - P90 ; lower right panel ) views under the SSP3- 7.0 scenario .  

 

 
 
Model and Scenario Uncertainty Projected Change  
The ribbon plots below  (Figure 11, Figure 12, Figure 13, Figure 14, Figure 15, Figure 16) highlight  
changes in the annual number of days above  a certain temperature  under  different SSP 
scenarios for  the following  three temperatures : 77°F, 100.4°F, and 104°F. The ribbon plots are 
calculated using the model ensemble 10th through  90 th percentile s (model - P10 and model-
P90)  to account for the full range of potential climate futures in each emissions scenario . For 
all three temperatures  and percentiles , the number of days  above  the given temperature  
threshold  is projected to increase throughout the 21st century, especially by 2070. Notably,  
the increase  in temperature  could be more pronounced, especially by late century under a 
high- end, SSP5- 8.5 scenario. Under SSP2- 4.5, increases will be less pronounced and start to 
level off after 2050 as mitigation measures are enforced.  The uncertainty in the values for all 
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models is represented by the shaded regions surrounding the 50 th percentile line . For each 
variable, results are also presented for 20 - year P50 projections , representing the ŷmedianŸ 
year for each 20 - year projection, and P95 projections, representing a more ŷextremeŸ, tail-
end 95th percentile year for each 20 - year projection . 
 
Projections  for all extreme heat variables tend to demonstrate a relatively low degree of 
uncertainty relative to other climate hazards, as models show greater agreement on warming 
trends in response to increases in greenhouse gases . Despite general agreement in warming 
trends  across the service territory during the 21 st century, the magnitude of the increase 
comes with some uncertainty based on a large spread in the model ensembles and increasing 
temperature projections across emissions scenarios . Lower em issions (SSP2- 4.5) 
projections tend to project less warming relative to higher emissions scenarios ( SSP3- 7.0 
and SSP5- 8.5). 
 
Under the SSP3- 7.0 50 th percentile  scenario for the number of days with daily average 
temperature above 77°F, the projected increase from baseline is significantly higher than the 
baseline in all four  locations , as shown in Table 10. The table below provides an overview of 
median - year climate projections ( time - P50 ) (Figure 11). 
 

Table 10. Projected  days >77°F in San Diego County  locations  
Median- year (time - P50) projections for the annual number of days with average daily temperature 
exceeding 77°F in San Diego, Escondido, Julian, and Borrego Valley. Projected change is relative to 

the 1995- 2014 baseline. 

Location  Variable  Baseline  (1995- 2014) Year 
Projected 

change  from 
baseline *  

San Diego 
(Coastal)  

Average daily 
temperature 
above 77 °F 

8 days per year  

2030  
4 days 
(2- 8 days)  

2050  
7 days 
(5- 20  days)  

2070  
14 days 
(7- 37 days)  

Escondido 
(Inland)  

Average daily 
temperature  
above 77 °F 

34 days per year  

2030  
15 days 
(12- 24 days)  

2050  
30 days  
(21Ų54 days)  

2070  47 days  
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(24- 79 days) 

Julian 
(Mountain)  

Average daily 
temperature 
above 77 °F 

26 days per year  

2030  
17 days 
(11- 25 days)  

2050  
28 days 
(17- 47 days) 

2070  
44 days 
(24- 69  days) 

Borrego 
Valley 
(Desert)  

Average daily 
temperature 
above 77 °F 

153 days per year  

2030  
12 days 
(8- 20  days)  

2050  
 

25 days 
(13- 34 days) 

2070  
 

35 days 
(17- 52 days) 

* The values represent SSP3- 7.0 model  50th percentile ( model - P50 ) result s with the 
range from SSP2- 4.5 model 10th percentile ( model - P10) to SSP5- 8.5 model 90th 
percentile ( model - P90) given in parentheses.  All show the median - year (time - P50 ) 
projections.  
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Figure 11. Projected  days >77°F in San Diego County (2030, 2050, 2070,  t ime- P50)  
Annual number of days with average daily temperature exceeding 77 °F in San Diego, Escondido, 

Julian, and Borrego Valley . Projected values represent 2030, 2050, and 2070 in SSP2 - 4.5, SSP3- 7.0, 
and SSP5- 8.5 scenarios  for the median - year projections ( time - P50 ). 

 
 

Climate models project the changes outlined below for extreme - year projections ( time - P95) 
(Figure 12 and Table 11) 
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Table 11. Extreme- Year (P95) Projected  Days >77°F in San Diego County  
Projected change is relative to the  1995- 2014 baseline. 

Location  Variable  
Baseline  

(1995- 2014) 
Year 

Projected change from 
baseline *  

San Diego 
(Coastal)  
 

Daily average 
temperature 
above 77 °F 

13 days  per 
year 
 

2030  12 days (8- 21 days)  
2050  18 days (17- 32 days) 

2070  
25 days (12- 62 days)  
 

Escondido 
(Inland)  

Daily average 
temperature 
above 77 °F 

51 days per 
year 

2030  16 days (10- 28 days)  

2050  
30  days (20 - 51 days) 
 

2070  
49  days (23- 81 days) 
 

Julian 
(Mountain)  

Daily average 
temperature 
above 77 °F 

37 days per 
year 

2030  21 days (5- 33 days)  

2050  
33.9 days (20 - 51 days) 
 

2070  
50  days (24- 78 days) 
 

Borrego 
Valley 
(Desert)  

Daily average 
temperature 
above 77 °F 

170 days per 
year 

2030  10 days (2- 22 days)  

2050  
 

25 days (15- 36 days) 

2070  39 days (18- 56 days)  

* The values represent SSP3- 7.0 50 th percentile ( model - P50) result with the range from 
SSP2- 4.5 10th percentile ( model - P10) to SSP5- 8.5 90 th percentile ( model - P90) given in 
parentheses.  All show the extreme - year (time - P95)  projections . 
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Figure 12. Extreme- year (P95)  projected  days >77°F in San Diego County  locations  
(2030, 2050, 2070)  

Annual number of days with average daily temperature exceeding 77 °F  in San Diego, Escondido, 
Julian, and Borrego Valley . Projected values represent 2030, 2050, and 2070 in SSP2 - 4.5, SSP3- 7.0, 

and SSP5- 8.5 scenarios  for the extreme - year projections ( time - P95). 
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As shown in  Figure 13 and Table 12, under  the SSP3- 7.0 50 th percentile scenario, Escondido , 
Julian and Borrego Valley  are projected to see a significant increase in the number of days 
with maximum daily temperatures exceeding 100.4°F compared to the baseline. In contrast, 
San Diego is not expected to experience a significant increase , as the temperature threshold 
is expected to remain exceedingly rare . Figure 14 (model - P95) highlights an even greater 
increase in the number of days than Figure 13 (model - P50). Overall, climate models project 
the changes outlined below for median - year projection s (time - P50)  (Figure 13, Table 12).  
 

Table 12. Overview of model projections  for median - year (time - P50)  
Projected change is relative to the 1995- 2014 baseline . 

Location  Variable  
Baseline  
(1995-
2014) 

Year 
Projected change from 

baseline *  

San Diego 
(Coastal)  
 

Daily 
maximum 
temperature 
above 100.4 °F 

0  days per 
year 

2030  0 days (0 Ų0 days)  

2050  
0  days (0 - 0  days)  
 

2070  
0  days (0 - 1 days)  
 

Escondido 
(Inland)  

Daily 
maximum 
temperature 
above 100.4 °F 

3 days per 
year 

2030  3 days (1- 5 days)  

2050  
6 days (2- 13 days) 
 

2070  
10 days (3- 25 days) 
 

Julian 
(Mountain)  

Daily 
maximum 
temperature 
above 100.4 °F 

0  day per 
year  

2030  1 days (0 Ų 2 days)  

2050  
2 days (0 - 4 days) 
 

2070  
4 days (0 - 8 days) 
 

Borrego 
Valley 
(Desert)  

Daily 
maximum 
temperature 
above 100.4 °F 

109 days 
per year  

2030  14 days (8- 20  days)  

2050  
 

24 days (14- 33 days) 

2070  
 

37 days (20 - 49 days)  
 

* The values represent SSP3- 7.0 model 50 th percentile  (model - P50) result with the range 
from SSP2- 4.5 model 10th percentile  (model - P10) to SSP5- 8.5 model 90 th percentile  
(model - P90 ) given in parentheses.  All show the median - year (time - P50) projections . 
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Figure 13. Median- year (P50)  projected  days >100.4°F in San Diego County  locations  
(2030, 2050, 2070)  

Annual number of days with the daily maximum temperature exceeding 100.4 °F in San Diego, 
Escondido, Julian, and Borrego Valley . Projected values represent 2030, 2050, and 2070 in SSP2 -

4.5, SSP3- 7.0, and SSP5- 8.5 scenarios  for median - year projections ( time - P50).  
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Climate models project the changes outlined below for extreme - year projections (P95)  
(Figure 14, Table 13). 
 

Table 13. Overview of model projections  for extreme - year (time - P95) 
Projected change is relative to the baseline . 

Location  Variable  
Baseline  
(1995-
2014) 

Year 
Projected change from 

baseline  

San Diego 
(Coastal)  

Daily 
maximum 
temperature 
above 100.4 °F 

1 day per 
year 

2030  0 days (0 - 1 day) 

2050  
0  days (0 - 1 days) 
 

2070  1 days (0 - 3 days) 

Escondido 
(Inland)  

Daily 
maximum 
temperature 
above 100.4 °F 

7 days per 
year 

2030  6 days (3 - 11 days) 
2050  11 days (5- 16 days) 

2070  
16 days (6- 37 days) 
 

Julian 
(Mountain)  

Daily 
maximum 
temperature 
above 100.4 °F 

1 day per 
year 

2030  5 days (3 - 7 days)  

2050  
7 days (4- 11 days) 
 

2070  
10 days (2- 20  days) 
 

Borrego 
Valley 
(Desert)  

Daily 
maximum 
temperature 
above 100.4 °F 

125 days 
per year  

2030  13 days (10- 22 days)  

2050  
 

25 days (13- 33 days) 

2070  
 

36 days (16- 51 days) 
 

* The values represent SSP3- 7.0 50 th Percentile  (model - P50)  result with the range from 
SSP2- 4.5 10th percentile  (model - P10) to SSP5- 8.5 90 th percentile  (model - P90)  given in 
parentheses.  All show the extreme - year (time - P95) projections . 
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Figure 14. Extreme- year (P95)  projected  days >100.4°F (38°C) in San Diego County 
locations ( 2030, 2050, 2070)  

Annual number of days with the daily maximum temperature exceeding 100.4  °F (38 °C) in San 
Diego, Escondido, Julian, and Borrego Valley . Projected values represent 2030, 2050, and 2070 in 

SSP2- 4.5, SSP3- 7.0, and SSP5- 8.5 scenarios  for extreme - year projections ( time - P95). 
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The projected number of days with maximum daily temperatures exceeding 104  °F, shows a 
significant increase compared to the baseline in Borrego Valley  and Escondido , and minimal 
increase s in the other locations  under the SSP3- 7.0 50th percentile scenario (model - P50)  
highlighted in Table 14. San Diego is not expected to experience any days above 104  °F under 
all emissions scenarios and time horizons.  Figure 16 (time - P95) displays an even greater 
increase in the number of days than Figure 15 (time - P50). Overall, climate models project the 
changes outlined below  for median - year projection s (time - P50) (Figure 15, Table 14). 
 

Table 14. Overview of model projections  for median - year (time - P50)  
Projected change is relative to the baseline . 

Location  Variable  Baseline  
(1995- 2014) 

Year Projected change from 
baseline *  

San Diego 
(Coastal)  
 

Daily 
maximum 
temperature 
above 104 °F 

0  days per 
year 

2030  0  days (0 - 0  days)  

2050  
0 days (0 - 0 days)  
 

2070  0 days (0 - 0 days)  

Escondido 
(Inland)  

Daily 
maximum 
temperature 
above 104 °F 

0 days  per 
year 

2030  1 day (0 - 2 days)  

2050  
2 days (0 - 5 days) 
 

2070  
4 days  (1- 11 days) 
 

Julian 
(Mountain)  

Daily 
maximum 
temperature 
above 104 °F 

0  days per 
year 

2030  0  days (0 - 0  days)  

2050  
0  days (0 - 1 days) 
 

2070  
1 days (0 - 2 days) 
 

Borrego 
Valley 
(Desert)  

Daily 
maximum 
temperature 
above 104 °F 

80 days  per 
year 

2030  14 days (9- 21 days)  

2050  
 

6 days (12- 41 days) 

2070  
 

39 days (23 - 57 days)  
 

* The values represent SSP3- 7.0 50 th percentile  (model - P50 ) result with the range from 
SSP2- 4.5 10th percentile  (model - P10) to SSP5- 8.5 90 th percentile  (model - P90)  given in 
parentheses.  These use time 50 th percentile (time - P50).  
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Figure 15. Median- year (P50)  projected  days >104°F (40°C)  in San Diego County  locations 
(2030, 2050, 2070)  

Annual number of days with the daily maximum temperature exceeding 104 °F (40 °C) in  San Diego, 
Escondido, Julian , and Borrego Valley . Projected values represent 2030, 2050, and 2070 in SSP2 -

4.5, SSP3- 7.0, and SSP5- 8.5 scenarios  for median - year projections ( time - P50).  
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Climate models project the changes outlined below for extreme - year projections ( time - P95) 
(Figure 16, Table 15). 
 

Table 15. Overview of model projections  for extreme - year (time - P95)   
Projected change is relative to the baselin e. 

Location  Variable  
Baseline  

(1995- 2014)  
Year 

Projected change from 
baseline *  

San Diego 
(Coastal)  
 

Daily 
maximum 
temperature 
above 104 °F 

0  days per 
year 

2030  0 days (0 - 1 days) 

2050  
0  days (0 - 1 days)  
 

2070  
1 days (0 - 1 days)  
 

Escondido 
(Inland)  

Daily 
maximum 
temperature 
above 104 °F 

2 days per 
year 

2030  3 days (2 - 7 days)  

2050  
6 days (3- 9 days) 
 

2070  8 days (3- 20  days) 

Julian 
(Mountain)  

Daily 
maximum 
temperature 
above 104 °F 

0 days per 
year 

2030  1 days (1- 3 days)  

2050  
2 days (1- 5 days) 
 

2070  
3 days (1- 9 days) 
 

Borrego 
Valley 
(Desert)  

Daily 
maximum 
temperature 
above 104 °F 

93 days per 
year 

2030  17 days (4- 21 days) 

2050  
 

29 days (15- 40  days) 

2070  
 

41 days (22- 60 days)  
 

* The values represent SSP3- 7.0 50 th percentile  (model - P50)  result with the range from 
SSP2- 4.5 10th percentile  (model - P10) to SSP5- 8.5 90 th percentile  (model - P90)  given in 
parentheses.  These use time 95 th percentile (time - P95). 
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Figure 16. Annual number of days with the daily maximum temperature exceeding 104 °F  
(40 °C) in San Diego County  locations (2030, 2050, 2070)  

Projected values represent 2030, 2050, and 2070 in three SSP scenarios of SSP2 - 4.5, SSP3- 7.0, and 
SSP5- 8.5 for extreme - year projections ( time - P95). 

 

 
 



 

56  
CLIMATE ADAPTATION AND VULNERABILITY REPORT 

3.2.1.1 Exposure Scores 
Exposure Approach  
Exposure was scored on a 0 - to - 5 scale, with 0 representing no exposure and 5 representing 
very high exposure. The 0 - to - 5 scale aligns with approaches undertaken by other utility 
companies across the U.S. that are engaging in similar vulnerability scoring exercises.  SDG&E 
developed temperature thresholds for exposure scor ing bucket s using SME- provided 
information using assumed ambient temperatures used to rate assets , derived from Institute 
of Electrical and Electronics Engineers (IEEE) standards. Table 16 outlines this information 
across all assets analyzed in this scoring exercise.   
 

Table 16. SME- provided design - rated maximum and average temperature  
across six SDG&E asset types  

Asset Type  Temperature Threshold *  

Transmission conductors  100.4 °F (38 °C) 

Substation transformers  86 °F (30  °C) average, 104 °F (40  °C) max 

Substation reactors  86 °F (30  °C) average, 104 °F (40  °C) max 

Distribution conductors  77 °F (25 °C) average 

Distribution OH transformers  86 °F (30  °C) average, 104 °F (40  °C) max 

Distribution voltage regulators  86 °F (30  °C) average, 104 °F (40  °C) max 

Facilities and Communication  86 °F (30  °C) average, 104 °F (40  °C) max 

*These temperature  thresholds are associated with assumed ambient temperatures for 
equipment design ratings. Once these thresholds are exceeded, current - carrying 
capacity may be reduce d, internal heating might reduce lifespan , or increased sag in 
overhead conductors may occur.  

 
Table 17, Table 18, and Table 19 show asset- specific exposure thresholds used to bucket 
temperature scores, which were developed based on climate hazard distributions and SME 
feedback. Each variable represents standalone counts of temperature exceedances per year. 
Exposure scoring for the temperature  hazard uses variables based on which asset type is 
scored.   
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Table 17. Asset - specific exposure thresholds for the annual number of days with daily 
maximum temperature over 104  °F (40 °C)  

Hazard  Temperature  

Asset Type  
Substation Transformers and Reactors, Distribution OH Transformers, and 
Distribution Voltage Regulators 

Variable  
Annual n umber of days with daily maximum temperature over 104  °F 
(40  °C)  

Thresholds  

Days Exposure Score  
0 days  0  

>0 Ų 0.5 days  1 
>0.5 Ų 1 days 2 
>1 Ų 3 days  3 

>3 Ų 10 days 4 
>10 days 5 

 
Table 18. Asset - specific exposure thresholds for the annual number of days with daily 

maximum temperature over 100.4  °F (38 °C)  

Hazard  Temperature  

Asset Type  Transmission Conductors  

Variable  
Annu al number of days with daily maximum temperature over 100.4  °F 
(38  °C) 

Thresholds  

Days Exposure Score  
0 days  0  

>0 Ų 1 days 1 
>1 Ų 5 days  2 

>5 Ų 12 days 3 
>12 Ų 28 days  4 

>28 days 5 
 
 
 
 
 
 



 

58  
CLIMATE ADAPTATION AND VULNERABILITY REPORT 

Table 19. Asset - specific exposure thresholds for the annual number of days with daily 
average temperature over 77  °F (25 °C)  

Hazard  Temperature  

Asset Type  Distribution Conductors  

Variable  
Annual n umber of days with daily average temperature over 77  °F (25 
°C) 

Thresholds  

Days Exposure Score  
0 days  0  

>0 Ų 35 days  1 
>35 Ų 55 days  2 
>55 Ų 74 days 3 
>74 Ų 103 days 4 

>103 days 5 
 
3.2.1.1.1 Exposure Summary 

As temperatures warm , exposure to extreme heat is projected to increase steadily through 
the 21st century across the SDG&E service territory , with the greatest increase in the Inland 
and Mountain regions . The cooler Coastal region is projected to have the lowest exposure 
scores with the smallest increase, while the  hotter Desert region is also projected to 
experience a small increase in exposure due to historically high exposure scores . Figure 17 
shows boxplots for the distribution (min imum , 25th percentile, 50 th percentile, 75 th percentile, 
and maximum values ) of temperature exposure scores for each asset family under the SSP3 -
7.0 50 th percentile (model - P50)  scenario  and across time .  
 
Across all asset families, temperatu re exposure scores are projected to increase over time. 
The median - year (time - P50) and median - model ( model - P50)  temperature exposure scores 
across most asset families are projected to increase from 0 - 1 in the observed baseline period 
to 1Ų2 by 2070. The extreme - year (time - P95) and median - model (model - P50)  temperature 
exposure scores are projected to increase from 1- 2 in the observed period to 3Ų4 by 2070. 
Under median - year (time - P50) tem perature exposure scores, the communication  and 
facilities  asset families  are projected to  experience the greatest change in exposure 
magnitudes, while distribution and facilities  are projected to experience the greatest change 
in extreme - year (time - P95) exposure magnitudes.  Exposure score distributions by region 
are provided in Appendix II Ų Regional median- year (time - P50) exposure boxplots . 
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Figure 17. Temperature  exposure  score  distributions  by  asset  family    

Temperature exposure score distributions for each asset family for the observed  baseline , 2030, 
2050, and 2070 for SSP3 - 7.0 50th percentile (model - P50) scenario. Exposure score distributions 

are shown for median - year and extreme - year (time - P50 and time - P95) and median - model ( model -
P50) for each time horizon.   

 
 

3.2.1.2 Sensitivity and Vulnerability  Scores 
In the observed baseline period , extreme heat already poses a significant threat to many 
SDG&E assets, with facilities (high), distribution,  and substation  asset families  (medium) 
already experiencing higher vulnerability. By 2070, SDG&E is projected to experience 
changes in exposure to extreme heat throughout the service territory , resulting in notable 
shifts for all  electrical asset classes toward high vulnerability (with the exception of 
communication  assets, which increase s to medium) . One example is shown in  Figure 18, which  
illustrate the shift in vulnerability for overhead conductors to extreme heat in the observed 
baseline of 1995- 2014, 2030, 2050,  and 2070 , with the greatest region s of vulnerability  being 
the desert, mountain, and inland regions.  Detailed results are presented by asset family in the 
following subsections.  
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Figure 18. Overhead  conductor  vulnerability  to  extreme  heat  
Map of overhead conductors & vulnerability to extreme heat  in the 1995- 2014 baseline , 2030, 2050 , 
and 2070  for the  median - year ( time - P50) and median - model  (model - P50) view under the  SSP3- 7.0 

scenario .  

 
 
3.2.1.2.1 Transmission 

Sensitivity Scores  
Out of all transmission components  in scope  (i.e., transmission equipment outside of 
substation fences) , overhead line segments are the most sensitive to extreme heat . High 
ambient temperature conditions reduce the ability of conductors to dissipate heat  and are 
ÙĆÍąĔÍóĐìĦƇ·ĊĊøÄß·ĐÍÉƇĠßĐÞƇÞßÚÞÍĆƇÉÍò·óÉƇÃÍÄ·ĔĊÍƇøÙƇÄĔĊĐøòÍĆĊźƇĔĊÍƇøÙƇ·ßĆƇÄøóÉßĐßøóßóÚ and 
increase in generation demand . Transmission conductors could require  derating  to prevent  
sag beyond design standards  and loss of material strength. Underground line sub  segments 
(cables) are less sensi tive to extreme heat, given that ground temperatures are relatively 
stable . Overhead transmission structures, including poles and towers, are not considered 

§ĤƚĲƖƻĲĬ ΞΜΟΜ

ΞΜΡΜ ΞΜΤΜ
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sensitive to extreme temperatures and heat waves. The sensitivity scor ing for these asset 
types is  further detailed in Appendix I Ų Sensitivity Scoring Results . 
 
Vulnerability Scores  
Based on the exposure, sensitivity , and adaptive capacity scor ing methodology for extreme 
heat  in Section 3.1.1, the resulting vulnerability scores are presented in Table 20 . Most 
transmission overhead line assets (88%) and 100% of the  transmission underground line 
assets and overhead structures have low vulnerability to extreme heat  in the observed 
baseline period . While this remains true for transmission underground lines and overhead 
structures across all time horizons, the vulnerability of transmission overhead line assets 
changes significantly over time.  
 
For instance, under the SSP3- 7.0 50 th percentile  (model - P50 ) and median - year (time - P50)  
view, which is more conservative, 88% of transmission overhead line assets have a low 
vulnerability  in the baseline  period . This percentage is projected to fall to 76% in 2030, 66% 
in 2050, and 58% in 2070. At the same time, the percentage of transmission overhead line 
assets with high vulnerability is expected to jump from 6% in the baseline to 10% in 2030, 
18% in 2050, and 26% in 2070. Under the SSP3- 7.0 95 th percentil e view, this trend is further 
exacerbated. While the percentage of assets with low vulnerability is projected to drop from 
67% in the baseline down  to 54% in 2030, 48% in 2050, and 41% by 2070 , the percentage of 
those with high vulnerability is projected to increase  from 9% in the baseline  to 25% in 2030  
and 33% in 2050, ultimately reaching  40% in 2070.  
 

Table 20 . Transmission assets and projected vulnerability to extreme heat  
Transmission assets and  projected vulnerability  to extreme heat (by % of total number of assets of 

each type ) for median - model (model - P50) and both median - year and extreme - year (time - P50 and 
time - P95).  

Time 
Horizon  

Vulnerability Levels  
(SSP3- 7.0 time - P50 , 

model - P50 ) 

Vulnerability Levels  
(SSP3- 7.0 time - P95 , 

Model - P50 ) 
 Low Medium  High Low Medium  High 

Transmission Asset Vulnerability  
 Transmission Overhead Line  

Baseline  88% 6% 6% 67% 24% 9% 

2030  76% 15% 10% 54% 21% 25% 

2050  66% 16% 18% 48% 18% 33% 
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2070  58% 17% 26% 41% 19% 40% 
 Transmission Underground Line  

Baseline  100% 0% 0% 100% 0% 0% 

2030  100% 0% 0% 100% 0% 0% 

2050  100% 0% 0% 100% 0% 0% 

2070  100% 0% 0% 100% 0% 0% 
 Overhead Structures (Transmission)  

Baseline  100% 0% 0% 100% 0% 0% 

2030  100% 0% 0% 100% 0% 0% 

2050  100% 0% 0% 100% 0% 0% 

2070  100% 0% 0% 100% 0% 0% 

Note: Due to rounding, vulnerability level percentages for certain assets may exceed 100%  
 
3.2.1.2.2 Distribution 

Sensitivity Scores  
Distribution scope includes equipment outside of a substation fence, such as  primary  
overhead conductors, overhead transformers, pad - mounted transformers, and subsurface 
transformers , which are all highly sensitive to extreme heat . High ambient temperature 
conditions and extreme temperatures reduce transformer capacity and the ability of 
conductors to dissipate heat, and they are frequently associated with higher demand due to 
ÄĔĊĐøòÍĆĊźƇĔĊÍƇøÙƇ·ßĆƇÄøóÉßĐßøóßóÚŚƇAdditionally, the increasing frequency, sever ity, and 
duration of heat waves have the potential to accelerate distribution asset aging. Pole-
mounted capacitors are also found to be moderately sensitive to extreme heat due to high 
temperatures potentially resulting in accelerated aging and risk of failure despite design 
ambient temperatures being typically around 131°F (55°C). Both primary conductors and 
dynamic protecti ve devices (fault interrupters, reclosers, auto - throwovers, switches, fuses) 
have low sensitivity to extreme heat. In the  case of the  former, while ground temperatures 
are relatively stable, prolonged conditions of high load and high temperatures like those that 
occur during heat waves can result in the ground surrounding underground cables 
accumulating heat,  preventing overnight cooling, and exacerbating thermal runaway 
conditions.  As for  the latter, the design ambient temperature of protective devices can range 
from 104°F (40 °C) to 131°F (55°C), but high temperatures may still result in accelerated aging 
and risk of failure. Finally, poles are not found to be sensitive to extreme temperatures and 
heat waves. The sensitivity scoring for these asset types is further detailed in Appendix I Ų 
Sensitivity Scoring Results . 
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Vulnerability Scores  
Based on the exposure, sensitivity , and adaptive capacity scoring methodology  for extreme 
heat in Section 3.1.1, the resulting vulnerability scores are presented in Table 21 Most 
distribution assets have low vulnerability to extreme heat, but only overhead structure assets 
remain largely unaffected over time. For example, 100% of overhead structure assets are 
projected to have a low vulnerability to extreme heat across al l time horizons  and both 
median - year and extreme - year (time - P50 and time - P95) views of the SSP3- 7.0 median -
model (model - P50) scenario .  
 
For all other asset types, the percentage of assets with low vulnerability decreases over time 
and that of assets with medium to high vulnerability increases . For instance, while 100% of 
primary underground conductor assets have low vulnerability in the baseline period  to 
extreme heat under the SSP3- 7.0 median - model (model - P50) and median - year (time - P50)  
view, that percentage remains at 100% in 2030  but drops down to 98% in 2050 and 95% in 
2070. Dynamic protection devices follow a similar path, with 100% having low vulnerability to 
extreme heat in the baseline  but  dropping to 97% in 2030, 91% in 2050, and 83% in 2070 . 
Under the SSP3- 7.0 extreme - year (time - P95) view, the projected percentage of assets with 
low vulnerability in 2030, 2050, and 2070 is expected to be 98%, 95%, and 90% respectively 
for primary underground conductors and 81%, 71%, and 67% for dynamic protection devices . 
Interestingly, for these asset types, no asset is expected to show high vulnerability to extreme 
heat, regardless of the time horizon or the scenario adopted.  
 
On the contrary, overhead transformers have the largest proportion of expected high 
vulnerability assets to extreme heat by 2070 across both percentile views , with the 
percentage of assets rising from 2% in the baseline , to 12% in 2030, 24% in 2050, and 41% in 
2070 under the SSP3- 7.0 median - year (time - P50)  view and from 24% in the baseline  to 45% 
in 2030, 58% in 2050, and 65% in 2070 under the SSP3- 7.0 extreme - year (time - P95) view. 
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Table 21. Distribution assets and projected vulnerability to extreme heat   
Distribution assets and projected vulnerability to extreme heat (by % of total number of assets of 

each type)  for median - model (model - P50) and both median - year and extreme - year (time - P50 and 
time - P95). 

Time 
Horizon  

Vulnerability Levels  
(SSP3- 7.0 time - P50, 

model - P50 )  

Vulnerability Levels  
(SSP3- 7.0 time - P95 , 

model - P50 )  
 Low Medium  High Low Medium  High 

Distribution  
 Overhead Structures (Distribution)  

Baseline  100% 0% 0% 100% 0% 0% 

2030  100% 0% 0% 100% 0% 0% 
2050  100% 0% 0% 100% 0% 0% 
2070  100% 0% 0% 100% 0% 0% 

 Primary Overhead Conductor  

Baseline  98% 1% 1% 85% 14% 1% 

2030  84% 15% 1% 51% 46% 3% 
2050  61% 37% 3% 37% 56% 7% 
2070  42% 53% 6% 28% 47% 25% 

 Primary Underground Conductor  

Baseline  100% 0% 0% 100% 0% 0% 

2030  100% 0% 0% 98% 3% 0% 

2050  98% 2% 0% 95% 5% 0% 

2070  95% 5% 0% 90% 10% 0% 
 Overhead Transformer  

Baseline  89% 9% 2% 43% 34% 24% 

2030  69% 20% 12% 31% 25% 45% 
2050  54% 22% 24% 24% 18% 58% 
2070  43% 16% 41% 20% 15% 65% 

 Pad- mounted Transformer  

Baseline  96% 3% 0% 61% 23% 16% 

2030  84% 12% 4% 52% 23% 25% 
2050  74% 14% 13% 42% 22% 36% 
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2070  65% 13% 22% 34% 25% 42% 
 Subsurface Transformer  

Baseline  98% 2% 1% 82% 8% 10% 

2030  91% 6% 2% 80% 8% 12% 

2050  86% 7% 7% 75% 9% 16% 

2070  84% 6% 10% 69% 13% 18% 
 Voltage Regulator  

Baseline  84% 12% 4% 24% 70% 6% 

2030  53% 43% 4% 11% 73% 17% 
2050  32% 59% 9% 6% 58% 36% 
2070  17% 65% 19% 5% 41% 54% 

 Dynamic Protection Devices  

Baseline  100% 1% 0% 88% 12% 0% 

2030  97% 4% 0% 81% 19% 0% 
2050  91% 9% 0% 71% 29% 0% 
2070  83% 17% 0% 67% 33% 0% 

 Pad- mount ed  Switches  
Baseline  99% 1% 0% 74% 18% 9% 

2030  91% 7% 2% 61% 25% 14% 
2050  85% 8% 7% 49% 26% 25% 
2070  76% 12% 12% 38% 32% 30% 

 Underground Switches  
Baseline  99% 1% 0% 80% 13% 8% 

2030  94% 5% 1% 73% 18% 9% 
2050  90% 7% 3% 64% 19% 17% 
2070  83% 8% 8% 55% 25% 21% 

 Overhead Switche s 
Baseline  93% 7% 1% 52% 47% 1% 

2030  75% 24% 1% 42% 51% 7% 
2050  63% 34% 4% 35% 49% 16% 
2070  54% 39% 7% 28% 44% 29% 

 Distribution  Capacitors  
Baseline  95% 4% 0% 60% 39% 1% 

2030  82% 17% 0% 51% 45% 4% 
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2050  74% 24% 2% 42% 47% 11% 
2070  65% 30% 4% 35% 47% 18% 

Note: Due to rounding, vulnerability level percentages for certain assets may not equal 100%  
 
3.2.1.2.3 Substations 

Sensitivity Scores  
Voltage regulators are highly sensitive to extreme heat . High temperatures reduce regulator 
capacity , and the  projected increase in the frequency, severity, and duration of heat waves 
has the potential to accelerate aging, although it  is not  expected to result in asset failure. To 
a lesser extent, substation transformer and reactor assets are found to have moderate  
sensitivity to extreme heat. For the former, extreme temperatures reduce transformer 
capacity  and may require load relief actions when coupled with high loads , although SDG&E 
typically does not load transf ormers to the maximum name plate.  For the latter, shunt 
reactors, that are typically rated for a specific ambient temperature, cannot be offloaded , so 
temperatures above design thresholds may accelerate material aging  but it  is not expected 
to result in failure.   
 
For protection control device s, circuit breaker, switchgear, and capacitors bank  assets, 
sensitivity to extreme heat is low. For substation protection and control assets, while high 
temperatures may result in accelerated aging and cause a risk of failure, most assets of this 
type are in a control shelter with climate control which reduces asset sensitivity.  
 
For circuit breakers  and switchgear s, extreme heat can impede the dissipation of heat, 
causing circuit breakers to overheat and leading to degraded insulation and a higher risk of 
failure. With respect to  capacitor banks, extreme heat can cause overheating, leading to 
reduced efficiency, shorter lifespans, and the potential failure of internal components. The 
sensitivity scoring for these asset types is further detailed in Appendix I Ų Sensitivity Scoring 
Results. 
 
Vulnerability Scores  
Based on the exposure, sensitivity , and adaptive capacity scoring methodology for extreme 
heat in Section 3.1.1, the resulting vulnerability scores are presented in  Table 22. The majority 
of substation transformer, substation voltage regulator, substation reactor, circuit breaker, 
switchgear, and capacitor bank assets have low vulnerability  in the baseline  to extreme heat 
under both SSP3- 7.0 median - model (model - P50)  and median - year and extreme - year 
(time - P50 and time - P95) views.  
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In the case of circuit breakers, switchgears, and capacitor banks, while the percentage of 
assets with medium vulnerability  will increase over time , no asset is expected to reach high 
vulnerability to extreme heat. On the contrary, while 84% of substation voltage regulator 
assets have low vulnerability  in the baseline  to extreme heat under SSP3 - 7.0 median - year 
(time - P50)  view, that percentage drops to 73% in 2030, 65% in 2050, and 62% by 2070. The 
corresponding percentage of substation voltage regulator assets with high vulnerability to 
extreme heat under this scenario is projected to reach  5%, 14%, and 19% in 2030, 2050, and 
2070 respectively.  
 

Table 22. Substation assets and projected vulnerability to extreme heat   
Substation assets and projected vulnerability to extreme heat (by % of total number of assets of 

each type ) for median - model (model - P50) and both median - year and extreme - year (time - P50 and 
time - P95). 

Time 
Horizon  

Vulnerability Levels  
(SSP3- 7.0 time - P50, 

model - P50 ) 

Vulnerability Levels  
(SSP3- 7.0 time - P95 , 

model - P50 ) 
 Low Medium  High Low Medium  High 

Substation  
 Substation Transformer  

Baseline  91% 6% 3% 80 % 17% 3% 

2030  89% 8% 3% 73% 24% 3% 

2050  85% 12% 3% 60 % 37% 3% 

2070  75% 23% 3% 53% 44% 4% 
 Substation Voltage Regulator  

Baseline  84% 11% 5% 65% 30 % 5% 

2030  73% 22% 5% 57% 24% 19% 

2050  65% 22% 14% 38% 38% 24% 

2070  62% 19% 19% 27% 41% 32% 
 Substation Reactor  

Baseline  99 % 2% 0 % 91% 9% 0 % 

2030  97% 3% 0 % 82% 18% 0 % 

2050  91% 9% 0 % 65% 35% 0 % 

2070  84% 17% 0 % 55% 45% 1% 
 Substation DPD  
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Baseline  100% 0 % 0% 100% 0 % 0% 

2030  100% 0 % 0% 100% 0 % 0% 

2050  100% 0 % 0% 100% 0 % 0% 
2070  100% 0 % 0% 100% 0 % 0% 

 Circuit Breakers  

Baseline  95% 5% 0% 91% 9% 0% 

2030  94% 6% 0% 89% 11% 0% 

2050  93% 7% 0% 83% 17% 0% 

2070  89% 11% 0% 80 % 20 % 0% 
 Switchgear  

Baseline  95% 5% 0% 91% 9% 0% 

2030  94% 6% 0% 89% 11% 0% 

2050  93% 7% 0% 83% 17% 0% 

2070  89% 11% 0% 80 % 20 % 0% 
 Capacitor Banks  

Baseline  95% 5% 0% 91% 9% 0% 

2030  94% 6% 0% 89% 11% 0% 

2050  93% 7% 0% 83% 17% 0% 

2070  89% 11% 0% 80 % 20 % 0% 

Note: Due to rounding, vulnerability level percentages for certain assets may not equal 100%  
 
3.2.1.2.4 Communication  

Sensitivity  Scores  
Both antenna and Supervisory Control and Data Acquisition (SCADA) Remote Terminal Unit  
(RTU) assets are moderately sensitive to extreme heat. In both cases, it is a function of 
overheating, which may damage internal electronic components, reduce the operational 
lifespan  of antennas , and impair their performance. It can lead to unreliable data transmission 
and increased maintenance risk. At the same time, overhead fiber and copper assets, 
underground fiber and copper assets, and communication  poles are not considered sensitive 
to extreme heat.   
 
For overhead fiber and copper assets, the outer sheaths of aerial fiber and copper cables are 
typically designed for exposure to temperatures of around 158 °F (70 °C), meaning those 
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cables are not sensitive to extreme heat. And, unlike power cables, communication cables do 
not produce substantial heat in operation.  For underground fiber and underground copper, it 
is important to note that ground temperatures in the U.S. are typically no greater than 95 °F 
(35°C). The outer sheaths of direct buried copper communications cables are typically 
designed for exposure to temperatures of around 158 °F (70 °C), thus such cables are not 
sensitive to extreme heat . Moreover, unlike power cables, comm unication cables do not 
produce substantial heat in operation. The sensitivity scoring for these asset types is further 
detailed in Appendix I Ų Sensitivity Scoring Results . 
 
Vulnerability Scores  
Based on the exposure, sensitivity , and adaptive capacity scoring methodology for extreme 
heat in Section 3.1.1, the resulting vulnerability scores are presented in  Table 23. Most 
communication assets have low vulnerability to extreme heat, with 100% of (both overhead 
and underground ) fiber and copper assets, as well as overhead structures ( communication ), 
having low vulnerability to extreme heat across all  time periods.  
 
However, while 92% of SCADA RTU assets are considered  in the observed baseline period  to 
have a low vulnerability to extreme heat under SSP3 - 7.0 median - model (model - P50) and 
median - year (time - P50) view , that percentage drops to 76% in 2030, 64% in 2050, and 55% 
by 2070 , meaning a larger proportion of assets will become  vulnerable in the future. At the 
same time, the percentage of those assets considered to have high vulnerability to extreme 
heat rises from 1% in the baseline and 2030, to 4% in 2050 and 8% in 2070. This is even 
starker for the  SSP3- 7.0 extreme - year (time - P95) view, with the proportion of SCADA RTU 
assets with low vulnerability dropping from 55%  in the baseline , to 43% in 2030, 35% in 2050, 
and 28% by 2070 , while that of assets with high vulnerability to extreme heat rises from 2%, 
to 8%, 17%, and 27% over the same time periods.  
 

Table 23. Communication assets and projected vulnerability to extreme heat   
Communication assets and projected vulnerability to extreme heat (by % of total number of assets 
of each type)  for median - model (model - P50) and both median - year and extreme - year (time - P50 

and time - P95). 

Time 
Horizon  

Vulnerability Levels  
(SSP3- 7.0 time - P50,  model - P50 ) 

Vulnerability Levels  
(SSP3- 7.0 time - P95, model - P50 ) 

 Low Medium  High Low Medium  High 

Communication  
 Overhead Fiber  

Baseline  100% 0% 0% 100% 0% 0% 
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2030  100% 0% 0% 100% 0% 0% 
2050  100% 0% 0% 100% 0% 0% 

2070  100% 0% 0% 100% 0% 0% 
 Overhead Copper  

Baseline  100% 0% 0% 100% 0% 0% 

2030  100% 0% 0% 100% 0% 0% 

2050  100% 0% 0% 100% 0% 0% 

2070  100% 0% 0% 100% 0% 0% 
 Underground Fiber  

Baseline  100% 0% 0% 100% 0% 0% 

2030  100% 0% 0% 100% 0% 0% 

2050  100% 0% 0% 100% 0% 0% 

2070  100% 0% 0% 100% 0% 0% 
 Underground Copper  

Baseline  100% 0% 0% 100% 0% 0% 

2030  100% 0% 0% 100% 0% 0% 

2050  100% 0% 0% 100% 0% 0% 

2070  100% 0% 0% 100% 0% 0% 
 Overhead Structures (Communication ) 

Baseline  100% 0% 0% 100% 0% 0% 

2030  100% 0% 0% 100% 0% 0% 

2050  100% 0% 0% 100% 0% 0% 

2070  100% 0% 0% 100% 0% 0% 
 SCADA RTU 

Baseline  92% 6% 1% 55% 43% 2% 

2030  76% 23% 1% 43% 50% 8% 

2050  64% 32% 4% 35% 48% 17% 

2070  55% 37% 8% 28% 45% 27% 
 Antennas  

Baseline  93% 6% 1% 56% 43% 1% 

2030  78% 21% 1% 44% 49% 7% 
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2050  67% 30% 3% 35% 49% 16% 
2070  58% 34% 7% 28% 48% 24% 

Note: Due to rounding, vulnerability level percentages for certain assets may not equal 100%  
 
3.2.1.2.5 Facilities 

Sensitivity Scores  
Communication centers are found to be moderately sensitive to extreme heat . The 
equipment within those centers requires extensive temperature control to prevent 
overheating, and it is typically found in unmanned climate - controlled enclosures . As a result, 
should the Heating Ventilation and Air Conditioning (HVAC) system be compromised , the 
equipment would be impacted by high temperatures.  
 
All other  asset types, namely office buildings, construction and operations centers, and asset 
critical facilities, have a low sensitivity to extreme heat. For office buildings (headquarters, 
call centers, training centers, warehouses), both maintenance and upgrading  cooling 
optionsųsuch as HVAC systems, insulation, and window blinds ųcan be easily addressed 
through regular building maintenance . Construction and operation centers (including battery 
storage facilities and microgrids ) are typically housed indoors, so their sensitivity to extreme 
heat is the same as office buildings.  
 
Finally, for asset  critical facilities (including data centers  and mission control grid operation 
centers ), the specific equipment requires extensive temperature  control to prevent 
overheating , but SDG&E has invested in hardening asset critical facilities such  that the 
sensitivity to extreme heat is low.  The sensitivity scoring for these asset types is further 
detailed in Appendix I Ų Sensitivity Scoring Results .  
 
Vulnerability Scores  
Based on the exposure, sensitivity , and adaptive capacity scoring methodology for extreme 
heat in Section 3.1.1, the resulting vulnerability scores are presented in  Table 24, all asset 
critical facilities have low vulnerability to extreme heat across all time horizons and scenarios. 
In the case of office buildings and construction and operation centers, while 100% of assets 
have low vulnerability  in the baseline  to extreme heat under the SSP3- 7.0 median - model 
(model - P50) and median - year (time - P50) view , this changes with time.  
 
For example, the percentage of office building assets with low vulnerability to extreme heat 
drops from 100% in the baseline  and 2030 to 75% in 2050 and 2070. Similarly, the proportion 
of construction and operation center assets with low vulnerability to extreme heat falls from 
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100% in the baseline down  to 91% in 2030 and 2050 and to 73% in 2070. At the same time, 
the proportion of those assets with medium vulnerability to extreme heat increases across 
time horizons. This is starker under the SSP3- 7.0 extreme - year (time - P95) view, as the share 
of office building assets with medium vulnerability to extreme heat rises from 25% in the 
baseline and 2030 to 63% in 2050 and 2070. At the same time, the proportion of 
construction and operation center assets with medium vulnerability to ex treme heat grows 
from 18% in the baseline  to 27% in 2030, 36% in 2050, and 46% in 2070 under the same view . 
Still, it is notable that throughout time periods and scenarios, no asset under these asset 
types is expected to reach high vulnerability to extreme heat.  
 
On the contrary, communication centers exhibit a significant proportion of assets with high 
vulnerability. Under the SSP3- 7.0 median - year (time - P50) view , 11% of those assets have high 
vulnerability to extreme heat  in the baseline , a number which remains stable across 2030, 
2050, and 2070. Under the SSP3- 7.0 extreme - year (time - P95) view , the initial 11% of assets 
are with high vulnerability both in the observed baseline  and 2030 , growing to 18% by 2050 
and 30% by 2070. 100% of asset critical facilities are projected to remain with low 
vulnerability across all time horizon s. 
 

Table 24. Facility assets and projected vulnerability to extreme heat   
Facility assets and projected vulnerability to extreme heat (by % of total number of assets of each 

type ) for median - model (model - P50) and both median - year and extreme - year (time - P50 and 
time - P95). 

Time Horizon  
Vulnerability Levels  
(SSP3- 7.0 time - P50, 

model - P50 ) 

Vulnerability Levels  
(SSP3- 7.0 t ime - P95, 

model - P50 ) 
 Low Medium  High Low Medium  High 

Facilities  
 Office Buildings  

Baseline  100% 0% 0% 75% 25% 0% 

2030  100% 0% 0% 75% 25% 0% 

2050  75% 25% 0% 38% 63% 0% 

2070  75% 25% 0% 38% 63% 0% 
 Construction and Operation Centers  

Baseline  100% 0% 0% 82% 18% 0% 

2030  91% 9% 0% 73% 27% 0% 

2050  91% 9% 0% 64% 36% 0% 



 

73 
CLIMATE ADAPTATION AND VULNERABILITY REPORT 

2070  73% 27% 0% 55% 46% 0% 
 Communication Centers  

Baseline  88% 2% 11% 61% 29% 11% 

2030  75% 14% 11% 32% 57% 11% 

2050  64% 25% 11% 27% 55% 18% 

2070  43% 46% 11% 14% 55% 30% 
 Asset Critical Facilities  

Baseline  100% 0% 0% 100% 0% 0% 

2030  100% 0% 0% 100% 0% 0% 

2050  100% 0% 0% 100% 0% 0% 

2070  100% 0% 0% 100% 0% 0% 

Note: Due to rounding, vulnerability level percentages for certain assets may not equal 100%  
 
3.2.1.2.6 Gas 

Vulnerability analysis to extreme heat was not performed for gas assets because they are 
not sensitive to the hazard.  
3.2.1.3 Vulnerability of Operations & Services 
SDG&E characterized  the vulnerability of its operations and services to extreme heat  by 
considering the exposure of p0@ư4źĊƇĊÍĆğßÄÍƇĐÍĆĆßĐøĆĦƇĐøƇĐÞÍƇÞ·Ĭ·ĆÉ and the sensitivity of 
each operation and service .  
 
Extreme heat is projected to increase across the SDG&E service territory  in the future . For 
example, the number of days with daily maximum temperature over 104  °F (40  °C), could 
increase by as much as 60 days by 2070 in certain parts of the service territory. The 
ÞÍßÚÞĐÍóÍÉƇÍĥăøĊĔĆÍƇøÙƇĐÞÍƇĊÍĆğßÄÍƇĐÍĆĆßĐøĆĦƇĐøƇÍĥĐĆÍòÍƇÞÍ·ĐƇßĊƇìßêÍìĦƇĐøƇßòă·ÄĐƇp0@ư4źĊƇ
operations and services in direct and indirect ways . It could, for instance, directly impact 
vegetation management as it becomes unsafe for workers to perform the necessary targeted 
ground - to - sky trimming activities during extreme heat events. At the same time, the reduced  
operational efficiency of assets and their accelerated failure rate  would indirectly impact 
p0@ư4źĊƇøăÍĆ·ĐßøóĊƇ·óÉƇĊÍĆğßÄÍĊƇßóƇÄ·ììßóÚƇÙøĆƇĊĐĆÍóÚĐÞÍóÍÉƇĆÍìß·ÃßìßĐĦƇăì·óóßóÚŚƇIn addition, 
where SCADA equipment is not available, asset management could be affected as workers 
need to take manual load ratings on transformers to ensure acceptable ratings during heat 
days. 
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To understand the sensitivity of operations and services to extreme heat, SDG&E 
characterized their current operational maturity  to  this hazard .43 The output of the 
operational maturity  scoring is presented in   
Table 25. 
 

Table 25. Operational maturity  scores of SDG &E's operations and services for extreme 
heat 

 
 
Based on the  projected  ÞßÚÞƇÍĥăøĊĔĆÍƇøÙƇĐÞÍƇp0@ư4źĊƇĊÍĆğßÄÍƇĐÍĆĆßĐøĆĦƇĐøƇÍĥĐĆÍòÍƇÞÍ·ĐƇ·óÉƇ
on the operational maturity  scores obtained, asset management, communication s, and 
supply management have the highest  projected  operational vulnerability to the hazard. In 
each case, resilience practices are not currently fully incorporated .  
 
Vegetation management appears to be in better standing, through frequent personnel 
training  in the preparation of extreme heat events. A stronger integration  of this resilience 
practice  makes vegetation management less sensitive to extreme heat.   
 
Emergency response and safety operations  currently incorporate personnel  training  and 
investments  in new technologies and innovations to deliver better or more efficient 
performance, making them less sensitive and less vulnerable to extreme heat.  
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Finally, reliability planning is least  vulnerable across all operations and services  by tracking 
performance under extreme heat conditions , in addition to the other resilience practices 
mentioned above . These results are summarized  in Figure 19, below. 
 
Figure 19. Graphical representation of the vulnerability of SDG&E's operations and services 

to extreme heat  
 

 
 
3.2.2 Wildfire  
Hazard Characterization  
In 2024 , there were over 8,000  wildfires , resulting in more than 1 million acres of burned land 
in the state of California. 44 Many wildfires occurred on elevated fire danger days , or days with 
environmental conditions that are conducive to rapid wildfire  spread , which are projected to 
increase in frequency through 2100.  The projected increase in temperature is expected to 
have a direct contribution to  increasing wildfire risk by potentially creating more frequent 
and longer dry conditions that  will likely lead to lower fuel moisture levels45 and impact the 
magnitude, timing, and frequency of wildfires.    
 
Variables and Methods  
The following climate variables were analyzed to determine present - day and future exposure 
to wildfires : 

¶ Annual number of days above the 1995- 2014 historical 95th percentile Canadian 
Forest Fire Weather Index ( hereafter  referred to as  FWI)  

¶ USDA/USFS Wildfire Risk to Communities Historical Wildfire Likelihood  

The variables listed above were calculated using FWI and historical burn probability data . The 
data used to determine wildfire risk were obtained through the Cal- Adapt Analytics Engine 
AWS S3 Data Catalog and USDA/USFS Wildfire Risk to Communities Dataset. At the time of 
the current SDG&E  CAVA filing, the CMIP6- based wildfire projection s for California by 
University of California Merced 46 were not publicly available . Instead, SDG&E leveraged 
historical burn probability data and FWI. FWI accounts for daily temperature, relative 
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humidity, wind speed, and precipitation to provide an understanding of how conducive the 
projected conditions are to wildfire development.   
 
The FWI is a widely used , generalized measure of fire potential that incorporates both fuel 
aridity and fire weather (using daily maximum temperature, minimum or average relative 
humidity, wind speed, and precipitation), irrespective of fuel type and abundance. The FWI 
relies on meteorological variables and therefore captures the environmental conditions that 
are conducive to wildfire. It is important to note that FWI does not include three important 
factors of wildfire risk and spread: vegetation/fuel avai lability and type , ignition (natural vs. 
human- caused) , and fire suppression and management. Therefore, an increase in the 
frequency of high fire danger days (>  the historical 95th percentile FWI  value) does not 
necessarily correlate with  an increase in the frequency or intensity of wildfires, as additional 
factors are required for wildfire ignition and propagation. Finally, FWI does not explicitly 
simulate wildfire ignition and spread, and not all extreme fire weather days result in a wild fire. 
When a wildfire occurs in the observed world, feedback  from wildfire dynamics (e.g., heat 
from wildfires resulting in convective activity) could affect subsequent wildfire risk.  
 
The FWI system, developed by the Canadian Forest Fire Danger Rating System, consists of 
six components that account for the effects of fuel moisture and weather conditions on fire 
behavior. The first three components are fuel moisture codes, which are numeric ratings of 
the moisture content of the forest floor and other dead orga nic matter. There is one fuel 
moisture code for each of three layers of fuel: litter and other fine fuels , loosely compacted 
organic layers of moderate depth , and deep, compact orga nic layers. The remaining three 
components are fire behavior indices, which represent the rate of fire spread, the fuel 
available for combustion, and the frontal fire intensity. Calculation of the components is 
based on consecutive daily observations of te mperature, relative humidity, wind speed, and 
daily precipitation. The six standard components provide numeric ratings of relative potential 
for wildland fire.  
 
Projected Change across the SDG&E Service Territory  
The following figures illustrate the observed  baseline and projected change in the annual 
number of days with FWI above its 1995- 2014 historical 95th percentile for 2050 and 
historical burn probabilities. Figure 20  shows the baseline and projected change in days 
above the annual historical 95th percentile FWI  (hereafter referred to as high fire danger 
days 47) by 2050. Historically, the greater  number of high fire danger days occur s in the Desert, 
Mountain, and Inland regions with low er humidity and high er temperatures, while the Coastal 
region has fewer high fire danger days. By 2050, while there are slight decreases in some 
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places near the coast line, nearly all of SDG&EźĊ service territory is projected to experience 
greater  high fire danger days, with the largest increases in low er- lying areas of the Mountain 
and Inland regions. This is likely due to projected increases in temperature and decreases in 
humidity and precipitation.  
 

Figure 20 . Observed  and projected  days above the  historical  95th  percentile  of FWI 
Observed baseline  (1995- 2014; left panels) and projected change (right panels)  in the annual 

number of days with FWI above its 1995- 2014 historical 95th percentile value. Projected values 
represent median - year (time - P50) 2050  with median - model  (model - P50; upper right panel) and 

extreme - model (model - P90 ; lower right panel) views under the  SSP3- 7.0 scenario.   

 

 
 
Figure 21 below  shows the historical burn probabilities across the SDG&E service territory 
with color contours highlighting Tier 2 and 3 High Fire - Threat Districts (HFTDs). The HFTD tiers 
align well with higher burn probabilities, indicating that burn probability is a strong proxy for 
baseline exposure of wildfire. Burn probability is highest in the Mounta in and Inland regions 
and near- zero in much of the Coastal and Desert regions.  
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Figure 21. Historical burn probability across the SDG&E service territory  

Tier 2 and Tier 3 CPUC High Fire- Threat Districts (HFTDs) are shown in green and yellow, 
respectively.  

 
 
Model and Scenario Uncertainty Projected Change  
The ribbon plots  highlighted in  Figure 22 (time - P50)  and Figure 23, Figure 24 (time - P95)  
showcase  the annual number of days above the historical  95 th percentile FWI in four cities in 
the SDG&E service territor y. FWI projections demonstrate high  model and scenario 
uncertainty across the service territory , which is likely reflecting  the influence of  more 
uncertain  precipitation, humidity, and wind projections relative to temperature that  drive 
variability in the FWI calculations . This leads to a large model ensemble spread and 
differences in projected trends across emissions scenarios.  Overall, climate models project 
the changes outlined below for me dian- year projections ( time - P50) (Figure 22, Table 26). 
 

Table 26. Overview of model projections  for median - year (time - P50)  
Projected change is relative to the 1995- 2014 baseline.  

Location  Variable  
Baseline  
(1995- 2014) 

Year 
Projected change from 
baseline *  

San Diego 
(Coastal)  

Days above 
historical 95 th 
percentile FWI  

17 days per 
year 

2030  0 days ( - 4 to +3 days)  
2050  1 days (- 7 to +8 days) 

2070  
3 days (- 4 to +7 days) 
 

Escondido 
(Inland)  

Days above 
historical 95 th 
percentile FWI  

15 days per 
year 

2030  4 days (0 to + 7 days)  

2050  
7 days (- 1 to +15 days) 
 

2070  11 days (- 1 to +14 days) 

2030  6 days ( - 2 to +7 days)  
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Julian 
(Mountain)  

Days above 
historical 95 th 
percentile FWI  

17 days per 
year 

2050  8 days (1 days to +15 days) 

2070  11 days (1 day to +18 days) 

Borrego 
Valley 
(Desert)  

Days above 
historical 95 th 
percentile FWI  

19 days per 
year 

2030  0 days ( - 6 to +3 days)  

2050  
 

2 days (- 4 to +3 days) 
 

2070  
 

4 days ( - 3 to +14 days) 
 

* The value presented represents SSP3 - 7.0 50th  percentile (model - P50 ) result with the 
range from SSP2- 4.5 10th  percentile  (model - P10) to SSP5- 8.5 90th  percentile  (model -
P90 ) is given in parentheses.  These use time 50 th percentile (time - P50)  
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Figure 22. Annual days above  historical  95th  percentile  FWI in San Diego County  locations  
Projected values represent 2030, 2050, and 2070 in SSP2 - 4.5, SSP3- 7.0, and SSP5- 8.5 scenarios  

for median - year projections ( time - P50 ). 

 
Climate models project the changes outlined below for extreme - year projections (time - P95) 
(Figure 23, Table 27). 
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Table 27. Overview of model projections  for extreme - year (time - P95)  
 Projected change is relative to the 1995- 2014 baseline.  

Location  Variable  
Baseline  

(1995- 2014) 
Year 

Projected change from 
baseline *  

San Diego 
(Coastal)  

Days above 
historical 95 th 
percentile FWI  

41 days per 
year 

2030  - 8 days (- 20 to - 3 days)  
2050  - 8 days ( - 11 to +20  days) 
2070  - 3 days (- 17 to +6 days) 

Escondido 
(Inland)  

Days above 
historical 95 th 
percentile FWI  

41 days per 
year 

2030  - 6 days ( - 14 to +3 days) 

2050  
- 1 day (- 13 to +12 days) 
 

2070  7 days (- 9 to 14 days) 

Julian 
(Mountain)  

Days above 
historical 95 th 
percentile FWI  

34 days  per 
year 

2030  5 days ( - 7 to +20  days)  

2050  5 days (- 7 to +15 days) 

2070  12 days (- 2 to +26 days) 

Borrego 
Valley 
(Desert)  

Days above 
historical 95 th 
percentile FWI  

27 days per 
year 

2030  3 days ( - 5 to +13 days) 

2050  
 

7 days (- 1 to +22 days) 
 

2070  
 

13 days (- 1 to 23 days) 

* The value presented represents SSP3 - 7.0 50 th  Percentile (model - P50 ) result with the 
range from SSP2- 4.5 10th percentile (model - P10) to SSP5- 8.5 90 th p ercentile  (model -
P90)  is given in parentheses.  These use time 95th percentile (time - P95) 
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Figure 23, Figure  24. Extreme- year (P95) projected days above historical  95 th percentile 
FWI in San Diego County  locations  

Annual number of d ays above the historical 95th percentile FWI in San Diego, Escondido, Julian, and 
Borrego Valley. Projected values represent 2030, 2050, and 2070 in SSP2 - 4.5, SSP3- 7.0, and SSP5-

8.5 scenarios  for extreme - year projections ( time - P95). 
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3.2.2.1 Exposure Scores 
Exposure Approach  
Exposure was scored on a 0 - to - 5 scale, with 0 representing no exposure and 5 representing 
very high exposure. The 0 - to - 5 scale aligns with approaches undertaken by other utility 
companies across the U.S. that are engaging in similar vulnerability scoring exercises.  Wildfire 
thresholds were developed with exposure scoring using FWI projections. Exposure was 
evaluated using both  FWI projections and the USFS/USDA Wildfire Risk to Communities 
historical burn probability dataset to identify areas most likely to be exposed to wildfire 
under increases in FWI.  The following table  (Table 28) shows asset - specific exposure 
thresholds used to bucket wildfire scores:  
 

Table 28. Exposure score thresholds for different wildfire variables  

Hazard  Wildfire  

Asset Type  All assets 
Weighting  50% 50% 

Variable  
Annual number of days above 
historical 95th percentile FWI  

Historical wildfire probability  

Thresholds  

Days Exposure Score  
Annual Likelihood 

(%) 
Exposure Score  

< 19 days 0  0% 0  
> 19 Ų 20 days  1 > 0 Ų 0.1% 1 
> 20 Ų 23 days  2 > 0.1 Ų 0.5% 2 
> 23 Ų 25 days  3 > 0.5 Ų 2.5% 3 
> 25 Ų 28 days  4 > 2.5 Ų 5% 4 

> 28 days 5 > 5% 5 
 
3.2.2.1.1 Exposure Summary 

Exposure to wildfire is projected to increase across the service territory through the 21 st 
century , particularly in the Mountain and Inland regions  where exposure scores are projected 
to be highest  Figure 25 shows boxplots for the distribution (min imum , 25th percentile, 50 th 
percentile, 75 th percentile, and maximum values ) of wildfire exposure scores for each asset 
family across time under the SSP3 - 7.0 median - model  (model - P50)  scenario. Across all asset 
families, wildfire exposure scores are projected to increase over time.  
  
The 50 th percentile boxplot  mark of median - year (time - P50) wildfire exposure scores across 
most asset families is projected to increase from 0 to  1 in the observed baseline period and 
2030, to 0.5- 1.5 by 2050, and 1 to 2 by 2070. Generally, the 50 th percentile boxplot mark  of 
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extreme - year (time - P95) wildfire exposure scores is projected to increase from 0 to  1 in the 
observed period to 2.5- 3.5 by 2070. Under median - year (time - P50) wildfire exposure 
scores, the communication  and facilities  asset families experience the greatest change in 
exposure magnitudes, while transmission and facilities  experience the greatest change in 
extreme - year (time - P95) exposure magnitudes.  Exposure score distributions by region are 
provided in Appendix II Ų Regional median- year (time - P50) exposure boxplots . 

 
Figure 25. Wildfire  exposure  score  distributions  by  asset  family 

Wildfire exposure score distributions for each asset family for the observed  baseline , 2030, 2050, 
and 2070 for SSP3 - 7.0 50th percentile (model - P50) scenario. Exposure score distributions are 

shown for median - year and extreme - year (time - P50 and time - P95) and median - model ( model -
P50) for each time horizon.  

 

 
 
3.2.2.2 Sensitivity and Vulnerability Scores  
In the baseline period , a majority of assets have low vulnerability to wildfires , with localized 
areas of medium vulnerability in the inland and mountain regions. By 2070,  higher 
vulnerability  becomes  more widesp read in the inland and mountain regions , with many 
electrical assets at  low vulnerability  in the baseline  shifting toward medium  vulnerability , and 
those  at medium vulnerability shifting toward high  vulnerability . The most notable change 
toward 2070 in terms of the  percentage  of assets to medium and high vulnerability scores 
are for primary overhead distribution conductors, overhead fiber lines, SCADA units, and 
communication centers.  These shifts  in vulnerability and  regionality are illustrated  in the map 
below  (Figure 26), which show s vulnerability for overhead conductors and wildfires in the 
baseline, 2030, 2050,  and 2070.  

ÂΦΡÂΡΜ ìŔũĬǯƖĲ

ÉƨĤƚƣċƣŔŸŰƚШШШШШШ?ŔƚƣƖŔĤƨƣŔŸŰШШШШÑƖċŰƚůŔƚƚŔŸŰШШ9ŸůůƨŰŔĦċƣŔŸŰ[ċĦŔũŔƣŔĲƚƚƚĲƣШŉċůŔũǃа
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Figure 26. Overhead  conductor  vulnerability  to  wildfire  
Map of overhead conductors & vulnerability to wildfire  in the 1995- 2014 observed baseline , 2030, 

2050,  and 2070  for  the median - model ( model - P50) and median - year ( time - P50) view under SSP3-
7.0 scenario.  

 
 
3.2.2.2.1 Transmission 

Sensitivity  Scores  
Out of all transmission asset types, overhead line segments  and poles and towers  are both  
moderately  sensitive to wildfire . Even though SDG&E has taken steps to mitigate wildfire risk , 
such as implementing vegetation management programs to prevent encroachment of 
transmission lines , conductors may still be sensitive to wildfires. Additionally, heavy smoke 
from nearby wildfires can affect  conductors  and cause electrical arc, thus de - energizing 
conductors. In the case of poles and towers, fire in the direct vicinity of a transmission tower 
ò·ĦƇĐÞĆÍ·ĐÍóƇĐÞÍƇĐøĠÍĆźĊƇßóĐÍÚĆßĐĦśƇÉÍĊăßĐÍƇĊĐÍÍìƇĐĆ·óĊòßĊĊßøóƇăøĐÍóĐß·ììĦƇÞ·ğßóÚƇ·Ƈò·ĆÚßó·ììĦƇ
lower sensitivity to wildfire and existing vegetation management practices that reduce the 
likelihood of wild fires reaching transmission structures.  In contrast , underground line sub 
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segments (cables) are essentially protected from wildfire risk  given that they are 
underground. The sensitivity scoring for these asset types is further detailed in Appendix I Ų 
Sensitivity Scoring Results . 
 
Vulnerability Scores  
Based on the exposure, sensitivity , and adaptive capacity scoring methodology for wildfires  
in Section 3.1.1, the resulting vulnerability scores are presented in Table 29. Most transmission 
assets have low vulnerability  in the baseline  to wildfire in the median - model (model - P50) 
view under the  SSP3- 7.0 scenario . For transmission underground line assets, vulnerability is 
projected to remain low across future time horizons.  
 
For overhead structures, vulnerability is projected to increase  over time  under the SSP3- 7.0 
median - year (time - P50)  and median - model (model - P50)  view. The proportion of 
transmission overhead structures with medium vulnerability could grow from 0% in the 
baseline, to 2%, 5%, and 11% by  2030, 2050, and 2070 , respectively . This is also true under 
SSP3- 7.0 extreme - year (time - P95) view, where the proportion of assets with medium 
vulnerability is expected to grow from 56% to 57% between now and 2030  then remainin g 
stable through 2050 and 2070.  For transmission overhead line assets, the proportion of 
assets with medium vulnerability from wildfire is projected to grow from 0% in the baseline  
to 7% in 2030, 11% in 2050, and 20% by 2070 under the SSP3- 7.0 median - year (time - P50)  
view, while it is expected to grow from 66 % in the baseline  to 69% in 2030 and remaining 
stable until 2070 under SSP 3- 7.0 extreme - year (time - P95) view. Under that same  time - P95 
view, the percentage of transmission overhead line assets with high vulnerability to wildfire 
grows from 5% in the baseline  to 6% in 2030 before remaining stable through 2070.  
 

Table 29. Transmission assets and projected vulnerability to wildfire   
Transmission assets and projected vulnerability to wildfire (by % of total number of assets of each 

type)  for median - model (model - P50) and both median - year and extreme - year (time - P50 and 
time - P95). 

Time 
Horizon  

Vulnerability Levels  
(SSP3- 7.0 model - P50 , time - P50 ) 

Vulnerability Levels  
(SSP3- 7.0 model - P50 , time - P95) 

 Low Medium  High Low Medium  High 

Transmission  
 Transmission Overhead Line  

Baseline  100% 0% 0% 29% 66 % 5% 

2030  93% 7% 0% 26% 69% 6% 

2050  89% 11% 0% 26% 69% 6% 
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2070  80% 20% 0% 26% 69% 6% 
 Transmission Underground Line  

Baseline  100% 0% 0% 100% 0% 0% 

2030  100% 0% 0% 100% 0% 0% 

2050  100% 0% 0% 100% 0% 0% 

2070  100% 0% 0% 100% 0% 0% 
 Transmission Overhead Structures  

Baseline  100% 0% 0% 44% 56% 0% 

2030  98% 2% 0% 43% 57% 0% 

2050  95% 5% 0% 43% 57% 0% 

2070  89% 11% 0% 43% 57% 0% 

Note: Due to rounding, vulnerability level percentages for certain assets may exceed 100%  
 
3.2.2.2.2 Distribution 

Sensitivity Scores  
Out of all distribution  asset types, poles, primary overhead conductor, overhead transformer, 
pad - mounted transformer, voltage regulator, dynamic protective device, and capacitor 
assets all have a high sensitivity to wildfire. In the case of poles, fire in the direct vicinity may 
threaten the asset integrity, and distribution poles tend to be both lower than transmission 
ones and made of wood. Higher wildfire exposure for primary overhead conductors  stems 
from proximity to the ground and to tall vegetation compared to transmission conductors. 
Similarly, overhead transformer assets run at the same height  as distribution conductors and 
therefore face similar risks. Pad- mounted transformers are susceptible to damage from 
wildfire by being at grade level. The specificity of location as a determinant of sensitivity is 
also found to be relevant  for voltage regulators  and pole - mounted capacitors,  which can be 
exposed to wildfire condition s by being placed along distribution circuits , as well as dynamic 
protective devices (fault interrupters, reclosers, auto - throwovers, switches, fuses).  The 
sensitivity scoring for these asset types is further detailed in Appendix I Ų Sensitivity Scoring 
Results. 
 
Vulnerability Scores  
Based on the exposure, sensitivity , and adaptive capacity scoring methodology for wildfires 
in Section 3.1.1, the resulting vulnerability scores are presented  in Table 30 . Most distribution 
assets have low vulnerability  in the baseline  to wildfire under the SSP3- 7.0 median - model 
(model - P50)  and median - year and extreme - year (time - P50 and time - P95) views . For 
primary underground conductors and subsurface transformers, all assets are projected to 
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continue to have a low vulnerability to wildfire across future time horizons and different 
climate scenarios.  
 
For overhead structures, primary overhead conductors, overhead transformers, pad -
mounted transformers, voltage regulators, and dynamic protection devices, assets are 
projected to experience an increase in vulnerability to wildfire over time. This change is more 
evident under the SSP3- 7.0 extreme - year (time - P95) view. For example, while 9 5% of 
primary overhead conductor assets have low vulnerability  in the baseline  to wildfire under 
the SSP3- 7.0 median - year (time - P50)  view, this proportion drops to 89% in 20 30, 74% in 
2050, and 66% in 2070 , but the proportion with medium vulnerability increases from  5% in 
the baseline period to 11%, 26%, and 31% by 2030, 2050, and 2070 , respectively . Under the 
SSP3- 7.0 extreme - year (time - P95) view, the proportion of those assets with medium 
vulnerability to wildfire remains stable at 69% from the baseline to 2030  and remaining 
mostly unchanged through 2070. The primary overhead conductor assets with high 
vulnerability are projected to remain stable at 31% across all time horizons . 
 

Table 30 . Distribution assets and projected vulnerability to wildfire   
Distribution assets and projected vulnerability to wildfire (by % of total number of assets of each 
type)  for median - model (model - P50) and both median - year and extreme - year (time - P50 and 

time - P95). 

Time 
Horizon  

Vulnerability Levels  
(SSP3- 7.0 model - P50 , time - P50 ) 

Vulnerability Levels  
(SSP3- 7.0 model - P50 , time - P95) 

 Low Medium  High Low Medium  High 

Distribution  
 Distribution Overhead Structures  

Baseline  98% 2% 0% 13% 73% 14% 

2030  96% 4% 0% 13% 73% 14% 

2050  89% 11% 0% 16% 70% 14% 

2070  83% 16% 1% 13% 74% 14% 
 Primary Overhead Conductor  

Baseline  95% 5% 0% 0 % 69 % 31% 

2030  89% 11% 0% 0% 69% 31% 

2050  74% 26% 0% 3% 66% 31% 

2070  66% 31% 3% 0% 69% 31% 
 Primary Underground Conductor  

Baseline  100% 0% 0% 100% 0% 0% 
2030  100% 0% 0% 100% 0% 0% 
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2050  100% 0% 0% 100% 0% 0% 

2070  100% 0% 0% 100% 0% 0% 
 Overhead Transformer  

Baseline  96% 4% 0% 0 % 72% 28% 

2030  91% 9% 0% 0% 72% 28% 

2050  77% 23% 0% 3% 69% 28% 

2070  68% 30% 2% 0% 72% 28% 
 Pad- mounted Transformer  

Baseline  100% 0% 0% 0 % 93% 7% 

2030  99% 1% 0% 1% 92% 7% 

2050  95% 5% 0% 3% 90% 7% 

2070  91% 9% 0% 0% 93% 7% 
 Subsurface Transformer  

Baseline  100% 0% 0% 100% 0% 0% 

2030  100% 0% 0% 100% 0% 0% 

2050  100% 0% 0% 100% 0% 0% 

2070  100% 0% 0% 100% 0% 0% 
 Voltage Regulator  

Baseline  94% 6% 0% 1% 41% 58% 

2030  78% 22% 0% 0% 42% 58% 

2050  52% 48% 0% 0% 42% 58% 

2070  38% 60% 2% 0% 42% 58% 
 Dynamic Protection Devices  

Baseline  99 % 1% 0% 0 % 93% 7% 

2030  98% 2% 0% 1% 92% 7% 

2050  94% 6% 0% 4% 90% 7% 

2070  92% 8% 0% 0% 93% 7% 
 Pad- mount ed  Switches  

Baseline  100% 0% 0% 0% 96 % 4% 

2030  100% 0% 0% 1% 95% 4% 

2050  98% 2% 0% 2% 94% 4% 

2070  95% 5% 0% 0% 96% 4% 
 Underground Switches  

Baseline  100% 0% 0% 100% 0% 0% 
2030  100% 0% 0% 100% 0% 0% 
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2050  100% 0% 0% 100% 0% 0% 

2070  100% 0% 0% 100% 0% 0% 
 Overhead Switches  

Baseline  99% 2% 0% 0 % 83% 17% 

2030  95% 5% 0% 0% 83% 17% 

2050  87% 13% 0% 3% 80% 17% 

2070  81% 19% 1% 0% 83% 17% 

 Distribution Capacitors  
Baseline  100% 0% 0% 0% 93% 7% 

2030  99% 2% 0% 0% 92% 7% 

2050  94% 6% 0% 3% 90% 7% 

2070  91% 9% 0% 0% 93% 7% 

Note: Due to rounding, vulnerability level percentages for certain assets may not equal  100%  
 
3.2.2.2.3 Substations 

Sensitivity Scores  
All substation assets have a low sensitivity  to wildfire. This is related to vegetation cutbacks 
around substations helping to reduce sensitivity to wildfire, which implies  that all 
components within the boundary of a substation have the same sensitivity to wildfire. 
However, substation components will be  sensitive to wildfire in the event of exposure.  The 
sensitivity scoring for these asset types is further detailed in Appendix I Ų Sensitivity Scoring 
Results. 
 
Vulnerability Scores  
Based on the exposure, sensitivity , and adaptive capacity scoring methodology for wildfires  
in Section 3.1.1, the resulting vulnerability scores are presented in Table 31. Most substation 
assets have low vulnerability to wildfire across all time horizons and under the  SSP3- 7.0 
median - model (model - P50)  and median - year and extreme - year (time - P50 and time - P95) 
views.  
 
For circuit breakers, switchgears, and capacitor banks, the percentage of assets that have 
low vulnerability under the  SSP3- 7.0 median - year (time - P50) view  drops only marginally  
from 100% in the baseline, 2030, and  2050  to 9 9% in 2070 , as the proportion of assets with 
a medium vulnerability to wildfire increases from 0% in the baseline , 2030 , and 2050 to 1% in 
2070 . For these same asset families, vulnerability scores under SSP3 - 7.0 extreme - year 
(time - P95) view  follow a similar trend, with the percentage of assets with low vulnerability 
dropping from 94% in the baseline to 93% in 2030, before remaining stable  in 2050 and 2070 , 
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as the proportion of assets with medium vulnerability rises from 6% in the baseline  to 7% in 
2030, 2050, and 2070 .  
 
For substation transformers  and substation voltage regulator s asset vulnerability , the 
percentage of assets with a high vulnerability remains at 0% across all time periods under 
both scenarios. The percentage of assets with medium vulnerability increases over time.  
 

Table 31. Substation assets and projected vulnerability to wildfire   
Substation assets and projected vulnerability to wildfire (by % of total number of assets of each 
type)  for median - model (model - P50) and both median - year and extreme - year (time - P50 and 

time - P95). 

Time 
Horizon  

Vulnerability Levels  
(SSP3- 7.0 model - P50 , time - P50 ) 

Vulnerability Levels  
(SSP3- 7.0 model - P50 , time - P95) 

 Low Medium  High Low Medium  High 

Substation  
 Substation Transformer  

Baseline  100% 0% 0% 96 % 4% 0% 

2030  100% 0% 0% 96 % 5% 0% 

2050  100% 0 % 0% 96 % 5% 0% 

2070  99 % 1% 0% 96 % 5% 0% 
 Substation Voltage Regulator  

Baseline  100% 0% 0% 100% 0% 0% 

2030  100% 0 % 0% 100% 0 % 0% 

2050  100% 0 % 0% 100% 0 % 0% 

2070  100% 0 % 0% 100% 0 % 0% 
 Substation Reactor  

Baseline  100% 0% 0% 99 % 1% 0% 

2030  100% 0% 0% 99 % 1% 0% 

2050  100% 1% 0% 99 % 1% 0% 

2070  100% 1% 0% 99 % 1% 0% 
 Substation DPD  

Baseline  100% 0% 0% 100% 0% 0% 

2030  100% 0% 0% 100% 0 % 0% 

2050  100% 0% 0% 100% 0 % 0% 

2070  100% 0% 0% 100% 0 % 0% 
 Circuit Breakers  
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Baseline  100% 0% 0% 94% 6% 0% 
2030  100% 0 % 0% 93% 7% 0% 

2050  100% 0 % 0% 93% 7% 0% 

2070  99 % 1% 0% 93% 7% 0% 
 Switchgear  

Baseline  100% 0% 0% 94% 6% 0% 

2030  100% 0 % 0% 93% 7% 0% 

2050  100% 0 % 0% 93% 7% 0% 

2070  99 % 1% 0% 93% 7% 0% 
 Capacitor Banks  

Baseline  100% 0% 0% 94% 6% 0% 

2030  100% 0 % 0% 93% 7% 0% 

2050  100% 0 % 0% 93% 7% 0% 

2070  99 % 1% 0% 93% 7% 0% 

Note: Due to rounding, vulnerability level percentages for certain assets may exceed 100%  
 
3.2.2.2.4 Communication  

Sensitivity Scores  
Across all communication assets, overhead fiber, overhead copper, SCADA (RTU), and 
antennas are found to have severe sensitivity to wildfire.  Wildfire impacts overhead fiber 
assets by affecting the protective sheathing around the fiber cables, leading to exposure and 
potential damage to the fibers themselves. Similarly, for overhead copper  assets , intense 
heat from wildfires may damage conductor insulation and lead to short - circuits or conductor 
failure. RTUs are also sensitive to fire , and assets can be exposed to wildfire conditions by 
being placed near the location of distribution transformers, which also implies that the 
sensitivity is lower for SCADA units within substations. Finally, antennas can be exposed to 
wildfire conditions  and, even in the absence of direct contact, their  components are found 
to be sensitive to the heat conditions of a fire. Communication  poles have a low sensitivity 
to wildfire given that they are made of steel and underground fiber and copper assets have 
no sensitivity to wildfire because they are underground. The sensitivity scoring for these 
asset types is further detailed in Appendix I Ų Sensitivity Scoring Results . 
 
Vulnerability Scores  
Based on the exposure, sensitivity , and adaptive capacity scoring methodology for wildfires  
in Section 3.1.1, the resulting vulnerability scores are presented in  Table 32. Underground fiber 
and copper assets consistently have low vulnerability to wildfire across time horizons and 
scenarios. Overhead fiber, overhead structure, and SCADA (RTU) assets see a rise in the 



 

93  
CLIMATE ADAPTATION AND VULNERABILITY REPORT 

percentage of assets with medium to high vulnerability under the SSP3- 7.0 median - model 
(model - P50) and median - year (time - P50) view .  
 
Under this scenario, 91% of overhead fibers assets have low vulnerability to wildfire in the 
baseline, a proportion that drops to 85% in 2030, 68% in 2050, and 57% in 2070 - while the 
share of those assets with medium vulnerability to wildfire grows from 9% in the baseline to 
15% in 2030, 32% in 2050, and 39% in 2070, and that of assets with high vulnerability remains 
at 0% in the baseline , in 2030, and in 2050, before reaching 4% in 2070. Under SSP3 - 7.0 
extreme - year (time - P95), the share of those assets with high vulnerability to wildfire remains 
stable across all time horizons at 42% , that of SCADA (RTU) assets remains stable at  22% 
across all time horizons , and that of anten nas reaches 18% in the baseline . Beyond 2030, and 
in 2050 and 2070, those respective shares remain stable . 
 
For overhead copper assets, the percentage of assets with low vulnerability remains close to 
100% across all time horizons under the SSP3- 7.0 median - year (time - P50) view . However, 
under  the SSP3- 7.0 extreme - year (time - P95) view , the share of assets with medium 
vulnerability to wildfire peaks at 99 % in the baseline  and 2030 , before remaining relatively 
stable at 97% in 2050 and 99% in 2070.  
 

Table 32. Communication assets and projected vulnerability to wildfire   
Communication assets and projected vulnerability to wildfire (by % of total number of assets of 

each type)  for median - model (model - P50) and both median - year and extreme - year (time - P50 and 
time - P95). 

Time 
Horizon  

Vulnerability Levels  
(SSP3- 7.0 time - P50 , 

model - P50)  

Vulnerability Levels  
(SSP3- 7.0 time - P95, 

model - P50)  
 Low Medium  High Low Medium  High 

Communication  
 Overhead Fiber  

Baseline  91% 9% 0% 0 % 58% 42% 

2030  85% 15% 0% 0% 59% 42% 

2050  68% 32% 0% 0% 58% 42% 

2070  57% 39% 4% 0% 59% 42% 
 Overhead Copper  

Baseline  100% 0% 0% 0 % 99 % 1% 

2030  99% 1% 0% 0% 99% 1% 
2050  99% 1% 0% 2% 97% 1% 
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2070  99% 1% 0% 0% 99% 1% 
 Underground Fiber  

Baseline  100% 0% 0% 100% 0% 0% 

2030  100% 0% 0% 100% 0% 0% 

2050  100% 0% 0% 100% 0% 0% 

2070  100% 0% 0% 100% 0% 0% 
 Underground Copper  

Baseline  100% 0% 0% 100% 0% 0% 
2030  100% 0% 0% 100% 0% 0% 
2050  100% 0% 0% 100% 0% 0% 
2070  100% 0% 0% 100% 0% 0% 

 Overhead Structures ( Communication ) 

Baseline  100% 0% 0% 64% 36% 0% 

2030  99% 1% 0% 64% 36% 0% 

2050  96% 4% 0% 64% 36% 0% 

2070  92% 8% 0% 64% 36% 0% 
 SCADA RTU 

Baseline  98% 2% 0% 0 % 77% 22% 

2030  92% 8% 0% 1% 77% 22% 

2050  82% 18% 0% 3% 75% 22% 

2070  75% 24% 1% 0% 78% 22% 
 Antennas  

Baseline  98% 2% 0% 0 % 81% 18% 

2030  94% 6% 0% 1% 81% 18% 

2050  85% 15% 0% 3% 79% 18% 

2070  79% 20% 1% 0% 82% 18% 

Note: Due to rounding, vulnerability level percentages for certain assets may exceed 100%  
 
3.2.2.2.5 Facilities 

Sensitivity Scores  
Out of all facilities assets, communication centers have the highest  sensitivity to wildfires. 
This is due to most assets being found in remote locations that are hard to access, making 
clearance maintenance of surrounding vegetation challenging . Additionally,  fire protection is 
unmanned and thus less stringent. Operations and access may also be affected by larger 
wildfires moving through the area, and wildfires have the potential to  critically damage facility 
equipment (like servers and IT or HVAC equipment) and restrict access to communication 
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centers.  Furthermore , office buildings (headquarters, call centers, training centers, 
warehouses) and construction and operation centers have moderate sensitivity to wildfires. 
In both cases , this is due to operations and access being potentially affected by larger 
ĠßìÉÙßĆÍĊƇòøğßóÚƇĐÞĆøĔÚÞƇĐÞÍƇ·ĆÍ·śƇÉÍĊăßĐÍƇp0@ư4źĊƇøÙÙßÄÍƇÃĔßìÉßóÚĊƇÃÍßóÚƇtraditionally 
located within urban and suburban areas and the Company adhering  to the San Diego County 
Fire Code. In the case of construction and operations centers, lower sensitivity can be 
assigned to newer facilities due to the existence of better fire - protection systems.  Finally, 
and for similar reasons to those cited previously, asset critical facilities  have low sensitivity 
to wildfires. The sensitivity scoring for these asset types is further detailed in Appendix I Ų 
Sensitivity Scoring Results . 
 
Vulnerability Scores  
Based on the exposure, sensitivity , and adaptive capacity scoring methodology for wildfires  
in Section 3.1.1, the resulting vulnerability scores are presented in Table 33. Critical facilities 
assets have consistently low vulnerability across scenarios and time horizons. Office 
buildings and construction and operation centers, however, experience a rise in the 
proportion of their assets with medium vulnerability to wildfire. F or instance, under the SSP3-
7.0 median - model (model - P50) and median - year (time - P50) view , while 0% of construction 
and operation centers assets have medium vulnerability  in the baseline  to wildfire, that 
proportion increases to 9% by 2030 before stabilizing  in 2050 and 2070 . Under the SSP3-
7.0 extreme - year (model - P95), the proportion of those assets with medium vulnerability 
remain  stable at  46% across all time horizons . The share of those assets with high vulnerability 
to wildfire under that scenario also remains constant at  9% in the baseline, 2030, 2050, and 
2070.  A similar trend is also  observed with communication  centers, as the percentage of 
assets with medium and high vulnerability grows slightly  in the coming  decades under  the 
SSP3- 7.0 extreme - year (model - P95) view. The former remains constant from 4 6% in the 
baseline and in 2030, 45% in 2050, and 46% in 2070, while the latter remains at 54%  in the 
baseline, remaining stable through 2030, 2050 , and 2070.   
 

Table 33. Facility assets and projected vulnerability to wildfire  
Facility assets and projected vulnerability to wildfire (by % of total number of assets of each type)  

for median - model (model - P50) and both median - year and extreme - year (time - P50 and time - P95). 

Time Horizon  
Vulnerability Levels  
(SSP3- 7.0 time - P50 , 

model - P50)  

Vulnerability Levels  
(SSP3- 7.0 time - P95, 

model - P50)  
 Low Medium  High Low Medium  High 

Facilities  
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 Office Buildings  

Baseline  100% 0% 0% 88% 13% 0% 

2030  100% 0% 0% 88% 13% 0% 

2050  100% 0% 0% 88% 13% 0% 

2070  88% 13% 0% 88% 13% 0% 
 Construction and Operation Centers  

Baseline  100% 0% 0% 46% 46% 9% 

2030  91% 9% 0% 46% 46% 9% 

2050  91% 9% 0% 46% 46% 9% 

2070  91% 9% 0% 46% 46% 9% 
 Communication Centers  

Baseline  93% 7% 0% 7% 39% 54% 

2030  82% 18% 0% 0% 46% 54% 

2050  59% 41% 0% 2% 45% 54% 

2070  39% 54% 7% 0% 46% 54% 
 Asset Critical  Facilities  

Baseline  100% 0% 0% 100% 0% 0% 

2030  100% 0% 0% 100% 0% 0% 

2050  100% 0% 0% 100% 0% 0% 

2070  100% 0% 0% 100% 0% 0% 

Note: Due to rounding, vulnerability level percentages for certain assets may exceed 100%  
 
3.2.2.2.6 Gas Assets 

Sensitivity  Scores  
Out of all gas asset types, regulators, compressors , and valves have the highest sensitivity to 
wildfire . This is due to these assets being  generally above ground and therefore potentially  
directly impacted by exposure to wildfire.  High-  and medium - pressure pipes both have 
significantly  lower sensitivity to wildfire than regulators , compressors , and valves since they 
are typically buried below ground and are less likely to be damaged by exposure to wildfires . 
For medium - pressure pipes, sensitivity is determined to be lower than high - pressure pipes 
due to various material and location differences.  Sensitivity scores for gas as sets were 
determined by SCG SMEs and used to determine the asset vulnerabilities shown in the tables  
below. 
 
Vulnerability Scores  
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Based on the exposure, sensitivity , and adaptive capacity scoring methodology for wildfire s 
in Section 3.1.1, the resulting vulnerability scores are presented in Table 34, Table 35, and Table 
36. All gas assets have low vulnerability  in the baseline  to wildfire under the  SSP3- 7.0 median -
model (model - P50)  and median - year (time - P50) views .  
 
For regulators , vulnerability is projected to increase. The proportion of gas regulator  
structures with medium vulnerability could grow from 0 % in the baseline  and in 2030 , to 2% 
in 2050 and to 6% in 2070  under SSP 3- 7.0 median - year (time - P50) . Under SSP3- 7.0 
extreme - year (time - P95), the proportion of  gas regulator assets with medium vulnerability 
remains stable at 72% in the baseline  and 2030, decreasing to 70% in 2050, and rising back 
to 72% in 2070  
 
For high- pressure pipes, the share of assets with medium vulnerability from wildfire is 
projected to remain constant at 0% between now and 2070 under the SSP3- 7.0 median -
year (time - P50) view . Likewise, under the SSP3- 7.0 extreme - year (time - P95) view, 
vulnerability to wildfire remains constant , and the share of assets with medium vulnerability 
remains at 12% in the baseline , 2030, 2050, and 2070. Throughout time periods, it is notable 
that the share of those assets with high vulnerability to wildfire remains at 0%.  
 

Table 34 . High Pressure Pipe assets and projected vulnerability to wildfire   
High Pressure Pipe assets and projected vulnerability to wildfire (by % of total number of assets of 

each type)  for median - model (model - P50) and both median - year and extreme - year (time - P50 and 
time - P95). 

Time 
Horizon  

Vulnerability Levels  
(SSP3- 7.0 time - P50, 

model - P50)  

Vulnerability Levels  
(SSP3- 7.0 time - P95, 

model - P50)  
 Low Med.  High Low Med.  High 

High- Pressure Pipes (HPPs)  
 HPP 

Baseline  100% 0% 0% 88% 12% 0% 

2030  100% 0% 0% 88% 12% 0% 

2050  100% 0% 0% 88% 12% 0% 

2070  100% 0% 0% 88% 12% 0% 
 HP Service Pipes  

Baseline  100% 0% 0% 95% 5% 0% 

2030  100% 0% 0% 95% 5% 0% 

2050  100% 0% 0% 95% 5% 0% 
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2070  100% 0% 0% 95% 5% 0% 
Note: Due to rounding, vulnerability level percentages for certain assets may exceed 100%  
 

Table 35. Medium Pressure Pipe assets and projected vulnerability to wildfire  
Medium Pressure Pipe assets and projected vulnerability to wildfire (by % of total number of assets 
of each type)  for median - model (model - P50) and both median - year and extreme - year (time - P50 

and time - P95). 

Time 
Horizon  

Vulnerability Levels  
(SSP3- 7.0 time - P50 , 

model - P50)  

Vulnerability Levels  
(SSP3- 7.0 time - P95, 

model - P50)  
 Low Med.  High Low Med.  High 

Medium - Pressure Pipes  (MPPs) 
 MPP 

Baseline  100% 0% 0% 99 % 1% 0% 

2030  100% 0% 0% 99% 1% 0% 

2050  100% 0% 0% 99% 1% 0% 

2070  100% 0% 0% 99% 1% 0% 
 MP Service Pipes  

Baseline  100% 0% 0% 100% 0% 0% 

2030  100% 0% 0% 100% 0% 0% 

2050  100% 0% 0% 100% 0% 0% 

2070  100% 0% 0% 100% 0% 0% 

Note: Due to rounding, vulnerability level percentages for certain assets may exceed 100%  
 

Table 36. Regulator, Compressor, and valve gas assets and projected vulnerability to 
wildfire   

Regulator, Compressor, and valve gas assets and projected vulnerability to wildfire (by % of total 
number of assets of each type)  for median - model (model - P50) and both median - year and 

extreme - year (time - P50 and time - P95). 

Time 
Horizon  

Vulnerability Levels  
(SSP3- 7.0 time - P50, 

model - P50)  

Vulnerability Levels  
(SSP3- 7.0 time - P95, 

model - P50)  
 Low Med.  High Low Med.  High 

Regulators, Compressors, Valves  
 Controllable Gas Valve  

Baseline  100% 0% 0% 56% 44% 1% 
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2030  100% 0% 0% 56% 44% 1% 
2050  100% 1% 0% 56% 43% 1% 

2070  99% 1% 0% 56% 44% 1% 
 Non- Controllable Gas Valve  

Baseline  100% 0% 0% 94% 6% 0% 

2030  100% 0% 0% 94% 6% 0% 

2050  100% 0% 0% 94% 6% 0% 

2070  100% 0% 0% 94% 6% 0% 
 Regulator  

Baseline  100% 0% 0% 28% 72% 1% 

2030  100% 0% 0% 28% 72% 1% 

2050  98% 2% 0% 29% 70% 1% 

2070  94% 6% 0% 28% 72% 1% 
 Compressor Station *  

Baseline  100% 0% 0% -  -  -  

2030  100% 0% 0% -  -  -  

2050  0 % 100% 0% -  -  -  

2070  0 % 100% 0% -  -  -  

Note: Due to rounding, vulnerability level percentages for certain assets may exceed 100%  
*Vulnerability scores for the Moreno compressor station are from the SCG CAVA analysis 
 
3.2.2.3 Vulnerability of Operations & Services  
SDG&E characterized the vulnerability of its operations and services to wildfire  by 
ÄøóĊßÉÍĆßóÚƇĐÞÍƇÍĥăøĊĔĆÍƇøÙƇp0@ư4źĊƇĊÍĆğßÄÍƇĐÍĆĆßĐøĆĦƇĐøƇĐÞÍƇÞ·Ĭ·ĆÉƇ·óÉƇĐÞÍƇĊÍóĊßĐßğßĐĦƇøÙƇ
each operation and service.  
 
Exposure to wildfire  is projected to increase across certain locations within  the SDG&E 
service territory in the future. For example, the number of days above historical 95 th 
percentile FWI  could increase by 12 days in the Borrego Valley and Julian regions by 2070 . 
vÞÍƇÞÍßÚÞĐÍóÍÉƇÍĥăøĊĔĆÍƇøÙƇĐÞÍƇĊÍĆğßÄÍƇĐÍĆĆßĐøĆĦƇĐøƇĠßìÉÙßĆÍƇßĊƇìßêÍìĦƇĐøƇßòă·ÄĐƇp0@ư4źĊƇ
operations and services in direct and indirect ways. It could, for instance, provoke more 
frequent Public Safety Power Shutoffs,  and thereby directly impact reliability planning. At the 
same time, such a scenario could also indirectly stimulate communication activities , as the 
reduced operational efficiency of assets and their accelerated failure rate makes 
communication with customers more urgent.  
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To understand the sensitivity of operations and services to wildfire , SDG&E characterized 
their current resilience to this hazard. 48   
 
The output of the operational maturity  scoring is presented in  Table 37. 
 

Table 37. Operational maturity scores of SDG &E's operations and services for wildfire  

 
 
*·ĊÍÉƇøóƇĐÞÍƇăĆøéÍÄĐÍÉƇÞßÚÞƇÍĥăøĊĔĆÍƇøÙƇĐÞÍƇp0@ư4źĊƇĊÍĆğßÄÍƇĐÍĆĆßĐøĆĦƇĐøƇĠßìÉÙßĆÍƇ·óÉƇøóƇĐÞÍƇ
operational maturity  scores obtained, supply management has the highest projected 
operational vulnerability to the hazard.  In particular, investments in new technologies, diverse 
and external stakeholder communication and feedback, and the use of historical and 
projected extreme weather to inform updates are three key resilience practices that are not 
fully incorporated.  
 
Asset management, vegetation management, emergency response, communication, safety 
operations, and reliability planning  all have lower operational  vulnerability to wildfire. This is 
due to a strong incorporation of key resilience practices, including investments in new 
ĐÍÄÞóøìøÚßÍĊƇ·óÉƇßóóøğ·ĐßøóĊśƇĐĆ·ÄêßóÚƇøÙƇĐÍ·òĊźƇăÍĆÙøĆò·óÄÍƇĐÞĆøĔÚÞƇăÍĆÙøĆò·óÄÍƇòÍĐĆßÄĊśƇ
diverse and external stakeholder communica tion and feedback, and regular training of 
personnel.  These results are summarized in Figure 27, below . 
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Figure 27. Graphical representation of the vulnerability of SDG&E's operations and services 

to wildfire.  
 

 
 
3.2.3 Inland Flooding  
Hazard Characterization  
The SDG&E service territory usually experiences  flooding either during the most extreme 
precipitation events of the wet season or when heavy rain follows extended periods of 
drought. 32 The geographic profile of the region includes desert plains, river valleys and creeks, 
mountains topping out at over 6,000 feet, and coastal areas with bays, inlets, and estuaries. 
Figure 28 demonstrates the extent of a severe 1 - in- 100-  or 1- in- 500 - year floodplain under 
historical conditions  across the region.  The most significant inundation is clustered in the 
western  portion of the service territory following riverbeds originating in the mountains , 
although Federal Emergency Management Agency (FEMA)  floodplain data coverage is limited 
in San Diego County .   
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Figure 28. FEMA historical 100 - year and 500 - year floodplains Ų SDG&E service territory   
100- year floodplains are shown in a dark blue and 500 - year floodplains are shown in a light blue.  

 
Atmospheric river events in recent years have placed a spotlight on the impact of heavy 
rainfall on flooding as well as landslides in the region. Inland flooding and heavy rainfall can 
contribute to landslides in California by saturating the soil and reducing stability. The 
infiltration of water raises pore water pressure, weakening soil cohesion and leading to 
landslides. Heavy rainfall can also lead to soil  erosion, which can remov e stabilizing vegetation 
and soil layers , and trigger rapid debris  flows . Climate change can exacerbate these 
conditions by causing cascading impacts, such as  heavy rainfall followed by droughts, which 
can further destabilize the soil and trigger landslides . 
 
Variables and Methods  
The following climate variables 49 were analyzed to determine present - day and future 
exposure to inland flooding : 

¶ Annual Maximum 1- day Runoff  
¶ Annual Maximum 3 - day Precipitation  
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These variables were calculated using LOCA2- CA- based  Variable Infiltration Capacity (VIC)  
3 km gridded runoff and LOCA2 - CA 3 km gridded precipitation projections . LOCA2- CA VIC 
runoff projections are calculated based on meteorological data from 13 CMIP6- based 
LOCA2- CA models that are used to drive the VIC land surface model. Runoff represents 
excess water that flows over the surface into adjacent bodies of water from precipitation, 
snowmelt, and irrigation that is not absorbed into the land.   
 

Projected Change across the SDG&E Service Territory  
The following figures show the observed and projected change in annual maximum 1 - day 
runoff and maximum 3 - day precipitation across the SDG&E service territory  under the  SSP3-
7.0 median - model  and extreme - model (model - P50 and model - P90) and median - year 
(time - P50) views . Figure 29 shows the observed and projected change by 2050 in annual 
maximum 1- day runoff . Historically, the immediate coastline and much of the Desert region 
experience close to 0 in ches of runoff. There are isolated pockets of higher runoff values in 
the Inland Region and generally higher runoff values in the Mountain region, with maximum 
runoff values toward Palomar Mountain . Under the SSP3- 7.0 median - model (model - P50) 
view, most of the Desert and Coastal Regions are projected to experience zero or near - zero 
change in annual maximum 1- day runoff. Increases in annual maximum 1 - day runoff are 
projected to occur throughout most of the Mountain Region and Inland Region. Projection s 
of change in annual maximum 1 - day runoff are more extreme under the SSP3 - 7.0 extreme -
model ( model - P90) view , with larger increases in runoff intensity throughout most of the 
Mountain Region, more of the Inland Region, and increasingly the Coastal Region.  
 

Figure 29. Observed and projected change in annual maximum 1 - day runoff   
Projected values represent 2050 SSP3 - 7.0 median - model  and extreme - model  (model - P50 and 

model - P90) . 
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Figure 30  shows the observed and projected change by 2050 in annual maximum 3 - day 
precipitation. Historically, portions of the Desert Region experience the lowest intensity of 3 -
day precipitation, followed by low - elevation areas of the Coastal Region. As altitude increases 
in the Inland and Mountain regions, the annual maximum 3 - day precipitation increases as 
well, with maximum values occurring  toward Palomar Mountain . Under the SSP3- 7.0 median -
model (model - P50) and median - year (time - P50) , sporadic increases and decreases are 
projected across the SDG&E service territory, with many areas projected to experience near 
zero change in annual maximum 3 - day precipitation. Pockets of the southern Inland region 
and central Mountain region are projected to experience decreases in annual maximum 3 -
day precipitation, while increases are projected to occur throughout most of the Coast al 
Region and the northern halves of the Inland and Mountain Region s. Projections of change in 
annual maximum 3 - day precipitation are more extreme under the SSP3 - 7.0 extreme - model 
(model - P90) , with larger increases in precipitation intensity projected  throughout most of 
SDG&E service territory, especially in the Mountain, Inland, and Coastal Regions.  
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Figure 30 . Observed and projected change in annual maximum 3 - day precipitatio n 
 Projected values represent 2050 SSP3 - 7.0 median - model  and extreme - model  (model - P50 and 

model - P90 ). 

 

 
 
Model and Scenario Uncertainty Projected Change  
The ribbon plots highlighted in  Figure 31 (time - P50) and Figure 32 (time - P95) showcase  the 
number of maximum 1- day runoff in inches for four cities of Borrego Valley, Escondido, 
Julian, and San Diego in the SDG&E service territory.  Overall, both model and scenario 
uncertainty are relatively high for runoff projections across the service territory  due to a 
large model ensemble spread and differences in projected trends across emissions 
scenarios . As conveyed by the model - P10 and model - P90 values , the cities of San Diego  
and Escondido  for all three SSP scenarios are not projected to experience  a significant 
increase or decrease  from the baseline value . For SSP3- 7.0 and SSP5- 8.5, Borrego Valley is 
projected to experience a slight increase in maximum runof f. For all three SSP scenarios, 
Julian is projected to experience the greatest increase in maximum 1- day runoff . Overall, 
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climate models project the changes outlined below for median - year projections ( time - P50)  
(Figure 31, Table 38). 
 

Table 38. Overview of model projections  for median - year (time - P50)  
Projected change is relative to the baseline.  

Location  Variable  Baseline  Year 
Projected change from 

baseline *  

San Diego 
(Coastal)  

Maximum 1-
day runoff  
(inches)  

0 .02 inches  

2030  0  inches ( 0  to 0  inches)  

2050  
0.01 inches (- 0.01 to 0  

inches ) 

2070  
0  inches  (- 0.003  to 0  

inches ) 

Escondido 
(Inland)  

Maximum 1-
day runoff  
(inches)  

0.1 inches  

2030  0 inches (0 to 0 inches)  

2050  
0  inches  (- 0.07  to +0.03  

inches ) 

2070  
0.03  inches  (0.02  to 0.32 

inches ) 

Julian 
(Mountain)  

Maximum 1-
day runoff  
(inches)  

0.2 inches  

2030  
0 .02 inches (0 to 0 .08 

inches)  

2050  
0.07  inches  (0.04  to 0.1 

inches ) 

2070  
0.05  inches  (0.05  to 0.14 

inches ) 

Borrego 
Valley 

(Desert)  

Maximum 1-
day runoff  
(inches)  

0.01 inches 

2030  
0  inches ( - 0.003 to +0.005 

inches  
2050  

 
0.001 inches  (- 0.004  to 

+0 .006  inches ) 
2070  

 
0 .001 inches ( - 0.0035  to 

+0 .007  inches ) 
* The value presented represents SSP3 - 7.0 50 th  percentile (model - P50 ) result with the 

range from SSP2- 4.5 10th p ercentile  (model - 10) to SSP5- 8.5 90 th  percentile  (model -
P90 ) is given in parentheses.  These use median - year (time - P50)  projections . 
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Figure 31. Maximum 1- Day Runoff in inches for four San Diego County  locations  
Projected values represent 2030, 2050, and 2070 in  the SSP2- 4.5, SSP3- 7.0, and SSP5- 8.5 

scenarios  for median - year projections ( time - P50 ). 

 

 
Overall, climate models project the changes outlined below for 20 - year extreme  projection s 
(P95) (Figure 32, Table 39). 
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Table 39. Overview of model projections  for extreme - year (time - P95)  
Projected change is relative to the baseline.  

Location  Variable  Baseline  Year 
Projected change from 

baseline *  

San Diego 
(Coastal)  

Maximum 1-
day runoff  
(inches)  

0.03 inches  

2030  0  inches  (0 to 0 inches ) 

2050  
0.005  inches  (0  to 0  

inches ) 

2070  
0.009  inches  (0  to 0.006  

days) 
 

Escondido 
(Inland)  

Maximum 1-
day runoff  
(inches)  

1.15 inches 

2030  
- 0 .4 inches (- 0.6 to - 0.5 

inches)  

2050  
0.26  inches  (0.28  to 0.074 

inches ) 
 

2070  0.1 inch (- 0.4 to 0 inches)  

Julian 
(Mountain)  

Maximum 1-
day runoff  
(inches)  

0.55 inches  

2030  
0 inches ( - 0.1 to +0.4 

inches)  

2050  
0.1 inches  (- 0.08  to +0.39  

inches ) 
 

2070  
0.07  inches  (0.038  to 0.3 

inches ) 
 

Borrego 
Valley 

(Desert)  

Maximum 1-
day runoff  
(inches)  

0.03 inches  

2030  
0 inches  (- 0.005  to +0 .007  

inches ) 
2050  

 
0.01 inches  (- 0 .01 to 0  

inches ) 

2070  
 

0.01 inches  (- 0.01 to +0.03  
inches ) 

 
* The value presented represents SSP3 - 7.0 50th p ercentile  (model - P50)  result with the 
range from SSP2- 4.5 10th percentile  (model - P10) to SSP5- 8.5 90th p ercentile  (model -

P90) is given in parentheses.  These use extreme - year (time - P95) projections.  
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Figure 32. Maximum 1- Day Runoff in inches  for four San Diego County  locations  
 Projected values represent 2030, 2050, and 2070 in three SSP scenarios of SSP2 - 4.5, SSP3- 7.0, 

and SSP5- 8.5 extreme - year projections ( time - P95). 

 
 
The ribbon plots highlighted in Figure 33 (time - P50) and Figure 34 (time - P95) showcase the 
maximum 3- day precipitation  in inches for four cities of Borrego Valley, Escondido, Julian, 
and San Diego in the SDG&E service territory. Similar to the runoff projections , both model 
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and emissions scenario uncertainty are relatively high for precipitation  projections across 
the service territory. The maximum  3- day precipitation for all four cities  is projected to 
increase by around 0.1 inches or more  for the 2050 SSP3- 7.0 model - P50 and time - P50 view. 
However, in the extreme - year (time - P95)  view, San Diego is projected to experience a 
significant decrease in maximum 3 - day precipitation for all three SSP scenarios. 
 
Overall, climate models project the changes outlined below for median - year (time - P50) 
(Table 40 , Figure 33). 
 

Table 40 . Overview of model projections  for median - year (time - P50)   
Projected change is relative to the baseline.  

Location  Variable  Baseline  Year 
Projected change from 

baseline *  

San Diego 
(Coastal)  

Maximum 3 -
day 

precipitation  
1.7 inches 

2030  
0.05  inches (- 0.1 to +0.3 

inches)  

2050  
0.08  inches (- 0.04  to +0.33 

inches ) 

2070  
0.09  inches  (- 0.08  to +0.6 

inches ) 
 

Escondido 
(Inland)  

Maximum 3 -
day 

precipitation  
2.2 inches 

2030  
0.3 inches (0.0 3 to  0 .55 

inches)  

2050  
0.3 inches  (0.03  to 0.65  

inches ) 

2070  
0.6 inches  (0.2 to 1.14 

inches ) 
 

Julian 
(Mountain)  

Maximum 3 -
day 

precipitation  
3.9 inches 

2030  
0.25 inches ( - 0.45 inches 

to +0.25 inches)  

2050  
0.2 inches  (- 0.35 to + 0.56  

inches ) 
 

2070  
0.3 inches  (- 0.18 to +1 

inches ) 
 

1.02 inches 2030  
0.0 5 inches ( - 0.05 to + 0.2 

inches)  
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Borrego 
Valley 

(Desert)  

Maximum 3 -
day 

precipitation  

2050  
 

0.05  inches  (- 0.2 to +0.21 
inches ) 

2070  
 

0.13 inches  (- 0.2 to +0.26 
inches ) 

* The value presented represents SSP3 - 7.0 50 th p ercentile  (model - P50) result with the 
range from SSP2- 4.5 10th percentile  (model - P10) to SSP5- 8.5 90th p ercentile  (model -

P90) is given in parentheses.  These use median - year (time - P50)  projections.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 

112 
CLIMATE ADAPTATION AND VULNERABILITY REPORT 

Figure 33. Maximum 3 - day Precipitation  in inches for four San Diego County  locations  
Projected values represent 2030, 2050, and 2070 in three SSP scenarios of SSP2 - 4.5, SSP3- 7.0, and 

SSP5- 8.5 for median - year projections ( time - P50 ). 

 
Overall, climate models project the changes outlined below for extreme - year projection s 
(time - P95) (Table 41, Figure 34). 
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Table 41. Overview of model projections  for extreme - year (time - P95) 
Projected change is relative to the baseline.  

Location  Variable  Baseline  Year 
Projected change from 

baseline *  

San Diego 
(Coastal)  

Maximum 3 -
day 

precipitation  
4 inches  

2030  
- 0.85  inches (- 1.15 to - 0.5 

inches)  

2050  
- 0.91 inches  (- 1.06 to - 0.21 

inches ) 
 

2070  
- 0.64  inches ( - 1.2 to +0. 05  

inches)  
 

Escondido 
(Inland)  

Maximum 3 -
day 

precipitation  
4.9 inches  

2030  0 inches ( - 0.9 to - 1 inches) 

2050  
0.6 inches (+0.12 to +1.03 

inches)  
 

2070  
1 inch (- 0.78 to +2.9 inches)  

 

Julian 
(Mountain)  

Maximum 3 -
day 

precipitation  
6.35 inches 

2030  
0.8 inches (- 0.4 to +1.6 

inches)  

2050  
1.25 inches (0.31 to 2.98 

inches)  

2070  
1.45 inches (0.65 to 3.25 

inches)  
 

Borrego 
Valley 

(Desert)  

Maximum 3 -
day 

precipitation  
2.2 inches 

2030  
- 0.05 inches ( - 0.36 to 0.15 

inches)  
2050  

 
0.1 inches (- 0.36  to +0.47 

inches  
2070  

 
0.1 inches  (- 0.36  to +0.53 

inches)  
* The value presented represents SSP3 - 7.0 50 th p ercentile  (model - P50) result with the 
range from SSP2- 4.5 10th p ercentile  (model - P10) to SSP5- 8.5 90th p ercentile  (model -

P90) is given in parentheses . These use extreme - year (time - P95) projections.  
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Figure 34 . Maximum 3 - day Precipitation  in inches for four San Diego County  locations   

Projected values represent 2030, 2050, and 2070 in three SSP scenarios of SSP2 - 4.5, SSP3- 7.0, and 
SSP5- 8.5 for extreme - year projections ( time - P95). 
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3.2.3.1 Exposure Scores 
Exposure Approach  
For inland flooding, the following variables were used for asset exposure .50  

¶ Annual Maximum 1- day Runoff  
¶ Annual Maximum 3 - day Precipitation  

Inland flooding thresholds were developed for exposure score bucketing using LOCA2 - CA-
forced VIC simulation of annual maximum 1 - day runoff and annual maximum 3 - day 
precipitation variables.  Table 42 show asset- specific exposure thresholds used to bucket 
inland flooding scores . 
 

Table 42. Asset - specific exposure thresholds for the inland flooding hazard using annual 
maximum 1- day runoff and annual maximum 3 - day precipitation  

Hazard  Inland Flooding  

Asset Type  All assets 
Weighting  50% 50% 

Variable  Annual maximum 1 - day runoff  
Annual maximum 3 - day 

precipitation  

Thresholds  

Runoff (mm)  Exposure Score  
Precipitation 

(mm)  
Exposure Score  

0 mm  0  < 26 mm 0  
>0 Ų 1 mm 1 > 26 Ų 48 mm  1 
>1 Ų 2 mm 2 > 48 Ų 61 mm 2 
>2 Ų 4 mm  3 > 61 Ų 71 mm 3 
>4 Ų 6 mm  4 > 71 Ų 88 mm  4 

> 6 mm 5 > 88 mm 5 
 
3.2.3.1.1 Exposure Summary 

Exposure to inland flooding is projected to increase across the service territory in the Coastal, 
Inland, and Mountain regions through the 21 st century, with the highest exposure scores in the 
Mountain and Inland regions.  Increases in exposure are projected to be lower - magnitude 
relative to increases in exposure to temperature and wildfire, with consistent increases 
across all regions except the Desert region. The Desert region is projected to experience 
minimal change in exposure to inland flooding.  Figure 35 shows boxplots for the full- service 
territory distribution (min imum , 25th percentile, 50 th percentile, 75 th percentile, and maximum 
values) of inland flood exposure scores for each asset family across time under the SSP3 - 7.0 
50 th percentile scenario. Across all asset families, inland flood exposure scores are projected 
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to slightly increase over time. The model - median (model - P50)  of median - year (model - P50) 
inland flood exposure scores across most asset families is projected to increase from 2- 2.5 
in the observed period to 2.5Ų3 by 2070. On average, the model - median (model - P50 ) of 
extreme - year (time - P95) inland flood exposure scores is projected to increase from 4- 4.5 
in the observed period to 4.5Ų5 by 2070. Under median - year (time - P50) inland flood 
exposure scores, the communication  and facilities  asset families experience  the greatest 
change in exposure magnitudes, while transmission and substations experience the greatest 
change in  extreme - year (time - P95) exposure magnitudes.  Exposure score distributions by 
region are provided in Appendix II Ų Regional median- year (time - P50) exposure boxplots . 
 

Figure 35. Inland flood  exposure  by  asset  family  
Inland flood exposure score distributions for each asset family for observed, 2030, 2050, and 2070 

for SSP3- 7.0 model - median  (model - P50)  scenario. Exposure score distributions are shown for 
median - year and extreme - year (time - P50 and time - P95) for each time horizon.   

 
 
3.2.3.2 Sensitivity and Vulnerability Scores  
Inland floo ding poses a significant  threat to assets , as a majority of both gas and electrical 
assets  experience  medium vulnerabil ity  in the baseline period . By 2070,  inland flooding is 
projected to have an even larger impact  on assets , with shifts towards higher asset 
vulnerability across the mountain, inland, and coastal regions . These shifts in vulnerability and 
regionality are illustrated in the maps below  (Figure 36), which show vulnerability for pad -
mount ed transformers  and inland in the present day , 2030, 2050,  and 2070.  
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Figure 36. Map of pad - mount ed transformers & vulnerability to inland flooding   

Present  day, 2030, 2050,  and 2070 for  model - P50 and time - P50 under SSP3- 7.0. 

 
 
3.2.3.2.1 Transmission 

Sensitivity Scores  
Out of all transmission asset types, underground  line sub segments and poles and towers are 
all moderately sensitive to inland flooding . In the case of underground line sub segments 
(cable), transmission systems are generally designed to be submersible and can withstand 
surface flooding events , yet in extreme events with heavy inundation of soil , the load bearing 
capacity of the soil can be weakened and potentially cause damage to underground 
transmission  as well as increased  risk of landslides . In the case of poles and towers, erosion, 
scouring of the ground nea r pole bases due to extreme precipitation (especially near existing 
watercourses) , and water exposure can weaken the structural integrity of transmission line 
structures due to soil saturation . Cascading effects of flooding and landslides can exacerbate  
the impact. Floating debris in moving water also  may cause structural damage if high - velocity 
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contact occurs . Overhead line segment s have minimal sensitivity to inland flooding . The 
sensitivity of overhead line segments stems from the risk posed to  the accessibility of assets  
in the case of flooding , which may impact  the ability of operations and maintenance crews 
to access assets and potentially delay  restoration activity.  The sensitivity scoring for these 
asset types is further detailed in Appendix I Ų Sensitivity Scoring Results . 
 
Vulnerability Scores  
Based on the exposure, sensitivity , and adaptive capacity scoring methodology  for inland 
flooding in Section 3.1.1, the resulting vulnerability scores are presented in Table 43. All 
transmission overhead line assets have low vulnerability to inland flooding across all time 
periods and scenarios. The percentage of underground line assets with medium vulnerability 
increases over time, from 17% in the baseline to 26% in 2030, 36% in 2050, and 38% in 2070 
under SSP3- 7.0 median - model (model - P50) and median - year (time - P50) . Under the same 
scenario, the percentage of overhead structure assets with medium vulnerability to inland 
flooding rises from 25% in the baseline to 36% in 2030, 41% in 2050, and 42% in 2070. Under 
SSP3- 7.0 extreme - year (time - P95) percentile, there is a large percentage of underground 
line and overhead structure assets with a high vulnerability: 34% of transmission underground 
line assets  in the baseline , compared to 41% in 2030 and 2050 and 45% in 2070 ; and 39% of 
overhead structure assets in the baseline , compared to 50% in 2030 and 2050 and 53% in 
2070.  
 

Table 43 . Transmission assets and projected vulnerability to inland flooding  
By % of total number of assets of each type  for median - model (model - P50) and both median - year 

and extreme - year (time - P50 and time - P95). 

Time 
Horizon  

Vulnerability Levels  
(SSP3- 7.0 time - P50, 

model - P50)   

Vulnerability Levels  
(SSP3- 7.0 time - P95, 

model - P50)  
 Low Medium  High Low Medium  High 

Transmission  
 Transmission Overhead Line  

Baseline  100% 0% 0% 100% 0% 0% 

2030  100% 0% 0% 100% 0% 0% 

2050  100% 0% 0% 100% 0% 0% 

2070  100% 0% 0% 100% 0% 0% 
 Transmission Underground Line  

Baseline  83% 17% 0% 4% 62% 34% 

2030  74% 26% 0% 10% 49% 41% 
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2050  64% 36% 0% 10% 49% 41% 
2070  62% 38% 0% 1% 55% 45% 

 Overhead Structures (Transmission)  

Baseline  73% 25% 2% 9% 52% 39% 

2030  61% 36% 3% 5% 44% 50% 

2050  55% 41% 4% 6% 44% 50% 

2070  54% 42% 4% 4% 43% 53% 

Note: Due to rounding, vulnerability level percentages for certain assets may not equal  100%  
 
3.2.3.2.2 Distribution 

Sensitivity Scores  
Out of all distribution asset types, pad - mounted transformer and dynamic protective device 
assets (fault interrupters, reclosers, auto - throwovers, switches, and fuses)  have severe 
sensitivity to inland flooding. Rapid debris flows aggravated by fast moving floods and 
landslides  can exacerbate  the impact due to the cascading hazards. Pad- mounted 
transformer assets are typically elevated several inches above ground level , such that 
flooding above the level of the pad may result in damage. If submersion occurs , de- energizing 
will be necessary, and floating debris in moving water can cause structural damage if high -
velocity contact occurs. In the case of dynamic protection device assets , electromechanical 
and microprocessor relays can be sensitive  to precipitation - induced flooding. Water 
exposure may corrode and damage microprocessors and moving components of 
electromechanical relays , and debris may be deposited in enclosures.   
 
Poles, primary underground conductor s, and subsurface transformer  assets are found to 
have moderate sensitivity to inland flooding. For poles, erosion, scouring of the ground near 
pole bases, or pole rot from standing water or higher water tables associated with increased 
precipitation can compromise structural integrity ųparticularly in the case of wooden poles. 
As previously raised, floating debris can also cause structural damage in the instance of high -
velocity contact. For primary underground conductor assets, the sensitivity comes from 
heavy inundations potentially weakening the load bearing capacity of soil. Additionally, 
conductors and associated structures could be subject to corrosion , particularly  in the case 
of existing damage or faulty sealing . For subsurface transformer  assets , the moderate 
sensitivity comes from transformers and associated structures being sometimes subject to 
corrosion , particularly  in the case of existing damage or faulty sealing. As with other assets, 
maintenance can also be impeded  due to floodwater . Finally, for primary overhead conductor, 
overhead transformer, voltage regulator, and pole - mounted capacitor  assets, the sensitivity 
to inland flooding is minimal. For all these assets , there  is still a risk for the  accessibility of 
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assets to  be hindered , in turn result ing in delays in restoration . Despite voltage regulators 
being found in sealed enclosures that reduce their sensitivity to extreme precipitation or 
pole- mounted capacitors being commonly made from hermetically sealed steel enclosures 
that make  them resistant to water intrusion, they still remain vulnerable, for instance. The 
sensitivity scoring for these asset types is further detailed in Appendix I Ų Sensitivity Scoring 
Results. 
 
Vulnerability Scores  
Based on the exposure, sensitivity , and adaptive capacity scoring methodology for inland 
flooding in Section 3.1.1, the resulting vulnerability scores are presented in Table 44 . Primary 
overhead conductors, overhead transformers, and voltage regulator assets have low 
vulnerability to inland flooding throughout all time periods and scenarios.  
 
Overhead structures, primary underground conductors, pad - mounted transformers, 
subsurface transformers, and dynamic protective device assets all experience an increase in 
the percentage of their assets with medium to high vulnerability under the SSP3- 7.0 median -
model (model - P50) and median - year (time - P50) views . For example, 77% of dynamic 
protection devices have a low vulnerability  in the baseline  to inland flooding, but that 
percentage is projected to fall to  71% in 2030, 69% in 2050, and 68% in 2070. At the same 
time, the percentage of those assets with high vulnerability increases from 2% in the baseline  
to 5% in 2030, 6% in 2050, and 7% in 2070. Under the SSP3- 7.0 extreme - year (time - P95) 
view, the proportion of overhead structure and primary underground conductor assets with 
medium vulnerability to inland flooding remains relatively stable: it retreats from 78% in the 
baseline to 77% in 2030, 2050, and 2070 for the former ; and from 80% in the baseline  to 79% 
in 2030, 78% in 2050, and 79% in 2070 for the latter. At the same time, overhead structures, 
primary underground conductors, pad - mounted transformers, subsurface transformers, 
dynamic protection devices, pad - mounted switches, and underground switches all see an 
increase in the share of their assets wi th high vulnerability to inland flooding between now 
and 2070. For example, while 80% of pad - mounted transformers have high vulnerability  in 
the baseline  to inland flooding under the SSP3- 7.0 extreme - year (time - P95) view, this share 
reaches 87% in 2030, 20 50, and 2070. Similarly, the percentage of pad - mounted switches 
assets with high vulnerability to inland flooding grows from 77% in the baseline , to 88% in 
2030, 86% in 2050, and 88% in 2070 under that scenario . 
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Table 44 . Distribution assets and projected vulnerability to inland flooding   
By % of total number of assets of each type  for median - model (model - P50) and both median - year 

and extreme - year (time - P50 and time - P95). 

Time Horizon  
Vulnerability Levels  
(SSP3- 7.0 time - P50, 

model - P50)  

Vulnerability Levels  
(SSP3- 7.0 time - P95, 

model - P50)   
 Low Medium  High Low Medium  High 

Distribution  
 Overhead Structures (Distribution)  

Baseline  79% 21% 0% 10% 78% 12% 

2030  67% 33% 0% 8% 77% 15% 

2050  59% 41% 0% 9% 77% 14% 

2070  58% 42% 1% 7% 77% 15% 
 Primary Overhead Conductor  

Baseline  100% 0% 0% 100% 0% 0% 

2030  100% 0% 0% 100% 0% 0% 

2050  100% 0% 0% 100% 0% 0% 

20 70  100% 0% 0% 100% 0% 0% 
 Primary Underground Conductor  

Baseline  90% 10% 0% 11% 80% 9% 

2030  78% 22% 0% 10% 79% 12% 

2050  70% 29% 0% 11% 78% 11% 

2070  69% 30% 0% 8% 79% 13% 
 Overhead Transformer  

Baseline  100% 0% 0% 100% 0% 0% 

2030  100% 0% 0% 100% 0% 0% 

2050  100% 0% 0% 100% 0% 0% 

2070  100% 0% 0% 100% 0% 0% 
 Pad- mounted Transformer  

Baseline  55% 43% 2% 0% 20% 80% 

2030  44% 47% 9% 0% 13% 87% 

2050  40% 50% 11% 0% 13% 87% 

2070  36% 50% 14% 0% 13% 87% 
 Subsurface Transformer  

Baseline  93% 7% 0% 3% 76% 21% 
2030  82% 18% 0% 38% 36% 26% 
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2050  77% 23% 0% 38% 36% 26% 

2070  74% 26% 0% 2% 70% 28% 
 Voltage Regulator  

Baseline  100% 0% 0% 100% 0% 0% 

2030  100% 0% 0% 100% 0% 0% 

2050  100% 0% 0% 100% 0% 0% 

2070  100% 0% 0% 100% 0% 0% 
 Dynamic Protection Devices  

Baseline  77% 22% 2% 43% 12% 45% 

2030  71% 25% 5% 43% 9% 48% 

2050  69% 25% 6% 43% 11% 47% 

2070  68% 25% 7% 43% 9% 47% 
 Pad- mount ed  Switches  

Baseline  65% 33% 2% 0% 23% 77% 

2030  51% 41% 8% 0% 12% 88% 

2050  47% 44% 9% 0% 14% 86% 

2070  45% 45% 10% 0% 12% 88% 
 Underground Switches  

Baseline  95% 5% 0% 5% 73% 22% 

2030  84% 16% 0% 26% 45% 29% 

2050  81% 19% 0% 27% 45% 28% 

2070  79% 21% 0% 1% 68% 31% 
 Overhead Switches  

Baseline  100% 0% 0% 100% 0% 0% 

2030  100% 0% 0% 100% 0% 0% 

2050  100% 0% 0% 100% 0% 0% 

2070  100% 0% 0% 100% 0% 0% 
 Distribution Capacitors  

Baseline  100% 0% 0% 100% 0% 0% 
2030  100% 0% 0% 100% 0% 0% 
2050  100% 0% 0% 100% 0% 0% 
2070  100% 0% 0% 100% 0% 0% 

Note: Due to rounding, vulnerability level percentages for certain assets may not equal  100%  
 
3.2.3.2.3 Substation 

Sensitivity  Scores  
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All substation asset types have moderate sensitivity to inland flooding. Substation 
transformer  assets  are hermetically sealed such that extreme precipitation is unlikely to 
impact transformer windings and interior components , but auxiliary systems may be 
damaged and  the removal of vegetation to reduce wildfire risk can increase susceptibility to 
erosion or flooding.  Voltage regulator assets are also hermetically sealed, but flooding may 
seep through cracks or faulty seals and damage interior components. For substation reactor 
assets, flooding may impact radiators, fans, pumps, and external wiring connections , although 
it remains unlikely that  extreme precipitation would impact reactors. For protection control 
devices, electromechanical  and microprocessor relays can be vulnerable to flooding from 
precipitation  and water exposure may corrode or damage microprocessors and moving 
components of electromechanical relays. Circuit breaker  and switchgear assets installed at 
grade level can be damaged by flooding , with floodwaters potentially corroding electrical and 
mechanical components impacting operation and leading to future failure . Extreme cases of 
flooding can compromise the electrical insulation leading to catastrophic failure. Finally, 
despite capacitor banks being traditionally elevated above grade, water reaching the 
insulators  of the capacitor cans could result in capacitor outage and possible damage, while 
switchgear installed at grade level can be damaged  by flooding with floodwaters potentially 
corroding electrical and mechanical components and impacting operation and leading  to 
future failure. In extreme cases of flooding, floodwater can compromise the electrical 
insulation leading to catastrophic failure . Floating debris may physically  damage the assets , 
including circuit breakers, switchgears, and capacitor banks . The sensitivity scoring for these 
asset types is further detailed in Appendix I Ų Sensitivity Scoring Results . 
 
Vulnerability Scores  
Based on the exposure, sensitivity , and adaptive capacity scoring methodology for inland 
flooding in Section 3.1.1, the resulting vulnerability scores are presented in Table 45. 
Substation DPD assets have the lowest percentage of medium or high vulnerability to inland 
flooding across time horizons and scenarios. Under SSP3 - 7.0 median - model (model - P50) 
and median - year (time - P50) , 100% of those assets have low vulnerability  in the baseline  to 
inland flooding which  remains constant in 2030, 2050, and 2070 . At the same time, under 
SSP3- 7.0 extreme - year (time - P95), the percentage of assets with low vulnerability remains 
stable at 77% between the baseline  and across 2030, 2050, and 2070.  
 
It is notable that substation transformer, circuit breaker, switchgear, and capacitor bank 
assets all follow a relatively similar vulnerability trend. For instance, 90% of circuit breaker 
assets have low vulnerability  in the baseline  to inland flooding under SSP3 - 7.0 median - year 
(time - P50) , compared to 81% in 2030, 77% in 2050, and 76% in 2070. Under that scenario, 
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the percentage of those assets with medium vulnerability grows from 10% in the baseline  to 
19% in 2030, and 22% in 2050 and 2070. Under SSP3 - 7.0 extreme - year (time - P95), the 
percentage of circuit breaker assets with low vulnerability to inland flooding drops from 19% 
in the baseline  to 17% in 2030, 16% and 2050, and 11% in 2070, while the percentage of assets 
with medium vulnerability fluctuates from 70% in the baseline  to 67% in 2030, 68% in 2050, 
and 72% in 2070.  
 
Finally, substation voltage regulators see a drop in the percentage of their assets with low 
vulnerability to inland flooding under SSP3 - 7.0 median - year (time - P50 ), with 89% in the 
baseline and 78% in 2030, 2050, and 2070. Under that scenario, it is notable that the 
percentage of substation voltage regulator assets with medium vulnerability rises from 11% in 
the baseline  to 22% in 2030, 2050, and 2070, but that the share of assets with high 
vulnerability remains at 0% between now and 2070. Under SSP3 - 7.0 extreme - year (time -
P95), the share of substation voltage regulator assets with low vulnerability to inland flooding 
drops from 30% in the baseline  in 2030 and in 2050 to 27% in 2070, compared to a share of 
substation reactor assets with low vulnerability which fluctuates from 18% in the baseline , to 
17% in 2030, 23% in 2050, and 10% in 2070 under that scenario. For those respective asset 
types, the share of assets with medium vulnerability to inland flooding respectively evolves 
from 70% in the baseline  and in 2030 and 2050 to 73% in 2070, and from 81% in the baseline  
to 82% in 2030, 77% in 2050, 89% in 2070.  
 

Table 45 . Substation assets and projected vulnerability to inland flooding  
By % of total number of assets of each typ e for median - model (model - P50) and both median - year 

and extreme - year (time - P50 and time - P95). 

Time 
Horizon  

Vulnerability Levels  
(SSP3- 7.0 time - P50, 

model - P50)   

Vulnerability Levels  
(SSP3- 7.0 time - P95, 

model - P50)  
 Low Medium  High Low Medium  High 

Substation  
 Substation Transformer  

Baseline  96 % 4% 0% 26% 72% 2% 

2030  84% 17% 0% 22% 76% 3% 

2050  78% 22% 0% 26% 72% 3% 

2070  76% 24% 0% 16% 81% 3% 
 Substation Voltage Regulator  

Baseline  89% 11% 0 % 30 % 70% 0 % 
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2030  78% 22% 0 % 30 % 70% 0 % 

2050  78% 22% 0 % 30 % 70% 0 % 

2070  78% 22% 0 % 27% 73% 0 % 
 Substation Reactor  

Baseline  93% 7% 0% 18% 81% 1% 

2030  78% 22% 0% 17% 82% 1% 

2050  73% 27% 0% 23% 77% 1% 

2070  73% 27% 0% 10% 89% 1% 
 Substation DPD  

Baseline  100% 0% 0% 77% 23% 0 % 

2030  100% 0 % 0% 77% 23% 0 % 

2050  100% 0 % 0% 77% 23% 0 % 

2070  100% 0 % 0% 77% 23% 0 % 
 Circuit Breakers  

Baseline  90 % 10% 1% 19% 70% 11% 

2030  81% 19% 1% 17% 67% 16% 

2050  77% 22% 1% 16% 68% 16% 

2070  76% 22% 2% 11% 72% 16% 
 Switchgear  

Baseline  90 % 10% 1% 19% 70% 11% 

2030  81% 19% 1% 17% 67% 16% 

2050  77% 22% 1% 16% 68% 16% 

2070  76% 22% 2% 11% 72% 16% 
 Capacitor Banks  

Baseline  90 % 10% 1% 19% 70% 11% 

2030  81% 19% 1% 17% 67% 16% 

2050  77% 22% 1% 16% 68% 16% 

2070  76% 22% 2% 11% 72% 16% 

Note: Due to rounding, vulnerability level percentages for certain assets may not equal  100%  
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3.2.3.2.4 Communication 

Sensitivity Scores  
Out of all communication asset types, underground fiber, underground copper, overhead 
structure, and SCADA RTU assets all have low sensitivity to inland flooding.  In the case of 
underground fiber and copper assets, cables traditionally include features to  resist water 
ingress, yet sustained exposure to water due to flooding can impact them by causing water 
to infiltrate ducts or conduits  and potentially leading to physical damage and signal loss. 
§·ĐÍĆƇÄ·óƇÄøĆĆøÉÍƇĐÞÍƇÄ·ÃìÍĊźƇÄø·ĐßóÚƇ·óÉƇÉ·ò·ÚÍƇĐÞÍƇÄøĆÍƇglass or the cables themselves 
if the sea ls are compromised. For communication poles, erosion, scouring of the ground near 
pole bases, and pole rot from extreme  precipitation and higher water tables can compromise 
structural integrity. Because communication poles are built with robust foundations, standing 
water effects  are expected only when the  inundation is long - term ; the impact  will be greatest 
from moving water. SCADA RTU assets have enclosures that are commonly sealed and 
resistant to extreme  weather , which reduces their sensitivity to extre me precipitation and 
inland flooding ; however, restoration activities can be impeded due to sustained flooding. 
Floating debris in moving water could also cause structural damage if high - velocity contact 
occurs. On the other hand, the sensitivity of overhead fiber and copper assets to inland 
flooding is minimal , with flooding still  potentially hindering the accessibility of assets  and 
causing restoration delays . The sensitivity scoring for these asset types is further detailed in 
Appendix I Ų Sensitivity Scoring Results . 
 
Vulnerability Scores  
Based on the exposure, sensitivity , and adaptive capacity scoring methodology for inland 
flooding  in Section 3.1.1, the resulting vulnerability scores are presented in Table 46 , overhead 
fiber and copper assets have low vulnerability to inland flooding throughout all time periods 
and scenarios. However, while the majority of underground fiber, underground copper, 
overhead structure, and SCADA RTU assets have low vulnerability  in the baseline  under SSP3-
7.0 men- model (model - P50) and median - year (time - P50 ), vulnerability is projected to 
increase in the coming decades. For example, the percentage of SCADA RTU assets with 
medium vulnerability is projected to increase from 14% in the baseline  to 24% in 2030, 33% 
in 2050, and 34% in 2070. Under SPPS 3 - 7.0 extreme - year (time - 95), the share of those 
assets with medium vulnerability to inland flooding fluctuates from 87% in the baseline  to 
89% in 2030, 88% in 2050, and 89% in 2070.  
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Table 46 . Communication assets and projected vulnerability to inland flooding  
 By % of total number of assets of each type  for median - model (model - P50) and both median - year 

and extreme - year (time - P50 and time - P95). 

Time 
Horizon  

Vulnerability Levels  
(SSP3- 7.0 time - P50, 

model - P50)  

Vulnerability Levels  
(SSP3- 7.0 time - P95, 

model - P50)  
 Low Medium  High Low Medium  High 

Communication  
 Overhead Fiber  

Baseline  100% 0% 0% 100% 0% 0% 

2030  100% 0% 0% 100% 0% 0% 

2050  100% 0% 0% 100% 0% 0% 

2070  100% 0% 0% 100% 0% 0% 
 Overhead Copper  

Baseline  100% 0% 0% 100% 0% 0% 

2030  100% 0% 0% 100% 0% 0% 

2050  100% 0% 0% 100% 0% 0% 

2070  100% 0% 0% 100% 0% 0% 
 Underground Fiber  

Baseline  97% 3% 0% 27% 73% 0% 

2030  94% 6% 0% 25% 75% 0% 

2050  77% 23% 0% 27% 73% 0% 

2070  81% 19% 0% 19% 81% 0% 
 Underground Copper  

Baseline  96% 4% 0% 35% 65% 0% 

2030  91% 9% 0% 34% 66% 0% 

2050  81% 19% 0% 35% 65% 0% 

2070  84% 16% 0% 32% 68% 0% 
 Overhead Structures ( Communication ) 

Baseline  88% 12% 0% 31% 69% 0% 

2030  78% 22% 0% 31% 69% 0% 

2050  72% 28% 0% 32% 68% 0% 

2070  71% 29% 0% 29% 71% 0% 
 SCADA RTU 

Baseline  86% 14% 0% 13% 87% 0% 

2030  76% 24% 0% 12% 89% 0% 
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2050  67% 33% 0% 12% 88% 0% 
2070  66% 34% 0% 11% 89% 0% 

 Antennas  

Baseline  88% 12% 0% 10% 90% 0% 

2030  78% 23% 0% 9% 91% 0% 

2050  68% 32% 0% 10% 91% 0% 

2070  68% 32% 0% 8% 92% 0% 

Note: Due to rounding, vulnerability level percentages for certain assets may exceed 100%  
 
3.2.3.2.5 Facilities 

Sensitivity Scores  
Out of all facilities asset types, only  critical facilities have a high sensitivity to inland flooding. 
That is because flooding could damage critical equipment ( e.g., servers and power supply) or 
supporting systems ( e.g., HVAC and backup generators) and make the se facilities  inoperable. 
Additionally, if flooding blocks road access, it may restrict access to some sites and make 
them inoperable or understaffed. On equipment itself, it is important to note that some 
servers and cabling under raised floor could get damaged by flooding and that other 
equipment mounted on raised floors would still be sensitive if reached by floodwaters. 
Communication centers, which are unmanned and out in the elements in remote areas, have 
a moderate sensitivity, for some components within could be impacted by flooding.  Finally, 
office buildings ( e.g., headquarters, call centers, training centers, and warehouses) and 
construction and operation centers have low sensitivity to inland flooding. For the former, 
sensitivity to extreme precipitation and inland flooding is determined based on a 
combination of building factors and site operations. Flooding could damage equipment and 
restrict access; due to the critical nature of these facilities, some  operations may be 
temporarily modified or suspended during flooding events  while others may  be modified or 
reloca ted.  For the latter, flooding could damage equipment and restrict access to asset 
critical facilities, making them inoperable or understaffed. The sensitivity scoring for these 
asset types is further detailed in Appendix I Ų Sensitivity Scoring Results . 
 
Vulnerability Scores  
Based on the exposure, sensitivity , and adaptive capacity scoring methodology  for inland 
flooding in Section 3.1.1, the resulting vulnerability scores are presented in Table 47, most 
office buildings and construction and operation center assets have low vulnerability to inland 
flooding under SSP3- 7.0 median - model (model - P50) and median - year (time - P50)  
regardless of the time period. Under SSP3 - 7.0 extreme - year (time - P95), 88% of office 
buildings have medium vulnerability to inland flooding in the baseline  and in 2030, 2050, and 
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2070. At the same time, the proportion of construction and operation center assets with 
medium vulnerability increases under that scenario, from 82% in the baseline  to 91% in 2030, 
2050, and 2070. For communication centers, the share of assets with high vulnerability to 
inland flooding is projected to increase in the coming decades, particularly under SSP3 - 7.0 
extreme - year (time - P95). Indeed, in that scenario the share of those assets with high 
vulnerability grows from 43% in the baseline , to 57% in 2030 an d 2050, and 59% in 2070. 
Finally, 100% of critical facility assets have a medium vulnerability to inland flooding across 
all time periods under SSP3 - 7.0 median - year (time - P50) . Notably, under SSP3- 7.0 extreme -
year (time - P95), 100% of those assets have a high vulnerability to inland flooding under all 
time periods.  
 

Table 47. Facility assets and projected vulnerability to inland flooding   
By % of total number of assets of each type  for median - model (model - P50) and both median - year 

and extreme - year (time - P50 and time - P95). 

Time Horizon  
Vulnerability Levels  
(SSP3- 7.0 time - P50, 

model - P50)  

Vulnerability Levels  
(SSP3- 7.0 time - P95, 

model - P50)  
 Low Medium  High Low Medium  High 

Facilities  
 Office Buildings  

Baseline  100% 0% 0% 13% 88% 0% 

2030  100% 0% 0% 13% 88% 0% 

2050  88% 13% 0% 13% 88% 0% 

2070  88% 13% 0% 13% 88% 0% 
 Construction and Operation Centers  

Baseline  91% 9% 0% 18% 82% 0% 

2030  82% 18% 0% 9% 91% 0% 

2050  82% 18% 0% 9% 91% 0% 

2070  82% 18% 0% 9% 91% 0% 
 Communication Centers  

Baseline  55% 39% 5% 11% 46% 43% 

2030  54% 41% 5% 13% 30% 57% 

2050  46% 43% 11% 13% 30% 57% 

2070  48% 41% 11% 13% 29% 59% 
 Asset Critical  Facilities  

Baseline  0% 100% 0% 0% 0% 100% 



 

130 
CLIMATE ADAPTATION AND VULNERABILITY REPORT 

2030  0% 100% 0% 0% 0% 100% 
2050  0% 100% 0% 0% 0% 100% 

2070  0% 100% 0% 0% 0% 100% 

Note: Due to rounding, vulnerability level percentages for certain assets may not equal  100%  
 
3.2.3.2.6 Gas Assets 

Sensitivity Scores  
Regulators, compressors, and valve s have the highest overall sensitivity to inland flooding 
among gas assets . As these assets are above ground, they are most likely to be exposed to 
extreme precipitation . Additionally , water intrusion into compressors or valves can result in 
elevated regulator pressure  and lead to a line rupture .  
 
Often  buried below ground, high -  and medium - pressure pipes typically have a lower 
sensitivity to inland flooding  than regulators and compressors , with  high- pressure pipes  
being  marginally more sensitive than medium - pressure pipes . While high-  and medium -
pressure pipes may not be directly exposed to extreme precipitation associated with inland 
flooding, they can still be indirectly impacted  by soil displacement and erosion . Additionally, 
access to these pip es for critical repairs may be impeded  by flooding due to extreme 
precipitation.  
 
Sensitivity scores for gas assets were determined by S CG SMEs and were used to determine 
the asset vulnerabilities shown in  the tables below  (Table 51, Table 52, Table 53).  
 
Vulnerability Scores  
Based on the exposure, sensitivity , and adaptive capacity scoring methodology for inland 
flooding in Section 3.1.1, the resulting vulnerability scores are presented in Table 48 , Table 49 , 
and Table 50 . Medium - pressure pipe assets have a low percentage of medium or high 
vulnerability to inland flooding across time horizons under SSP3 - 7.0 median - model (model -
P50) and median - year (model - P50 ), with 100% of assets having low vulnerability  in the 
baseline to inland flooding, compared to 99% in 2030, and 98% in 2050 and 2070. At the 
same time, under SSP3- 7.0 extreme - year (time - P95), the percentage of those assets with 
low vulnerability fluctuates from 53% now to 41% in 2030, 43% in 2050, and 38% in 2070.  
 
It is notable that controllable gas valves  and high- pressure pipes  follow a relatively similar 
vulnerability trend. For instance, 8 8% of high- pressure pipe  assets have low vulnerability  in 
the baseline  to inland flooding under SSP3 - 7.0 median - year (time - P50) , compared to 7 4% in 
2030, and 70 % in 2050 and 2070. Under that scenario, the percentage of assets with 
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medium vulnerability grows from 1 2% in the baseline  to 26% in 2030, and 30 % in 2050 and 
2070. Under SSP3- 7.0 extreme - year (time - P95), the percentage of high- pressure pipe  
assets with low vulnerability to inland flooding follows a downward trend, from 17% in the 
baseline to 13% in 2030, 14% in 2050, and 12% in 2070, while the share of assets with medium 
vulnerability rises from 75% in the baseline  to 77% in 2030, 2050, and 2070.   
 
Finally, regulator assets also see a notable  drop in the percentage of their assets with low 
vulnerability to inland flooding under SSP3 - 7.0 median - year (time - P50) , with 70% in the 
baseline, 58% in 2030, 56% in 2050, and 52% in 2070 . Under that scenario, it is notable that 
the percentage of regulator  assets with high vulnerability grows from 0% in the baseline  and 
in 2030, to 1% in 2050 and 2% in 2070. Under SSP3 - 7.0 extreme - year (time - P95), the share 
of regulator assets with low vulnerability to inland flo oding is only 3% in the baseline , 6% in 
2030 and 2050, and to 1% in 2070. The share of those assets with medium vulnerability to 
inland flooding under SSP3 - 7.0 extreme - year (time - P95) fluctuates from 56% in the baseline  
to 44% in 2030, 42% in 2050, and 44% in 2070, while that of assets with high vulnerability 
grows from 41% in the baseline , to 50% in 2030, 52% in 2050, and 55% in 2070.  
 

Table 48 . High- pressure pipe assets and projected vulnerability to inland flooding  
By % of total number of assets of each type  for median - model (model - P50) and both median - year 

and extreme - year (time - P50 and time - P95). 

Time 
Horizon  

Vulnerability Levels  
(SSP3- 7.0-  time - P50,  

model - P50)  

Vulnerability Levels  
(SSP3- 7.0 time - P95, 

model - P50)  
 Low Medium  High Low Medium  High 

High- Pressure Pipes (HPPs)  
 HPP 

Baseline  88% 12% 0% 17% 75% 7% 

2030  74% 26% 0% 13% 77% 10% 

2050  70% 30% 0% 14% 77% 10% 

2070  70% 30% 0% 12% 77% 11% 
 HP Service Pipes  

Baseline  99% 1% 0% 72% 28% 0% 

2030  93% 8% 0% 69% 30% 0% 

2050  91% 9% 0% 69% 31% 0% 

2070  90% 10% 0% 66% 34% 0% 

Note: Due to rounding, vulnerability level percentages for certain assets may not equal  100%  
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Table 49 . Medium - pressure pipe assets and projected vulnerability to inland flooding   
By % of total number of assets of each type  for median - model (model - P50) and both median - year 

and extreme - year (time - P50 and time - P95). 

Time 
Horizon  

Vulnerability Levels  
(SSP3- 7.0 time - P50, 

model - P50)  

Vulnerability Levels  
(SSP3- 7.0 time - P95, 

model - P50)  
 Low Medium  High Low Medium  High 

Medium - Pressure Pipes  (MPPs) 
 MPP 

Baseline  100% 0% 0% 53% 47% 0% 

2030  99% 1% 0% 41% 59% 0% 

2050  98% 2% 0% 43% 58% 0% 

2070  98% 2% 0% 38% 62% 0% 
 MP Service Pipes  

Baseline  100% 0% 0% 69% 31% 0% 

2030  100% 0% 0% 55% 45% 0% 

2050  100% 0% 0% 57% 43% 0% 

2070  100% 0% 0% 50% 50% 0% 

Note: Due to rounding, vulnerability level percentages for certain assets may exceed 100%  
 

Table 50 . Regulator, compressor, & valve assets and projected vulnerability  
to inland flooding   

By % of total number of assets of each type  for median - model (model - P50) and both median - year 
and extreme - year (time - P50 and time - P95). 

Time 
Horizon  

Vulnerability Levels  
(SSP3- 7.0 time - P50, 

model - P50)  

Vulnerability Levels  
(SSP3- 7.0 time - P95, 

model - P50)  
 Low Medium  High Low Medium  High 

Regulators, Compressors, Valves  
 Controllable Gas Valve  

Baseline  86% 14% 0% 13% 70% 17% 

2030  77% 23% 0% 12% 67% 21% 

2050  68% 32% 0% 13% 66% 21% 

2070  70% 30% 0% 10% 67% 23% 
 Non- Controllable Gas Valve  
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Baseline  98% 2% 0% 70% 27% 3% 
2030  94% 6% 0% 69% 28% 3% 

2050  89% 11% 0% 69% 28% 3% 

2070  91% 9% 0% 69% 28% 3% 
 Regulator  

Baseline  70% 30% 0% 3% 56% 41% 

2030  58% 41% 0% 6% 44% 50% 

2050  56% 44% 1% 6% 42% 52% 

2070  52% 46% 2% 1% 44% 55% 
 Compressor Station*  

Baseline  0% 100% 0% -  -  -  

2030  0% 100% 0% -  -  -  

2050  0% 100% 0% -  -  -  

2070  0% 100% 0% -  -  -  

Note: Due to rounding, vulnerability level percentages for certain assets may not equal  100% 
*Vulnerability scores for the Moreno compressor station come from the S CG study  
 
3.2.3.2.7 Gas Assets ï Landslides 

Landslides were a hazard of particular interest to SMEs when reviewing gas assets, especially 
above- ground equipment, warranting a deeper dive into asset vulnerability. In the present -
day, there are a limited amount of asset s with high vulnerability to landslides, mainly within in 
the coastal and inland region s. While there is not a drastic change in vulnerability scores for 
landslides, from observed to 2070, there are localized changes from low to medium and 
medium to high vulnerability. The map below  (Figure 37) visualizes these localized changes in 
vulnerability for high - pressure pipes f or observed , 2030, 2050, and  2070.  
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Figure 37. Map of high - pressure pipes & vulnerability to landslides in the present day , 
2030, 2050,  and 2070 model - P50 and time - P50 under SSP3- 7.0 

 
 
Table 51. High- pressure pipe assets and projected vulnerability to landslides (by % of total 

number of assets of each type)  

Time Horizon  
Vulnerability Levels  

(Under SSP3- 7.0) 
 Low Medium  High 

High- Pressure Pipes (HPPs)  
 HPP 

Baseline  69% 29% 2% 

2030  66% 30% 4% 

2050  65% 31% 4% 

2070  65% 29% 6% 
 HP Service Pipe  
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Baseline  93% 8% 0% 
2030  93% 8% 0% 

2050  92% 8% 0% 

2070  89% 11% 0% 

Note: Due to rounding, vulnerability level percentages for certain assets may exceed 100%  
 
Table 52. Medium - pressure pipe assets and projected vulnerability to landslides (by % of 

total number of assets of each type)  

Time Horizon  
Vulnerability Levels  

(Under SSP3- 7.0) 
 Low Medium  High 

Medium - Pressure Pipes  (MPPs) 
 MPP 

Baseline  85.2% 14.7% 0.1% 

2030  84.5% 15.4% 0.1% 

2050  82.4% 17.5% 0.2% 

2070  79.3% 20.4% 0.3% 
 MP Service Pipe  

Baseline  99.3% 0.7% 0.0% 

2030  99.0% 1.0% 0.0% 

2050  98.5% 1.5% 0.0% 

2070  97.5% 2.5% 0.0% 

Note: Due to rounding, vulnerability level percentages for certain assets may exceed 100%  
 

Table 53. Regulator, compressor, & valve assets and projected vulnerability to landslides 
(by % of total number of assets of each type)  

Time Horizon  
Vulnerability Levels  

(Under SSP3- 7.0) 
 Low Medium  High 

Regulators, Compressors, Valves  
 Controllable Gas Valve  

Baseline  86.1% 13.6% 0.3% 

2030  86.0% 13.6% 0.4% 

2050  85.5% 14.0% 0.5% 

2070  84.8% 14.1% 1.1% 
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 Non- Controllable Gas Valve  

Baseline  92.8% 6.9% 0.3% 

2030  91.7% 8.0% 0.3% 

2050  91.9% 7.8% 0.4% 

2070  87.7% 11.9% 0.4% 
 Regulator  

Baseline  80.3% 19.2% 0.5% 

2030  78.8% 20.6% 0.6% 

2050  78.1% 20.9% 1.1% 

2070  77.3% 20.1% 2.6% 
 Compressor Station  

Baseline  100% 0% 0% 

2030  100% 0% 0% 

2050  100% 0% 0 % 

2070  100% 0% 0 % 

Note: Due to rounding, vulnerability level percentages for certain assets may exceed 100%  
 
3.2.3.3 Vulnerability of Operations & Services  
SDG&E characterized the vulnerability of its operations and services to inland flooding by 
ÄøóĊßÉÍĆßóÚƇĐÞÍƇÍĥăøĊĔĆÍƇøÙƇp0@ư4źĊƇĊÍĆğßÄÍƇĐÍĆĆßĐøĆĦƇĐøƇĐÞÍƇÞ·Ĭ·ĆÉƇ·óÉƇĐÞÍƇĊÍóĊßĐßğßĐĦƇøÙƇ
each operation and service.  
 
Exposure to inland flooding is projected to increase across all regions of the SDG&E service 
territory in the future. For example, maximum 3- day precipitation in the Julian region is 
projected to  increase by 1.45 inches relative to baseline  by 2070 . The heightened exposure 
øÙƇĐÞÍƇĊÍĆğßÄÍƇĐÍĆĆßĐøĆĦƇĐøƇßóì·óÉƇÙìøøÉßóÚƇßĊƇìßêÍìĦƇĐøƇßòă·ÄĐƇp0@ư4źĊƇøăÍĆ·ĐßøóĊƇ·óÉƇĊÍĆğßÄÍĊƇ
in direct and indirect ways. It could, for instance, prevent access to critical underground 
distribution and transmission lines that wou ld be submerged , thereby directly affecting asset 
management. At the same time, SDG&E has noted that underground distribution connectors 
and saturated cables have faulted when dried out after flood events, which could indirectly 
affect reliability planning . 
 
To understand the sensitivity of operations and services to inland flooding , the SDG&E 
characterized their current resilience to this hazard.  As described in 3.1.1.3 Adaptive Capacity , 
the SDG&E scored operational maturity from 0 to 5 by assessing five topics associated with 
resilience practices. Across each of these topics, the operations and services received a 
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score of 0 to 1, with 1 representing a high compliance with the resilience practice. Operational 
maturity is used as a proxy for operational sensitivity to derive operational vulnerability.
 
The output of the operational maturity  scoring is presented in Table 54.  
 

Table 54 . Operational maturity  scores of SDG &E's operations and services for inland 
flooding  

 
 
Based on the limited  ßóÄĆÍ·ĊÍƇßóƇÍĥăøĊĔĆÍƇøÙƇĐÞÍƇp0@ư4źĊƇĊÍĆğßÄÍƇĐÍĆĆßĐøĆĦƇĐøƇinland flooding  
and on the operational maturity  scores obtained, asset management, vegetation 
management, communications, and supply management have the highest projected 
operational vulnerability to the hazard. In each case, resilience practices are not currently 
fully incorporated.  
 
Emergency response and safety operations  appear to be in better standing . For the former, 
ßóğÍĊĐòÍóĐĊƇßóƇĐÍÄÞóøìøÚßÍĊƇ·óÉƇßóóøğ·ĐßøóśƇĐĆ·ÄêßóÚƇøÙƇĐÍ·òĊźƇăÍĆÙøĆò·óÄÍƇĐÞĆøĔÚÞƇĊăÍÄßÙßÄƇ
metrics, and diverse and external stakeholder communication and feedback are well 
incorporated. For the latter, there is similar tracking of teams źƇăÍĆÙøĆò·óÄÍƇ·óÉƇÉßğÍĆĊÍƇ·óÉƇ
external stakeholder communication and feedback, in addition to the personnel being 
regularly trained. The  strong integration of these different resilienc e practices makes these 
operations and services less sensitive to inland flooding.  
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Finally, reliability planning is least vulnerable across all operations and services by assimilating 
all the practices mentioned previously.  
 
These results are summarized in  Figure 38 below. 
 
Figure 38. Graphical representation of the vulnerability of SDG&E's operations and services 

to inland flooding  

 
 
3.2.4 Coastal Flooding  
Hazard characterization    
The majority of sea level rise occurs from melting ice sheets and glaciers and thermal 
expansion of water ųboth of which are triggered by warming temperatures. SLR also amplifies 
the impacts of the 1% annual chance (100 - year) storm surge. This poses a threat to coastal 
infrastructure an d communities. Along the San Diego coast, sea levels are expected to rise 
approximately 1 foot by 2050 , which is at a substantially faster rate than historically 
observed. As levels increase, current thresholds of extremes will become more frequent and 
occ ur for longer durations, although the most extreme SLR events will likely occur in short 
bursts during El Niño conditions. 33 Coastal flooding associated with the 100 - year storm surge 
will likely also worsen as sea levels rise.35  
 
SLR can exacerbate coastal flooding and  accelerate coastal erosion by increasing the 
frequency and intensity of flooding events  and erod ing beaches, cliffs, and dunes. SLR can 
also lead to more powerful waves and storm surges that remove sediment and weaken 
coastal structures. This process causes the shoreline to retreat inland, threatening natural 
landscapes, infrastructure, and communities.  
 
Coastal flooding can be experienced as king tides, which are periodic , anomalously high tides 
well above normal levels . SLR from climate change could  amplify the impact of king tides in 
California , increasing baseline water levels  and making king tides stronger  and potentially 
more destructive  absent adaptation and resilience efforts . This could lead to more frequent 
and severe coastal flooding, which can inundate low - lying areas, erode beaches and cliffs, 
and raise coastal groundwater levels. The combination of higher sea levels and king tides also  
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leads to cascading impacts that  exacerbates storm surges, resulting in more extensive and 
damaging flooding events.  
 
Variables and methods  
The following climate variable w as analyzed to  determine present day and future exposure 
to inland flooding : 

¶ Inundation from SLR with 100 - Year and 20 - Year Storm Surge 

This variable was calculated from the Coastal Storm Modeling System (CoSMoS) storm and 
updated CMIP6 tide gauge SLR projections for the southern California coast at La Jolla tide 
gauge. The CoSMoS models inundation depths as a result of SLR and the 100 - year and 20 -
year storms (note that as such, the baseline/0 SLR just shows the 100 - year or 20 - year storm) 
for 2030, 2050, and 2070 SLR scenarios. CoSMoS inundation depth layers are available in 25  
cm (~10 inches) SLR increments. The closest SLR depth layer is used for each SLR scenario. 
SLR increments chosen for the study correspond with the updated 2024 California State 
Guidance for San Diego under the intermediate - high risk aversion scenario using CMIP6 
projections. 51 
 

Projected Change across the SDG&E Service Territory  
Figure 39 shows the inundation from SLR and the storm surge associated with 20 - year and 
100- year storm events at baseline, 2050, and 2070 SLR scenarios. For 2030, SLR is similar to 
2050 leading to identical inundation and extents . Under a 20 - year storm surge and SLR 
scenario, floodplains are projected to expand in future time horizons to inundate more of 
Mission Bay, river outlets north toward Del Mar, portions of San Diego Bay, and Tijuana River 
Valley (just north of Tijuana, M exico ). These projected trends are exacerbated under a 100 -
year storm surge + SLR scenario, with inundation expanding f arther into normally dry land in 
and around Mission Bay, downto wn San Diego, and into more of San Diego Bay.  
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Figure 39. Inundation  from  sea level rise and storm  surge at baseline, 2050,  and 2070 

(20 -  and 100- year events)  
For 2030, SLR is similar to 2050 leading to identical inundation and extents  (not shown) . The inset 

portion  of the map shows inundation at Mission Bay, San Diego.  

 
 
3.2.4.1 Exposure Scores 
Exposure Approach  
Coastal flooding thresholds were developed for exposure score bucketing using coastal 
inundation depth from the 100 - year and 20 - year storm surge plus SLR. Table 55 shows 
asset- specific exposure thresholds used to bucket coastal flooding scores . 
 

Table 55 . Exposure scoring for SLR variables  

Hazard  Coastal Flooding  

Asset 
Type  

All assets 

Weighting  50% 50% 

Variable  
Inundation from SLR + 100- Year 

Storm Surge  
Inundation from SLR + 20 - Year 

Storm Surge  
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Thresholds  

Inundation Level  Exposure Score  Inundation Level  Exposure Score  

No inundation  0  No inundation  0  
>0 Ų 36 cm  1 >0 Ų 36 cm  1 

>36 Ų 70 cm  2 >36 Ų 73 cm 2 
>70 Ų 110 cm 3 >73 Ų 111 cm 3 

>110 Ų 161 cm 4 >111 Ų 159 cm 4 
>161 cm 5 >159 cm 5 

 
3.2.4.1.1 Exposure Summary 

The proportion  of assets exposed to c oastal flooding  in either 20 - year or 100- year coastal 
floodplains  is summarized below in  Table 56  and the extent is shown in Figure 40 . Only a 
small percentage of assets are exposed to coastal flooding across all asset families during  
the baseline period . However, by 2070 , the percentage of exposed assets is projected to 
more than double , especially in low - lying areas located around Mission Bay,  San Diego Bay 
(including parts of Point Loma, Chula Vista, National City , and Imperial Beach), Coronado 
Island, and Silver Strand. Substations are expected to experience the most significant 
increase in exposure, rising from 0. 3% of assets in the baseline period to 2.2% by 2070.  
 

Table 56 . Asset  counts  with  coastal  flood  ÍĥăøĊĔĆÍƇƜņ by  asset  family (baseline Ų2070)  
Asset count  with exposure scores of 1 or above (inundated by 20 - year or 100- year floodplains)  for 

coastal  flooding  by asset family during baseline , 2030, 2050, and 2070.  

ĊĊÍĐƇ?·òßìĦ *·ĊÍìßóÍ ŇŅňŅ ŇŅŊŅ ŇŅŌŅ 

0ßĊĐĆßÃĔĐßøó ņśŊŉŅ ņśōňŊ ņśōňŊ ŉśņŌŊ 
vĆ·óĊòßĊĊßøó ņŋŊ ņŌņ ņŌņ ňŉň 
pĔÃĊĐ·ĐßøóĊ Ŋ Ŋ Ŋ ňŉ 
+øòòĔóßÄ·Đßøó ōŅ ōŇ ōŇ ŇŇņ 
?·ÄßìßĐßÍĊ Ņ Ņ Ņ Ņ 

 
3.2.4.2 Sensitivity and Vulnerability Scores  
While the sensitivity and vulnerability scores for other climate hazards were determined 
under two climate scenarios (SSP3- 7.0 model - P50 under  time - P50 & time - P95), coastal 
resilience sensitivity and vulnerability was only calculated under one SLR scenario: 
Intermediate - High. This SLR scenario aligns with California Ocean Protection Council ( OPC) 
guidance 52 for medium - high risk aversion . The majority of assets  experience low vulnerability  
to coastal flooding regardless of time period. For example, 100% of substation transformers 
experience low vulnerability in the baseline, 2030, 2050, and 2070  (Figure 40 ). 
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Figure 40 . Map of substation transformers & vulnerability to coastal flooding  in the 

observed , 2030, 2050,  and 2070  

 
 
3.2.4.2.1 Transmission 

Sensitivity Scores  
Out of all transmission asset types,  poles and towers have a high sensitivity to coastal 
flooding. Erosion, scouring of the ground near pole bases, and saline water exposure from 
rising sea levels can compromise the structural integrity of line structures and accelerate 
corrosion of structural members. In addition, wave action and floating debris could cause 
structural damage if high - velocity contact occurs. Consecutively, high tides or king tides 
during such flooding events can exacerbate the impact and even affect assets that are 
further in land. Underground line sub - segment assets (cables ) have a low sensitivity  to 
coastal flooding. While they are generally designed to be submersible and can withstand 
flooding events, extreme flooding can still compromise the durability of those assets. In 
extreme events, heavy inundation of soil, especially if compounded by wave  impacts, can 

§ĤƚĲƖƻĲĬ ΞΜΟΜ

ΞΜΡΜ ΞΜΤΜ



 

143 
CLIMATE ADAPTATION AND VULNERABILITY REPORT 

weaken the load bearing capacity of soil, potentially causing damage to underground 
transmission. Finally, overhead  line segments have a minimal sensitivity to coastal flooding  
largely due to the fact that, while they may not be directly damaged by coastal flooding,  
operations and maintenance crews may be unable to access these assets and thereby cause  
delay in restoration activity . The sensitivity scoring for these asset types is further detailed 
in Appendix I Ų Sensitivity Scoring Results . 
 
Vulnerability Scores  
Based on the exposure, sensitivity , and adaptive capacity scoring methodology for coastal 
flooding in Section 3.1.1, the resulting vulnerability scores are presented in Table 57. All 
transmission overhead line assets and almost  all (99.9%) of overhead transmission structure 
assets are projected to have low vulnerability to coastal flooding in the baseline period and 
across all time periods  (2030, 2050, and 2070) . It is notable that the remaining 0.1% of 
overhead transmission structure assets have medium vulnerability.  For underground 
transmission line s, 99 .3% of the asset  locations are projected to  have low vulnerability to 
coastal flooding in the baseline period , 2030, and 2050 , but this proportion will decrease 
slightly  to 97.6% in 2070.  In response, the proportion s of the underground transmission line 
assets with medium and high vulnerability  are projected to increase from 0. 3% and 0.4% to 
1.6% and 0.8% by 2070 , respectively.  The underground transmission line assets  with high 
vulnerability to coastal flooding in the baseline periods, 2030, and 2050 are located near San 
Luis Rey River, San Diego River, and Sweetwater River, and by 2070 an underground 
transmission line asset in the San Diego Bay near San Diego Convention Center is projected 
to reach high vulnerability.  
 
Table 57. Transmission assets and projected vulnerability to coastal  flooding (by % of total 

number of assets of each type)  

Time Horizon  
Vulnerability Levels  

(Intermediate - High SLR Scenario ) 
 Low Medium  High 

Transmission  
 Transmission Overhead Line  

Observed  100.0% 0.0% 0.0% 

2030  100.0% 0.0% 0.0% 

2050  100.0% 0.0% 0.0% 

2070  100.0% 0.0% 0.0% 
 Transmission Underground Line  
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Observed  99.3% 0.4% 0.4% 

2030  99.3% 0.3% 0.4% 

2050  99.3% 0.3% 0.4% 

2070  97.6% 1.6% 0.8% 
 Overhead Structures (Transmission)  

Observed  99.9% 0.1% 0.0% 

2030  99.9% 0.1% 0.0% 

2050  99.9% 0.1% 0.0% 

2070  99.9% 0.1% 0.0% 

Note: Due to rounding, vulnerability level percentages for certain assets may exceed 100%  
 
3.2.4.2.2 Distribution 

Sensitivity Scores  
Pad- mounted transformers and dynamic protective devices (fault - interrupters, reclosers, 
auto - throwovers, switches , fuses) have severe sensitivity to coastal flooding. While pad -
mounted transformers are typically elevated several inches above ground level on concrete 
pads , flooding above that level may result in damage.  Furthermore, even if elevated, a high 
amount of coastal storm surge may cause mount damage, although  de- energization will only 
be necessary in the case of submersion. Eroded coasts due to SLR can degrade structural 
integrity , while king tides during storm surges can result in cascading impact s which can  
contribute to in creased sensitivity. In the case of dynamic protective device  assets, 
electromechanical and microprocessor relays can be vulnerable to flooding and SLR. Water 
exposure may corrode and damage microprocessors and moving components of 
electromechanical relays, and debris can be deposited in component enclosures, potentially 
causing failure.  
 
Poles have high sensitivity to coastal flooding . Along with erosion, scouring of the ground near 
pole bases and saline water exposure from rising sea levels hav e the potential to compromise  
the structural integrity of transmission line structures and accelerate the  corrosion of 
structural members. Wave action and floating debris could also cause structural damage if 
high- velocity contact occurs. As per primary underground conductors, which also have 
moderate sensitivity to coastal flooding , conductors and a ssociated structures could be 
subject to corrosion, particularly in the case of existing damage or faulty sealing. Flooding 
may also impede operations and maintenance.  Subsurface transformer assets, which also 
have a moderate sensitivity  to coastal flooding  with their traditional  submersible  design does 
not fully prevent them from being  subject to corrosion, particularly in the case of existing 
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damage or faulty sealing . As with other asset types, maintenance can be impeded due to 
floodwaters. Finally, primary overhead  conductor, overhead transformer, and voltage 
regulator assets have minimal sensitivity to coastal flooding. In all cases, coastal flooding 
could make those assets  inaccessible , which would result in an inability for operation and 
maintenance crews to perform the necessary restoration activities on time. The sensitivity 
scoring for these asset types is further detailed in Appendix I Ų Sensitivity Scoring Results . 
 
Vulnerability Scores  
Based on the exposure, sensitivity , and adaptive capacity scoring methodology for coastal 
flooding in Section 3.1.1, the resulting vulnerability scores are presented in  Table 58 . The 
majority of distribution assets have a low vulnerability to coastal flooding across time periods. 
There are some exceptions. For instance, while 0.0% of overhead structure assets have 
medium vulnerability to coastal flooding in the baseline , in 2030, and in 2050, this share 
increases to 0.1% by 2070. The same pattern is observable for pad - mounted transformers, 
with 0.1% of assets projected to have medium vulnerability in 2070 compared to 0.0% up 
until then. Similarly, while 0.0% of dynamic p rotection devices have medium vulnerability to 
coastal flooding in the baseline , in 2030, and in 2050, 0.2% of those assets are projected to 
have medium vulnerability in 2070. Across all asset types, the percentage of assets with high 
vulnerability to coastal flooding remains 0% throughout.  
 
Table 58 . Distribution  assets and projected vulnerability to coastal  flooding (by % of total 

number of assets of each type)  

Time Horizon  
Vulnerability Levels  

(Intermediate - High SLR Scenario ) 
 Low Medium  High 

Distribution  
 Overhead Structures (Distribution)  

Observed  100.0% 0.0% 0.0% 

2030  100.0% 0.0% 0.0% 

2050  100.0% 0.0% 0.0% 

2070  99.9% 0.1% 0.0% 
 Primary Overhead Conductor  

Observed  100.0% 0.0% 0.0% 

2030  100.0% 0.0% 0.0% 

2050  100.0% 0.0% 0.0% 

20 70 100.0% 0.0% 0.0% 
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 Primary Underground Conductor  

Observed  100.0% 0.0% 0.0% 

2030  100.0% 0.0% 0.0% 

2050  100.0% 0.0% 0.0% 

2070  99.9 % 0.1% 0.0% 
 Overhead Transformer  

Observed  100.0% 0.0% 0.0% 

2030  100.0% 0.0% 0.0% 

2050  100.0% 0.0% 0.0% 
2070  100.0% 0.0% 0.0% 

 Pad- mounted Transformer  
Observed  100.0% 0.0% 0.0% 

2030  100.0% 0.0 % 0.0% 

2050  100.0% 0.0 % 0.0% 

2070  99.9% 0.1% 0.0% 
 Subsurface Transformer  

Observed  100.0% 0.0% 0.0% 
2030  100.0% 0.0% 0.0% 
2050  100.0% 0.0% 0.0% 

2070  100.0% 0.0% 0.0% 
 Voltage Regulator  

Observed  100.0% 0.0% 0.0% 

2030  100.0% 0.0% 0.0% 

2050  100.0% 0.0% 0.0% 

2070  100.0% 0.0% 0.0% 
 Dynamic Protection Devices  

Observed  100.0% 0.0 % 0.0% 
2030  100.0% 0.0 % 0.0% 
2050  100.0% 0.0 % 0.0% 
2070  99.8% 0.2% 0.0% 

 Pad- mount Switches  

Observed  100.0% 0.0% 0.0% 

2030  99.9% 0.1% 0.0% 

2050  99.9% 0.1% 0.0% 

2070  99.9% 0.1% 0.0% 



 

147 
CLIMATE ADAPTATION AND VULNERABILITY REPORT 

 Underground Switches  

Observed  100.0% 0.0% 0.0% 

2030  100.0% 0.0% 0.0% 

2050  100.0% 0.0% 0.0% 

2070  100.0% 0.0% 0.0% 
 Overhead Switches  

Observed  100.0% 0.0% 0.0% 

2030  100.0% 0.0% 0.0% 

2050  100.0% 0.0% 0.0% 

2070  100.0% 0.0% 0.0% 
 Distribution Capacitors  

Observed  100.0% 0.0% 0.0% 
2030  100.0% 0.0% 0.0% 
2050  100.0% 0.0% 0.0% 
2070  100.0% 0.0% 0.0% 

Note: Due to rounding, vulnerability level percentages for certain assets may exceed 100%  
 
3.2.4.2.3 Substation 

Sensitivity Scores  
For coastal flooding, depth data is available such that SDG&E was able to derive a depth -
dependent sensitivity scoring. Table 59  lists the flood depth levels (in feet) and the 
corresponding sensitivity scores.  
  

Table 59 . Flood depths (feet) and corresponding sensitivity scores for coastal flooding  

Flood depth (feet)  Sensitivity Score  

<1 0  

1 -  2 1 

>2 -  3 1 

>3 -  4 4 

> 4 5 

 
Based on the scoring table, v oltage regulator, substation reactor, and protection control 
device  assets are severely sensitive to coastal flooding . In all cases, floating debris and wave 
action have the potential to physically damage assets. In addition, and in the case of  voltage 
regulator and substation reactors, flooding can damage core s and windings , while wave 
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impacts on coastal installations may compromise foundation integrity. For protection control 
device assets, electromechanical and micro processor relays can be vulnerable to flooding, 
and water exposure may corrode or damage microprocessors and moving components of 
electromechanical relays.   
 
Substation transformer and circuit breaker  assets are highly sensitive to coastal flooding. 
While the former are hermetically sealed and generally resilient against flooding, brackish 
water intrusion through faulty seals, wave impact, and floating debris might cause damage. In 
addition, auxiliary systems may be damaged and the removal of vegetation to reduce wildfire 
risk may increase the susceptibility of the assets to erosion or flooding.  In the case of the 
latter, those installed at grade level can be da maged by flooding as floodwaters can corrode 
electrical and mechanical components, impact operations, and lead to future failure. Wave 
action may physically damage breakers and, in extreme cases of flooding, floodwaters can 
compromise electrical insulation .  
 
Both switchgear and capacitor bank assets have moderate sensitivity to coastal flooding. For 
switchgears  installed at grade level, floodwaters can corrod e electrical and mechanical 
components , leading to potential asset  failure. Impact from wave action may damage 
equipment leading to completely disabling the equipment.  On the other hand, capacitors are 
usually elevated above grade, but water reaching the insulators of the capacitor cans could 
result in outage and possibly damage.  In addition, non - waterproof  electrical components 
may be d amaged by exposure to flooding and floating debris and wave action can physically 
damage the assets.  
 
The sensitivity scoring for these asset types is further detailed in Appendix I Ų Sensitivity 
Scoring Results. 
 
Vulnerability Scores  
Based on the exposure, sensitivity , and adaptive capacity scoring methodology for coastal 
flooding  in Section 3.1.1, the resulting vulnerability scores are presented in Table 60 . Almost 
all asset types have low vulnerability to coastal flooding regardless of the time period. For 
circuit breakers, switchgears, and capacitor banks, 0.3% of assets have medium vulnerability  
in the baseline  to coastal flooding, a percentage that remains stable across 2030 and 2050 
before reaching 0.5% in 2070. For these asset types, only 0. 3% of assets are expected to 
have high vulnerability to coastal flooding in 2070 , compared to 0.0% in the baseline , in 2030, 
and in 2050 . 
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Table 60 . Substation assets and projected vulnerability to coastal  flooding (by % of total 
number of assets of each type)  

Time Horizon  
Vulnerability Levels  

(Intermediate - High SLR Scenario ) 
 Low Medium  High 

Substation  
 Substation Transformer  

Observed  100.0% 0.0% 0.0% 

2030  100.0% 0.0% 0.0% 

2050  100.0% 0.0% 0.0% 

2070  100.0% 0.0% 0.0% 
 Substation Voltage Regulator  

Observed  100.0% 0.0% 0.0% 

2030  100.0% 0.0% 0.0% 

2050  100.0% 0.0% 0.0% 

2070  100.0% 0.0% 0.0% 
 Substation Reactor  

Observed  100.0% 0.0% 0.0% 

2030  100.0% 0.0% 0.0% 

2050  100.0% 0.0% 0.0% 

2070  100.0% 0.0% 0.0% 
 Substation DPD  

Observed  100.0% 0.0% 0.0% 

2030  100.0% 0.0% 0.0% 

2050  100.0% 0.0% 0.0% 
2070  100.0% 0.0% 0.0% 

 Circuit Breakers  
Observed  99.7% 0.3% 0.0% 

2030  99.7% 0.3% 0.0% 

2050  99.7% 0.3% 0.0% 

2070  99.2% 0.5% 0.3% 
 Switchgear  

Observed  99.7% 0.3% 0.0% 

2030  99.7% 0.3% 0.0% 

2050  99.7% 0.3% 0.0% 
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2070  99.2% 0.5% 0.3% 
 Capacitor Banks  

Observed  99.7% 0.3% 0.0% 
2030  99.7% 0.3% 0.0% 

2050  99.7% 0.3% 0.0% 

2070  99.2% 0.5% 0.3% 

Note: Due to rounding, vulnerability level percentages for certain assets may exceed 100%  
 
3.2.4.2.4 Communication 

Sensitivity Scores  
Out of all communication asset types, antennas  have a high sensitivity to coastal flooding , as 
they are not built to be resistant to salt - water spray.  Both underground fiber and copper 
assets have moderate sensitivity to coastal flooding. Despite cables having features to resist 
water ingress, sustained exposure to water due to flooding can infiltrate ducts or conduits 
and potentially lead to physical damage and signal loss. Moreover, the  inability for operations 
and maintenance crews to access these assets  may lead to delays  in restoration activity , 
·óÉƇßóƇĐÞÍƇÄ·ĊÍƇøÙƇĔóÉÍĆÚĆøĔóÉƇÄøăăÍĆƇ·ĊĊÍĐĊƇĠ·ĐÍĆƇÄ·óƇÄøĆĆøÉÍƇĐÞÍƇÄ·ÃìÍĊźƇÄø·ĐßóÚƇ·óÉƇ
damage them if seals are compromised. SCADA (RTU) assets also have moderate sensitivity 
to coastal flooding . While enclosures are commonly sealed and resistant to extreme weather, 
sustained flooding can impede access for restoration activities. Floating debris in moving 
water and wave action could also cause structural damage if high - velocity contact occurs. 
Communication  poles  have a low sensitivity to coastal flooding  due to their robust 
foundations. Still, erosion and scouring of the ground near pole bases, particularly if 
compounded by wave impacts, can compromise structural integrity. Impacts are the 
greatest from moving water and  standing water impacts are only expected when inundations 
are long- term. Finally, overhead fiber and copper assets have minimal sensitivity to coastal 
flooding.  This is due to the remaining risk of the accessibility of assets becoming hindered, 
which could make operations and maintenance cr ews unable to access the assets and delay 
restoration activity. The sensitivity scoring for these asset types is further detailed in 
Appendix I Ų Sensitivity Scoring Results . 
 
Vulnerability Scores  
Based on the exposure, sensitivity , and adaptive capacity scoring methodology  for coastal 
flooding in Section 3.1.1, the resulting vulnerability scores are presented in Table 61. The 
majority of communication assets have low vulnerability to coastal flooding under all future 
climate scenarios and time periods. Exceptions include underground fiber assets, with 0.1% 
of assets having medium vulnerability in the baseline  and this share increasing to 0.3% in 
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2030 and 2050, and 0.6% in 2070. Additionally, while 0.0% of underground copper, SCADA 
RTU, and antenna assets have medium vulnerability  in the baseline  to coastal flooding and in 
2030 and 2050, this percentage increases to 0.1% in 2070.  
 

Table 61. Communica tion  assets and projected vulnerability to coastal  flooding (by % of 
total number of assets of each type)  

Time Horizon  
Vulnerability Levels  

(Intermediate - High SLR Scenario ) 
 Low Medium  High 

Communication  
 Overhead Fiber  

Observed  100.0% 0.0% 0.0% 

2030  100.0% 0.0% 0.0% 

2050  100.0% 0.0% 0.0% 

2070  100.0% 0.0% 0.0% 
 Overhead Copper  

Observed  100.0% 0.0% 0.0% 

2030  100.0% 0.0% 0.0% 

2050  100.0% 0.0% 0.0% 

2070  100.0% 0.0% 0.0% 
 Underground Fiber  

Observed  99.9% 0.1% 0.0% 

2030  99.7% 0.3% 0.0% 

2050  99.7% 0.3% 0.0% 

2070  99.4% 0.6% 0.0% 
 Underground Copper  

Observed  100.0% 0.0% 0.0% 
2030  100.0% 0.0% 0.0% 
2050  100.0% 0.0% 0.0% 
2070  99.9% 0.1% 0.0% 

 Overhead Structures ( Communication ) 

Observed  100.0% 0.0% 0.0% 

2030  100.0% 0.0% 0.0% 

2050  100.0% 0.0% 0.0% 
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2070  100.0% 0.0 % 0.0% 
 SCADA RTU 

Observed  100.0% 0.0% 0.0% 

2030  100.0% 0.0% 0.0% 

2050  100.0% 0.0% 0.0% 

2070  99.9% 0.1% 0.0% 
 Antennas  

Observed  100.0% 0.0% 0.0% 

2030  100.0% 0.0% 0.0% 

2050  100.0% 0.0% 0.0% 

2070  99.9% 0.1% 0.0% 

Note: Due to rounding, vulnerability level percentages for certain assets may exceed 100%  
 
3.2.4.2.5 Facilities 

Sensitivity Scores  
Out of all facilities asset types, critical facilities have a high sensitivity to coastal water . This 
is because flooding could damage critical equipment (servers, power supply, etc.) or 
supporting systems (HVAC, backup generators, etc.) and make them inoperable. If flooding 
blocks road access, it may also restrict access to these sites and make them inoperable or 
understaffed. Furthermore, some servers and cabling under the raised floor would get 
damaged from flooding and some equipment that is mounted on raised floors could still be 
sensitive depending on the level of floodwater . Communication centers have a moderate 
sensitivity to coastal flooding , specifically the components within and despite these 
locations being unmanned and out in the elements in remote areas.  Finally, both office 
building ( headquarters, call centers, training centers, warehouses) and command and 
operation center assets have low sensitivity to coastal flooding. In the case of office buildings, 
flooding could damage facility equipment and completely restrict access to asset critical 
facility  locations, effectively closing them , while some operations may be temporarily 
modified or relocated. In the case of command and operation centers, flooding could 
critically damage facility equipment (like meters, IT equipment, or maintenanc e vehicles) and 
restrict access to asset critical facility  locations, effectively closing them. The sensitivity 
scoring for these asset types is further detailed in Appendix I Ų Sensitivity Scoring Results . 
 
Vulnerability Scores  
Based on the exposure, sensitivity , and adaptive capacity scoring methodology for coastal 
flooding  in Section 3.1.1, the resulting vulnerability scores are presented in Table 62. All 
facilities assets have low vulnerability to coastal flooding across all time periods.  
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Table 62. Facility assets and projected vulnerability to coastal  flooding (by % of total 

number of assets of each type)  

Time Horizon  
Vulnerability Levels  

(Intermediate - High SLR Scenario ) 
 Low Medium  High 

Facilitie s 
 Office Buildings  

Observed  100.0% 0.0% 0.0% 

2030  100.0% 0.0% 0.0% 

2050  100.0% 0.0% 0.0% 

2070  100.0% 0.0% 0.0% 
 Construction and Operation Centers  

Observed  100.0% 0.0% 0.0% 

2030  100.0% 0.0% 0.0% 

2050  100.0% 0.0% 0.0% 

2070  100.0% 0.0% 0.0% 
 Communication Centers  

Observed  100.0% 0.0% 0.0% 

2030  100.0% 0.0% 0.0% 

2050  100.0% 0.0% 0.0% 

2070  100.0% 0.0% 0.0% 
 Asset Critical Facilities  

Observed  100.0% 0.0% 0.0% 

2030  100.0% 0.0% 0.0% 

2050  100.0% 0.0% 0.0% 

2070  100.0% 0.0% 0.0% 

Note: Due to rounding, vulnerability level percentages for certain assets may exceed 100%  
 
3.2.4.2.6 Gas Assets 

Sensitivity Scores  
High- pressure  pipes , regulators, compressors , and valves have high sensitivity to coastal 
flooding . As regulators, compressors , and valves are typically above ground , they have the 
potential to be directly exposed to flooding . Additionally, w ater intrusion into  compressors 
or valves can result in elevated regulator pressure and lead to a line rupture.  While high-  and 
medium - pressure pipes are typically below ground, they can still be indirectly impacted by 
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soil displacement and erosion caused by coastal flooding. Additionally, access to these pipes 
for critical repairs may be impeded by flooding due to SLR. Sensitivity scores for gas assets 
were determined by S CG SMEs and used to determine the asset vulnerabilities shown in the 
tables below.  
 
Vulnerability Scores  
Based on the exposure, sensitivity , and adaptive capacity scoring methodology for coastal 
flooding  in Section 3.1.1, the resulting vulnerability scores are presented in Table 63, Table 64 , 
and Table 65 . The majority of gas assets have low vulnerability to coastal flooding under all 
future climate scenarios and time periods. One exception  is high pressure pipe  assets, with 
0.3% of assets having medium vulnerability in the baseline , a percentage projected to 
increase to 0.4% in 2030, 2050, and 2070. Additionally, while 0.0% of controllable gas valve 
assets have medium vulnerability  in the baseline  to coastal flooding, in 2030, and in 2050, 
this percentage is projected to rise to 0.1% in 2070.  
 
Table 63 . High pressure pipe assets and projected vulnerability to coastal flooding (by % of 

total number of assets of each type)  

Time Horizon  
Vulnerability Levels  

(Intermediate - High SLR Scenario ) 
 Low Medium  High 

High Pressure Pipes  (HPPs) 
 HPP 

Baseline  99.7% 0.3% 0.0% 

2030  99.6% 0.4% 0.0% 

2050  99.6% 0.4% 0.0% 

2070  99.5% 0.4% 0.0% 
 HP Service Pipe  

Baseline  100% 0% 0% 

2030  100% 0% 0% 

2050  100% 0% 0% 

2070  100% 0% 0% 

Note: Due to rounding, vulnerability level percentages for certain assets may exceed 100%  
 
 



 

155 
CLIMATE ADAPTATION AND VULNERABILITY REPORT 

Table 64 . Medium pressure pipe assets and projected vulnerability to coastal flooding (by 
% of total number of assets of each type)  

Time Horizon  
Vulnerability Levels  

(Intermediate - High SLR Scenario ) 
 Low Medium  High 

Medium Pressure Pipes  (MPPs) 
 MPP 

Observed  100% 0% 0% 

2030  100% 0% 0% 

2050  100% 0% 0% 

2070  100% 0% 0% 
 MP Service Pipe  

Observed  100% 0% 0% 

2030  100% 0% 0% 

2050  100% 0% 0% 

2070  100% 0% 0% 

Note: Due to rounding, vulnerability level percentages for certain assets may exceed 100%  
 

Table 65 . Regulator, compressor, & valve assets and projected vulnerability to coastal 
flooding (by % of total number of assets of each type)  

Time Horizon  
Vulnerability Levels  

(Intermediate - High SLR Scenario ) 
 Low Medium  High 

Regulators, Compressors, Valves  
 Controllable Gas Valve  

Baseline  100% 0% 0% 

2030  100% 0% 0% 

2050  100% 0% 0% 

2070  99.9% 0.1% 0.0% 
 Non- Controllable Gas Valve  

Baseline  100% 0% 0% 

2030  100% 0% 0% 

2050  100% 0% 0% 

2070  100% 0% 0% 
 Regulator  
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Baseline  100% 0% 0% 

2030  100% 0% 0% 

2050  100% 0% 0% 

2070  100% 0% 0% 
 Compressor Station  

Baseline  100% 0% 0% 

2030  100% 0% 0% 

2050  100% 0% 0% 

2070  100% 0% 0% 

Note: Due to rounding, vulnerability level percentages for certain assets may exceed 100%  
 
3.2.4.2.7 Gas Assets ï Coastal Erosion 

Coastal erosion was a hazard of particular interest to S CG SMEs for  above- ground gas assets. 
However, the vulnerability of gas assets is minimal in both the present day and 2070. Non -
controllable gas valves are the only assets  which display higher vulnerability, with 0.1% 
projected to have medium vulnerability to coastal erosion by 2070  (Table 66 , Table 67, Table 
68). 
 
Table 66 . High pressure pipe assets and projected vulnerability to coastal erosion (by % of 

total number of assets of each type)  

Time Horizon  
Vulnerability Levels  

(Intermediate - High SLR Scenario ) 
 Low Medium  High 

High Pressure Pipes ( HPPs) 
 HPP 

Baseline  100% 0% 0% 

2030  100% 0% 0% 

2050  100% 0% 0% 

2070  100% 0% 0% 
 HP Service Pipe  

Baseline  100% 0% 0% 

2030  100% 0% 0% 

2050  100% 0% 0% 

2070  100% 0% 0% 

Note: Due to rounding, vulnerability level percentages for certain assets may exceed 100%  
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Table 67. Medium pressure pipe assets and projected vulnerability to coastal erosion (by 
% of total number of assets of each type)  

Time Horizon  
Vulnerability Levels  

(Intermediate - High SLR Scenario ) 
 Low Medium  High 

Medium Pressure Pipes ( MPPs) 
 MPP 

Baseline  100% 0% 0% 

2030  100% 0% 0% 

2050  100% 0% 0% 

2070  100% 0% 0% 
 MP Service Pipe  

Baseline  100% 0% 0% 

2030  100% 0% 0% 

2050  100% 0% 0% 

2070  100% 0% 0% 

Note: Due to rounding, vulnerability level percentages for certain assets may exceed 100%  
 

Table 68 . Regulator, compressor, & valve assets and projected vulnerability to coastal 
erosion (by % of total number of assets of each type)  

Time Horizon  
Vulnerability Levels  

(Intermediate - High SLR Scenario ) 
 Low Medium  High 

Regulators, Compressors, Valves  
 Controllable Gas Valve  

Baseline  100% 0% 0% 

2030  100% 0% 0% 

2050  100% 0% 0% 

2070  100% 0% 0% 
 Non- Controllable Gas Valve  

Baseline  100% 0% 0% 

2030  100% 0% 0% 

2050  99.9% 0.1% 0.0% 

2070  99.9% 0.1% 0.0% 
 Regulator  
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Baseline  100% 0% 0% 
2030  100% 0% 0% 

2050  100% 0% 0% 

2070  100% 0% 0% 
 Compressor Station  

Baseline  100% 0% 0% 

2030  100% 0% 0% 

2050  100% 0% 0% 

2070  100% 0% 0% 

Note: Due to rounding, vulnerability level percentages for certain assets may exceed 100%  
 
3.2.4.3 Vulnerability of Operations & Services  
SDG&E characterized the vulnerability of its operations and services to coastal  flooding by 
ÄøóĊßÉÍĆßóÚƇĐÞÍƇÍĥăøĊĔĆÍƇøÙƇp0@ư4źĊƇĊÍĆğßÄÍƇĐÍĆĆßĐøĆĦƇĐøƇĐÞÍƇÞ·Ĭ·ĆÉƇ·óÉƇĐÞÍƇĊÍóĊßĐßğßĐĦƇøÙƇ
each operation and service.  
 
While exposure to coastal flooding  is generally projected to remain low  across the SDG&E 
service territory i n the future , floodplains are projected to expand in future time horizons, 
inundating more of Mission Bay and other coastal regions within the service territory  leading 
to an increased exposure  for certain assets. A heightened exposure of the service territory 
ĐøƇÄø·ĊĐ·ìƇÙìøøÉßóÚƇĠøĔìÉƇìßêÍìĦƇßòă·ÄĐƇp0@ư4źĊƇøăÍĆ·ĐßøóĊƇ·óÉƇĊÍĆğßÄÍĊƇßóƇÉßĆÍÄĐƇ·óÉƇßóÉßĆÍÄĐƇ
ways. It could, for instance, prevent access to critical underground distribution and 
transmission lines that would be submerged, thereby directly affecting asset management. 
At the same time, SDG&E has noted that underground distribution connectors and saturated 
cables have faulted when dried out after  flood events, which could indirectly affect reliability 
planning. 
 
To understand the sensitivity of operations and services to coastal  flooding, SDG&E 
characterized their current resilience to this hazard. The output of the operational maturity  
scoring is presented in Table 69 . 
 



 

159 
CLIMATE ADAPTATION AND VULNERABILITY REPORT 

Table 69 . Operational maturity  scores of SDG &E's operations and services for coastal 
flooding  

 
 
*·ĊÍÉƇøóƇĐÞÍƇìßòßĐÍÉƇßóÄĆÍ·ĊÍƇßóƇÍĥăøĊĔĆÍƇøÙƇĐÞÍƇp0@ư4źĊƇĊÍĆğßÄÍƇĐÍĆĆßĐøĆĦƇĐøƇÄø·ĊĐ·ìƇÙìøøÉßóÚƇ
and on the operational maturity scores obtained, asset management, communications, and 
supply management have the highest projected operational vulnerability to the hazard. In 
each case, resilience practices are not currently fully incorporated.  
 
Vegetation management appears to be in better standing, due to the regular training of 
personnel towards flexibility, collaboration, and the prioritization of safety in the preparation 
of coastal flooding events.  
 
Emergency response and safety operations are further less vulnerable to coastal flooding, 
due to existing investments in new technologies and innovations designed to deliver better 
or to improve performance efficiency.  
 
Finally, reliability planning is least vulnerable across all operations and services by assimilating 
all the practices mentioned previously  and the incorporation of performance metrics to track 
ĐÞÍƇĐÍ·òĊźƇăÍĆÙøĆò·óÄÍ.  
 
These results are summarized in  Figure 41, below. 
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Figure 41. Graphical representation of the vulnerability of SDG&E's operations and services 
to coastal flooding  

 
 

3.2.5 All - Climate Hazard s Summary  
vøƇ·ĊĊÍĊĊƇĐÞÍƇğĔìóÍĆ·ÃßìßĐĦƇøÙƇĐÞÍƇÍóĐßĆÍĐĦƇøÙƇp0@ư4źĊƇ·ĊĊÍĐƇăøĆĐÙøìßøƇ·ÄĆøĊĊƇ·ììƇÄìßò·ĐÍƇ
hazards, an aggregated vulnerability score was calculated for each asset class (of family) and 
asset type (or component). To calculate these aggregated scores, the model - P50 under  
time - P50 and time - P95 vulnerability score s for each asset - hazard combination  was 
selected and summed, resulting in one vulnerability score for each asset type to all hazards.  
 
Since vulnerability was scored on a scale of 0 - 25, and electrical asset vulnerability was 
studied for four hazards (extreme heat, wildfire, inland flooding, and coastal flooding), the 
maximum aggregated score is 100. Since gas asset vulnerability was studi ed across five 
hazards (inland flooding, wildfire, landslides, coastal erosion, and coastal flooding) the 
resulting maximum aggregated score is 125. This score was normalized to a scale of 100 to 
remain consistent with electrical assets.  
 
These aggregated scores for each asset type and hazard were plotted together in spider 
charts in Figure 42 and Figure 43, with separate lines for each time horizon, visualizing the rise 
in vulnerability over all time frames for all hazards and asset types.  For electrical assets, 
facilities exhibit the highest aggregated vulnerability, followed by distribution and 
transmission assets. There is a notable increase in vulnerability scores, increasing by around 
50% in 2030 and approximately doubling by 2050 compa red to the observed timeframe. 
There is a smaller increase between 2050 and 2070. The plots below illustrate the 
vulnerability using median ( time - P50) and extreme ( time - P95) climate exposure values  
(please see Section 3 .1.1.1 for the percentiles being used in the current CAVA report ).53 Using 
the median - year (time - P50)  view values, the increase in aggregate vulnerability happens in 
relatively even intervals throughout all timeframes. Using the extreme - year (time - P95) view 
values, there is a sudden increase between the observed timeframe and 2030 and minimal 
increase from 2030 through 2070. This highlights the importance of preparing for the 
extreme - year (time - P95) values, as they are likely to have a disproportionately large impact 
on the most vulnerable assets in the near - term  compared to the median years.  Highly 
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exposed  assets reaching maximum exposure scores  by 2030  result s in consistent ly high 
vulnerability scores among time - P95 projections by mid -  and late - century.  
 

Figure 42. Aggregate vulnerabilities for electrical assets showing 20 - year time 50th and 
95th percentile (time - P50 and time - P95) and SSP3- 7.0 50th percentile (model - P50)   

Median ( time -
P50)  
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Extreme ( time -
P95)  

 
 
For gas assets, high pressure pipes have the highest observed aggregated vulnerability and 
are projected to have the most significant rise in vulnerability, followed closely by regulator, 
compressor, and valve assets. Under  time - P50, the vulnerability scores are very close 
throughout time horizons. Under time - P95, there is an increase in aggregated vulnerability in 
all asset classes by 2030, before remaining relatively stable through 2050 and 2070.  
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Figure 43 . Aggregate vulnerability for gas assets showing 20 - year time 50th and 95th 
percentile (time - P50 and time - P95) and SSP3- 7.0 50th percentile (model - P50)  

Median ( time -
P50)  
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Extreme ( time -
P95)  

 
 
For a more detailed view of the aggregated vulnerability, spider plots for each individual asset 
class are in Appendix IX Ų Aggregated Vulnerability .  
 
3.2.6 Winter Weather  
Hazard characterization    
Traditional winter weather hazards are  historically  rare in San Diego and there are only a few 
instances with significant snowfall in the lowlands of San Diego County. However, the 
mountains and higher elevation regions around San Diego are more prone to such events , 
with snowstorms  occurring most  of the  years. For instance,  the Palomar Observatory on 
Palomar Mountain  receives  an average annual snow total of ~35 inches , Mount Laguna 
receives  an average annual snow fall of 21.6 inches, and Cuyamaca Rancho State Park gets an 
average annual snow fall of  31.5 inches.54  
 
Winter weather events such as  heavy snowfall and freezing rain could affect utility equipment  
and assets in a variety of different ways. For example, icing events can lead to radial ice 
accumulation on equipment which can cause heavy loading and subsequent equipment 
damage or failure. Snow and ice events can also impede access to equipment and hinder 



 

165 
CLIMATE ADAPTATION AND VULNERABILITY REPORT 

efforts to address damage or failures associated with loading. Additionally,  snow and ice 
accumulation on trees and other vegetation  can lead to bending or breaking of branches 
which can result in vegetation coming in contact with equipment which in turn can lead to 
damage or equipment failure.  
 
Exposure   
Winter weather exposure is not quantitatively characterized because the San Diego region 
experiences winter weather over isolated areas at high elevations. Climate model datasets  
typically have a coarse spatial grid spacing , making it difficult to accurately capture 
precipitation  patterns that can  vary significantly over short distances due to factors like 
topography and loca l climate . Additionally, freezing rain and other frozen precipitation  types  
rely on complex  processes  that  occur at scales smaller tha n the grid size of most climate 
models.  For these reasons, winter weather exposure is characterized by  using a detailed 
review of scientific  literature.  
 
One of the most reliable indicators of climate change is the persistent rise in  temperatures . 
Generally, warmer temperatures are expected to drive  a global decrease in the frequency 
and intensity of snowfall  and freezing precipitation  (e.g., freezing rain). However, warmer 
atmospheric temperatures also mean  that the atmosphere can retain  more water , leading to 
more  intense  precipitation .55 If this precipitation falls under specific environmental 
conditions, it can fall as either ice or snow .  
 
While most analyses of the impacts of climate change to winter hazards in California focus 
on the Sierra Nevada range and other higher elevation mountains and ranges across the state, 
these projected trends are also broadly relevant  to the higher elevation peaks in Southern 
California and near San Diego. Across California, snowpack has been declining and is 
expected to continue to decline with very high confidence. Additionally, the proportion of 
precipitation falling as snow is decreasing and the average s now- water equivalent (SWE) is 
projected to decline to less than two - thirds of its historical average by 2050 (when averaged 
over several model projections under both moderate and high emissions  scenarios ).56 
However, the decline in projected snowfall does not preclude the occurrence of icing and 
heavy snow events, particularly in the near - term. In San Diego, winter precipitation is 
projected to be highly variable with wetter winters and more intense individual precipitation 
events.57 In the mountains, this precipitation may fall as ice or snow, particularly in the near 
term, suggesting that the mountains around San Diego may experience episodes of heavy 
icing and snow events.  
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Additionally, rapid warming of the Arctic in a process known as Arctic amplification has 
implications for winter weather in mid - latitude regions. Some evidence suggests that this 
Arctic warming can drive more extreme weather at the mid - latitude  regions, including 
increasing cold snap events and winter storms, 58 which may bring more icing and cold 
weather events to lower latitude regions. Some research suggests that rapid warming in the 
Arctic has likely played a role in increasing the frequency of extremely cold winter weather 
in the U.S. over the last four decades. 59  
 
Most of the heaviest precipitation events in C alifornia  occur during the passage of synoptic -
scale winter  storms , which often bring with them atmospheric rivers  (or large and intense  
streams of water vapor ) from the Pacific Ocean .60  Just a few intense atmospheric rivers  can 
ÄøóĐĆßÃĔĐÍƇĔăƇĐøƇŊŅƬƇøÙƇĐÞÍƇĊĐ·ĐÍźĊƇĐøĐ·ìƇ·óóĔ·ìƇăĆÍÄßăßĐ·ĐßøóśƇ·óÉƇatmospheric rivers  are 
projected to become more intense and frequent due to warming temperatures and climate 
change.61 If these atmospheric river  events coincide with colder temperatures,  particularly 
during winter months,  they could create conditions primed for freezing rain and icing events , 
particularly in the mountains near San Diego where temperatures remain colder  at higher 
elevations . Some research further suggests climate change could intensify freezing rain 
events related to atmospheric rivers  on the west coast of North America. 62 This also aligns 
with similar research of freezing rain and icing in the northeast U.S., which shows modest 
increases in the number of freezing rain days and radial icing between present - day and 
midcentury. 63 
 
In addition to more frequent and severe atmospheric river events, California is also expected 
to experience more intense extreme weather patterns  ·óÉƇ·ƇŷÄìßò·ĐÍƇĠÞßăì·ĊÞŸ,64 which 
describes a possibility that one year the state may experience heavy snowfall or icing across 
mountainous regions while the next year might bring a severe drought with little to no 
snowfall. More variable and intense extreme events mean that while the longer- term trend  in 
California will be toward warmer temperatures and fewer icing and heavy snow events, in the 
near- term icing and heavy snow events in the higher elevation mountains around San Diego 
are still possible and important to be prepared for given the expected i ncrease in extr eme 
events.  
 
The projected increases in the frequency and intensity of precipitation as well as the increase 
in precipitation variability in California and specifically San Diego suggest s that although snow 
and icing events are projected to become less frequent due to climate change in the long -
term, winter weather such as snow and ice may be more intense in the near -  to medium -
term.  
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3.2.7 Cascading Impacts  
Cascading impacts are multifaceted weather and climate events that occur in succession 
and can lead to more significant impacts than when they occur individually. These events 
often include complex, compounding extreme events, such as enhanced warming 
exacerbating extreme drought and wildfire,  debris flow events with heavy precipitation 
leading to flooding after wildfire events,  rain- on- snow events,  coastal storms coinciding with 
long- period swells or king tides, and other events driven by interacting physi cal processes. 
The analysis explores several event scenarios that may increase in likelihood in the future 
due to climate change.   
 
Severe flooding from an atmospheric river event  
Hazard characterization   
An atmospheric river is a meteorological phenomenon describing a long, narrow region of 
high- water vapor content in the atmosphere. 65 Typically, atmospheric rivers originate due to 
the evaporation of warm ocean water and are transported eastward by strong atmospheric 
winds. These can produce heavy precipitation, high winds, and large waves on the U .S. west 
coast when making landfall. Typical atmospheric rivers can be very beneficial, providing much 
needed rainfall -  as much as 50% of the total annual rainfall in California -  for drought - ridden 
areas.66  However, they can also be destructive, producing flash flooding and mudslides, 
particularly over burn scars after wildfires. Moreover, when multiple atmospheric rivers move 
over California in succession, the effects become more extreme. A recent example of  this 
occurred during January 2023 when atmospheric rivers made landfall in California leading to 
extreme flooding during the wettest three - day period in San Francisco over the last 160 
years.67 The second atmospheric river yielded a heavy rainfall band over the San Diego region, 
which led to the San Diego River reaching a moderate flood stage and caused severe flash 
flooding overnight. 68 In North County, the heavy precipitation resulted in mudslides, 
rockslides, downed power lines, and sink holes. 69  This type of cascading event would be 
characterized by a  strong atmospheric river making landfall over Southern California, leading 
to significant flooding, mudslides, and rockslides.   
 
Exposure   
Increasing sea surface temperatures  (SSTs) and a projected shift in the subtropical jet that 
could steer moisture and storms toward California could increase the likelihood of higher -
intensity atmospheric rivers in the San Diego region. Warmer SSTs increase the amount of 
evaporation over the Pacific Ocean, which leads to higher concentrations of water vapor in 
the atmosphere thereby increasing atmospheric river intensity. California has one of the 
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highest year - to - year precipitation variability of any place in the U .S.70 In effect, overall 
precipitation in California during the cold season is projected to increase leading to an 
increasingly volatile climate. 71 In addition, while there has been a recent historical trend of a 
poleward shift in atmospheric rivers, future projections suggest that climate change could 
drive more frequent atmospheric rivers in the California region of the Noth Pacific. 72 As the 
climate warms and creates a shift in the subtropical jet,  atmospheric rivers that affect 
California are projected to shift equatorward leading to more landfalling atmospheric rivers 
and an increase in precipitation rates in southern California. 73 Downscaled GCMs also project 
a substantial increase of 10 - 40% in precipitation associated with atmospheric river events. 74  
With this increase in precipitation, each atmospheric river event could result in more extreme 
flooding and mudslides. This, in combination with high winds and significant ocean waves 
associated with the atmospheric river, could expose assets to increased  levels of inundation 
and flood extent, especially for assets  already exposed to the flooding hazard (see section  
3.2.3). 
 
Extreme precipitation following a wildfire event  (debris flow)  
Hazard characterization   
In addition to the immediate impacts of wildfires, such as burned trees and damage to 
property and infrastructure, wildfire burn scars can significantly increase the risks of flooding 
and post - fire debris flows in the following months and years. Wildfires disrupt the natural 
system of plants and structures that stabilize slopes and create more impermeable soil. 
Post- fire debris flows occur when heavy precipitation falls on a burn scar, carrying downed 
trees, rocks, mud, and other debris down a slope. These debris flows can amplify the effects 
of localized flooding during significant precipitation events, potentially damaging 
infrastructure and cutting off access to asset critical facilities .75  
 
For example, the Thomas Fire in Southern California, which burned in late 2017 through early  
2018 and became one of the largest wildfires in U.S. history  at the time , weakened the slopes 
in the Ventura and Santa Barbara hills. On January 9, 2018, a significant precipitation event 
struck Montecito, California, triggering post - fire debris flows that killed 23 people and 
damaged approximately 400 homes .76 
 
In the San Diego region, the threat of post - fire debris flows is highest in the mountains, where 
wildfire burn probability is high and extreme precipitation is more common. Specifically, burn 
scars with south - facing slopes and igneous or sedimentary - based bedrock are  most likely 
to result in post - fire runoff - generated debris flow events .77 This type of cascading event is 
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characterized by significant precipitation falling on a previous wildfire burn scar, leading to 
damaging debris flows . 
 
Exposure   
The increasing likelihood of wildfires and extreme precipitation is expected to lead to a rise 
in the number of post - fire debris - flow events. For instance, one study examined current 
conditions and future projections for precipitation, fire, fuels, and geologi c conditions. It 
found that both burn area and storm intensity are projected to increase across most of the 
San Diego area, potentially exposing roadways to 2 - 4 times the risk compared to present -
day conditions .78  
 
Another study focused on identifying which component of a post - fire debris flow event has 
been and will continue to be the most impactful. The findings suggest that post - fire debris 
flow activity is more sensitive to increases in precipitation intensity th an to fire frequency 
and severity in Southern California .79 This conclusion, combined with the potential for an 
increase in extreme precipitation as discussed in Section  3.2.2 and 3.2.3, highlights the 
growing risk of post - fire debris flows in a changing climate . 
 
Post- fire debris flows are expected to continue damaging road access and infrastructure 
ĠßĐÞßóƇp0@ư4źĊƇĊÍĆğßÄÍƇĐÍĆĆßĐøĆĦŚƇ ĊƇÃĔĆóƇ·ĆÍ·ĊƇÍĥă·óÉƇ·óÉƇĊĐøĆòƇßóĐÍóĊßĐßÍĊƇßóÄĆÍ·ĊÍśƇĐÞÍƇ
exposure of critical infrastructure to these hazardous events could  also rise. This highlights 
the urgent need for proactive measures to mitigate the impacts of post - fire debris flows, 
such as improved land management practices, enhanced early warning systems, and robust 
infrastructure design to withstand these events.  
 
In summary, the interplay between increasing wildfire likelihood and extreme precipitation is 
set to exacerbate the frequency and severity of post - fire debris flows. This poses a 
significant threat to infrastructure and public safety, necessitating compreh ensive strategies 
to address these evolving risks.  
 
Coastal storms coinciding with long - period swells or king tides  
Hazard characterization   
Coastal storms typically consist of tropical and extratropical cyclones, which can lead to 
significant storm surge, extreme winds, and extensive rainfall and inland flooding. Landfalling 
tropical cyclones with at least tropical storm force winds are exceedingly rare in southern 
California and have only occurred approx imately 7 times since 1850 (Table 70).80  Tropical 
cyclones in the Eastern Pacific Ocean rarely make landfall over California due to mean 
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atmospheric circulation in the tropical Pacific (east - to - west) steering storms out to sea and 
the lower SSTs of the eastern Pacific relative to those of the coastal western Atlantic. 
However, a landfalling tropical cyclone  over San Diego is not unprecedented, such as the San 
Diego Hurricane of 1858 leading to the only documented occurrence of hurricane - force winds 
in the service territory on record. 81 It is hypothesized that warmer than average SSTs 
contributed to the hurricane źs development as it approached the region. 82  
 
Table 70 . Notable Historical Tropical Storms Impacting Southern California . Note that these 

events are illustrative and not a comprehensive set of historical events  

0·ĐÍ DĔĆĆßÄ·óÍ Eòă·ÄĐĊ 

^ÄĐøÃÍĆƇŇśƇņōŊō vÞÍƇp·óƇ0ßÍÚøƇDĔĆĆßÄ·óÍƇøÙƇņōŊō 

+·ĐÍÚøĆĦƇņƇŪŌŊƇòăÞƇĠßóÉĊūśƇ
ĠßóÉƇÉ·ò·ÚÍƇĐøƇăĆøăÍĆĐßÍĊƇ
·ìøóÚƇÄø·ĊĐśƇĊßÚóßŀÄ·óĐƇ
Ć·ßóÙ·ììśƇøóìĦƇêóøĠóƇÞĔĆĆßÄ·óÍƇ
ĐøƇÉßĆÍÄĐìĦƇßòă·ÄĐƇĊøĔĐÞÍĆóƇ
+·ìßÙøĆóß·Ś 

pÍăĐÍòÃÍĆƇŇŉŰŇŊśƇņŎňŎ zóó·òÍÉƇvĆøăßÄ·ìƇpĐøĆò 

ŊŅƇòăÞƇĠßóÉĊśƇøğÍĆƇņŅƇßóÄÞÍĊƇ
øÙƇĆ·ßóÙ·ììśƇĊßÚóßŀÄ·óĐƇÉ·ò·ÚÍƇ
ĐøƇÄø·ĊĐ·ìƇĊĐĆĔÄĐĔĆÍĊƇ·óÉƇ
ÄĆøăĊśƇŇƇÙÍÍĐƇßóĔóÉ·ĐßøóƇßóƇ
Í·ĊĐÍĆóƇ+ø·ÄÞÍìì·Ƈ¦·ììÍĦŚ 

pÍăĐÍòÃÍĆƇņŌŰņŎśƇņŎŋň vĆøăßÄ·ìƇpĐøĆòƇP·ĐÞÍĆßóÍ 

+ø·ĊĐ·ìƇŁøøÉßóÚƇ·óÉƇÍĆøĊßøóƇ
ßóƇp·óƇ*ÍĆó·ĆÉßóøśƇÞÍ·ğĦƇ
Ć·ßóÙ·ììƇĔăƇĐøƇŋŚŊƇßóÄÞÍĊƇßóƇ
òøĔóĐ·ßóĊŚ 

^ÄĐøÃÍĆƇŋśƇņŎŌŇ vĆøăßÄ·ìƇpĐøĆòƇOø·óóÍ 
l·ßóÙ·ììƇĔăƇĐøƇŇƇßóÄÞÍĊśƇì·óÉÙ·ììƇ
ßóƇóøĆĐÞÍĆóƇ*·é·Ƈ+·ìßÙøĆóß·Ś 

pÍăĐÍòÃÍĆƇŎŰņŇśƇņŎŌŋ vĆøăßÄ·ìƇpĐøĆòƇP·ĐÞìÍÍó 

l·ßóÙ·ììƇĔăƇĐøƇņŉƔƇßóÄÞÍĊƇßóƇ
òøĔóĐ·ßóĊśƇ·ĐƇìÍ·ĊĐƇ·ƇņŰßóŰņŋŅƇ
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Ć·ßóÙ·ììƇßóƇp·óƇ0ßÍÚøśƇEòăÍĆß·ìƇ
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pÍăĐÍòÃÍĆƇŇŉŰŇŋśƇņŎŎŌ vĆøăßÄ·ìƇpĐøĆòƇYøĆ· 

l·ßóÙ·ììƇĔăƇĐøƇŊƔƇßóÄÞÍĊśƇ
ŁøøÉßóÚƇßóƇi·ìòƇpăĆßóÚĊśƇ
*øĆĆÍÚøƇpăĆßóÚĊśƇ·óÉƇpăĆßóÚƇ
¦·ììÍĦŚ 
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pÍăĐÍòÃÍĆƇŌśƇŇŅŇŇ DĔĆĆßÄ·óÍƇP·Ħ 
+·ĐÍÚøĆĦƇņƇŪŌŊƇòăÞūśƇì·óÉÙ·ììƇ
ßóƇĠÍĊĐÍĆóƇÄÍóĐĆ·ìƇ*·é·Ƈ
+·ìßÙøĆóß· 

ĔÚĔĊĐƇņŎŰŇņśƇŇŅŇň DĔĆĆßÄ·óÍƇDßì·ĆĦ 

iÍ·êÍÉƇ·ĐƇ+·ĐÍÚøĆĦƇŉśƇ
ĠÍ·êÍóÍÉƇĐøƇĐĆøăßÄ·ìƇĊĐøĆòƇ
ĊĐ·ĐĔĊƇĔăøóƇì·óÉÙ·ììƇßóƇ*·é·Ƈ
+·ìßÙøĆóß·ŚƇ§ßóÉƇĊăÍÍÉĊƇøÙƇĔăƇ
ĐøƇōŉƇòăÞƇßóƇp·óƇ0ßÍÚøƇ
+øĔóĐĦƇ·óÉƇ·ƇÉ·ßìĦƇĆ·ßóÙ·ììƇ
ĆÍÄøĆÉƇßóƇp·óƇ0ßÍÚøƇøÙƇņŚōŇƇ
ßóÄÞÍĊŚ 

 
Storm surge from a landfalling tropical cyclone or severe coastal storm is particularly severe 
during a high tide event, such as long - period swells or king tides. Long - period swells are 
prolonged periods with a series of waves impacting a coastline, often the result of an offshore 
low- pressure system or storm (e.g., a tropical storm) producing strong winds over a large 
·ĆÍ·ƇøÙƇĐÞÍƇøÄÍ·óźĊƇĊĔĆÙ·ÄÍŚƇPßóÚƇĐßÉÍĊƇ·ĆÍƇĐÞÍƇÞßÚÞÍĊĐƇĐßÉÍĊƇøÙƇĐÞÍƇĦÍ·ĆƇßóƇĐÞÍƇp·óƇ0ßÍÚøƇĆÍÚßøóŚƇ
Both events increase the potential for fl ooding under an exacerbating circumstance, such as 
landfalling tropical cyclone s. This type of cascading event would be characterized by a 
landfalling tropical cyclone over or near San Diego County during a high tide event , leading to 
significant coastal flooding and wind damage in the service territory . 
 
Exposure   
Warming SSTs could increase the likelihood of tropical storm formation or lead to storm 
intensification near the coast of southern California. Globally, hurricane intensification has 
already been attributed to climate change and warming temperatures. 83 Warmer SSTs 
provide energy in the form of heat for developing tropical cyclones, which act to fuel tropical 
cyclone intensification in the form of increased wind speeds and moisture. GCMs project 
that warming atmospheric and SSTs will likely invigorate hurricanes both globally and 
throughout the eastern Pacific to become more intense and have higher rainfall amounts 
relative to historical hurricanes. 84 Increasing storm intensities also indicate stronger hurricane 
winds and, in turn, coastal storm surge, which could exacerbate flooding from existing king 
tides and long - period swells.  
 
SLR may also lead to greater flood extent from king tides or long - period swells. SLR and 
storm - driven flooding will impact a relatively small number of assets relative to other climate 
hazards in the region. However, the increase in exposure could be more sig nificant if 
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exacerbated by a high tide event or landfalling tropical cyclone. As demonstrated below, 
flood extent and inundation in San Diego during a high impact and low likelihood storm surge 
event would increase substantially as sea level rises. The modeled scenari os account for 
water level changes due to astronomic tides, winds, sea level pressure, steric effects, and SLR 
when simulating high return period storm surge. It is important to note, however, that 
bathymetry and coastal topography of San Diego and the sur rounding region could limit the 
potential cascading impacts from this type of event primarily to the coastline.  
 
Enhanced warming exacerbating extreme drought and wildfire  
Hazard characterization   
Drought is driven by prolonged periods of dry weather conditions, little to no precipitation 
and warm temperatures, drying out surface soils and vegetation. Heat waves are associated 
with anomalously hot temperatures and generally occur when large high - pressure systems 
become stagnant over a region for an extended period. It is well - documented that increases 
in wildfire frequency and burned area respond directly to increases in drought severity and 
frequency in forested regions of western North America. 85 Warming temperatures act to 
further dry out surface fuels (e.g., flammable soils and vegetation) by increasing atmospheric 
demand (increased potential evapotranspiration) and surface evapotranspiration, leading to 
more severe drought and more favorable con ditions for fuels to ignite. This type of cascading 
event would be characterized by a period of extreme drought conditions exacerbated by an 
extreme heat wave , increasing both fire weather conditions and the risk of large wildfires in 
the service territory.   
 
Exposure   
San Diego is at risk for increased exposure to enhanced warming exacerbating extreme 
drought and wildfire. The region has already seen increased drought conditions caused by 
climate change such as the drought of 2012 - 2016.86 By late century, the occurrence of 
extreme droughts could increase 3 - 15 times its present - day levels in California, based on 
downscaled GCM projections. 87 Megadroughts are exceptional and prolonged periods of 
drought lasting multiple decades, often associated with La Ni ña conditions in the tropical 
Pacific.88 The intensity of recent megadroughts have already been exacerbated by warming 
temperatures and enhanced evapotranspiration 89 and are projected to become more 
intense in the future. 90  This will increase the potential for megadrought events in the service 
area. Further, increased drought conditions are highly predictive of wildfire events, and any 
future increase in droughts is likely to increase the probability of wildfire. 91 The scientific 
literature, taken together with the projections for increased warming and increased 



 

173 
CLIMATE ADAPTATION AND VULNERABILITY REPORT 

environmental conditions for wildfire (such as drought) as demonstrated in Sections 3.2.1 and 
3.2.2, outlines the potential for a n increase in the severity of drought and wildfire.  
 
4  Community Vulnerability  
In fulfillment of the previously outlined  OIR requirements , ĐøƇÍóÞ·óÄÍƇp0@ư4źĊƇ·ÃßìßĐĦƇĐøƇò·êÍƇ
community - informed, equity - centric decisions,  and to better understand and characterize 
the nuances of community vulnerability, SDG&E concentrated on multiple approaches that 
highlight diverse sources  and types  of data. SDG&E recognizes that quantitative metrics 
alongside feedback that reflects the lived experiences of communities work together to 
support the incorporation of a more accurate and equitable communit y vulnerability 
characterization.  
 
Within the CAVA process, SDG&E utilized two main avenues to accomplish this 
complimentary approach, the Community Vulnerability Index (CVI) and community outreach 
and engagement. The CVI is an enhanced and expanded community vulnerability 
measurement that builds upon the existing DVC definition in the original OIR ruling to achieve 
greater utility operationalization (more on this in section 4.1). Community outreach and 
engagement is foremost centered on relationship and trust building. Through intentional 
eÙÙøĆĐĊƇĐÞ·ĐƇĆÍÙìÍÄĐÍÉƇĐÞßĊƇÙøÄĔĊśƇp0@ư4źĊƇøĔĐĆÍ·ÄÞƇ·óÉƇÍóÚ·ÚÍòÍóĐƇßóÄìĔÉÍÉƇÙÍÍÉÃ·ÄêƇÙĆøòƇ
surveys, workshops, advisory groups, interviews, and event participation and support, among 
others. In tandem, these approaches enable SDG&E to both measure community vulnerability 
and to work towards building adaptive capacity throughout and beyond the CAVA process.  
 
4.1 Community Vulnerability Index (CVI)  
4.1.1 p0@ư4źĊƇ+¦EƇXÍĐÞøÉøìøÚĦƇ4ĥăì·ßóÍÉƇ 
A comprehensive DVC methodology, as outlined in the CAVA OIR, aims to identify 
populations at heightened risk and increased sensitivity to climate change due to limited 
resources for coping, adapting, or recovery . This includes identifying populations at elevated 
risk due to physical, social, and economic factors exacerbated by climate impacts.   
 
CVI builds on the definition of DVCs using indicators from CalEnviroScreen 4.0 92 as a starting 
point with the addition of median household income, tribal land s, 3 key types of community  
critical facilities , and AFN customers to capture vulnerable populations in the service area  
Figure 44.  
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This section outlines the construction of the CVI, beginning with updates to the 
CalEnviroScreen 4.0 methodology, such as adopting a higher - resolution geospatial analysis 
and a temporal refresh of population characteristics. This is followed by expanding D VC 
criteria to include AFN customers and community critical facilities, to build a more holistic 
view of community vulnerability and adaptive capacity.  
 
Figure 46  provides a visual overview of the CVI methodology. For a more detailed explanation 
of indicators included in the final CVI, please refer to Appendix IV  -  SDG&E Climate 
Community Vulnerability Index (CVI) . 
 
4.1.1.1 Application of the Existing CalEnviroScreen 4.0 Methodology  
Key updates to the methodology include adopting a finer geospatial scale using Uber H3 
hexbins  (approximately 0.85 square kilometers) , updating existing indicators, and 
introducing two new ones in the CVI's construction .93 These enhancements allow for more 
precise identification of variations within communities and population characteristics, which 
might be missed at a coarser scale. This granular approach better identifies potential DVCs 
and informs the development of targ eted strategies to enhance adaptive capacity. 94 
 
The index was constructed  at the Uber H3 Resolution 8 hexbins (approximately 0.85skm) 95 
as opposed to the census tract level to enhance spatial resolution across the SDG&E service 
area. The added benefit of constructing the CVI at the hexbin level is introducing a level of 
geospatial uniformity when comparing different areas. Census tracts v ary in size across the 
service area and as a result cannot always be directly compared to one another. This finer 

Figure 44 . Raw components of the DVC. Tribal (Left), AFN (right)  
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scale improves the identification of DVCs by capturing local variations, such as population 
density, and enables more precise evaluation of proximity to grid assets and relevant critical 
facilities  that serve the community . See Appendix IV -  SDG&E Climate Community 
Vulnerability Index (CVI)  for detailed methodology used to construct CVI such as types of 
community  critical facilities used as inputs.  
 
4.1.1.2 Additional CAVA OIR Requirements Beyond CalEnviroScreen 4.0  
Tribal Land Score  
A Tribal land score was introduced to address gaps in the current methodology and align with 
CAVA OIR requirements. This score captures the unique vulnerabilities of tribal communities 
by integrating factors reflective of their cultural, historical, and so cioeconomic contexts, 
ensuring a more equitable and inclusive assessment framework. The tribal score identifies 
and ranks how much of a hexbin is tribal. Figure 45 below illustrates how tribal is defined. 
Construction of the tribal indicator is based on how much of the tribal area (brown) is 
overlapping with the individual hexbins (red). Certain hexbins are completely covered while 
others are partially covered or em pty.  
 

Figure 45 . Example illustration of  primary layers involved in  tribal indicator construction  

 
 
 
 


















































































































































































































































































































































